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Abstract

Aspart of BNL-AGS Experiment 859, transverse distributions, rapidity distributionsand total yields
have been measured for K+ and K~ produced in collisions of a 14.6 A-GeV/c 22Si beam incident
on ?’Al and *°’Au targets. The experimental apparatus consists of a magnetic spectrometer and a
spectrometer trigger with a second level veto capable of online particle identification. An array of
streamer tubes surrounding the target are used to select classes of events based on charged particle
multiplicity, and the energy measured in a zero-degree calorimeter is used to calcul ate the number
of projectile participants. For kaons, the acceptance of the spectrometer covers the rapidity range
of 0.5 < y < 2.1 and a transverse momentum range of 0.1 < p; < 2.5. Minimum bias results
are shown, as are results for events gated in 4 different multiplicity bins. It is found that the
rapidity distributions for KT peak closer to the target rapidity than the K= for all centralities, a
trend consi stent with the dominance of associated production for the K*. TheK* m | inverse slope
parameters for all systems are consistently 10-20MeV/c? higher than those for the K—. Theratio
of Kt toK~ versusrapidity isshown to have very little dependence on target or centrality, an effect
which may point to the importance of secondary production of K~ via meson-baryon collisions
such as the strangeness exchange reaction 7A—NK~. Comparisons with the microscopic model

RQMD are made and it is found that the model produces m:, inverse slope parameters for the K~

that are significantly too high and generally under predicts the kaon production, but that it follows
the systematic trends in the data very well. The rapidity distributions are shown and the effect of
intermediate resonance production is discussed.
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Chapter 1

| ntroduction

The study of relativistic heavy-ion physicsisanew area of research that brings together aspects of
both nuclear and high energy physics. Thebasic aim of thefield isto use very energetic collisionsof
nucle to investigate the phenomenol ogy of dense and hot hadronic matter with the consequent goal
of probing the physics of quantum chromodynamics (QCD). There are several outstanding issues
in QCD that may eventually be resolved by the data provided by these collisions, and preeminent
among them is the issue of confinement, the mechanism that keeps QCD color charge inextricably
bound into hadrons. By heating and compressing nuclear matter through collisionsat high energies,
there may be achance of causing aphase transition from normal nuclear matter into the quark-gluon
plasma(QGP). The exact nature of thisstate of matter is asubject of debate, but at the very least the
guarks and gluons of whichit ismade are no longer confined, in the sense that they are able to roam
over distances large compared to the 1fm (10~°> m) sizetypical of hadrons. In fact, there islittle
doubt that such a state of matter exists, the real question is whether it can be created and detected
in the laboratory.

Although the demonstration of a deconfined phase serves as a major goal for the field, it is
hardly the only issue of interest along the way. In this thesis, collisions between whole nucle
at incident energies of 14.6 GeV will be studied. Whatever else may be happening, these high
energy nucleus-nucleus (A-A) collisions certainly create systems of incredible energy and baryon
number density, and there are intriguing physicsissuesrelated to the production of particlesin such
a system. There is an immense challenge in making a quantitative theoretical analysis of such

collisions, however. At incident energies of several GeV per nucleon, the energy scaleisfar below
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CHAPTER 1. INTRODUCTION

that for which perturbative techniques for treating QCD are applicable. On the other hand, the
energy scaleis high enough that isit unclear whether individual nucleons or subnucleonic degrees
of freedom make a more appropriate basisfor describing the collisions. Also, it isnot clear that the
collision of two nuclei forms a system large enough to be treated in athermal or statistical manner.
Nonetheless, many particles are involved in a collision, many of which are short-lived hadronic
resonances and excited states. This means that unlike the case in more elementary proton-proton
(p-p) collisionsin which particlesthat are produced have little chanceto reinteract, the particlesin a
heavy-ion collision find themselves surrounded by other particles. The interactions of the produced
particles among themselves and with the surrounding medium make for a situation that is quite
different from a series of simultaneous p-p collisions. The created resonances act as a reservoir
of the initial energy of the collision, making possible physical processes that would ordinarily be
energetically suppressed.

One of these processes, rare in p-p collisionsat these energies, is the production of strangeness.
Ordinary nuclei consist of protons and neutrons, which in turn contain only up (u) and down (d)
valence quarks. When enough energy becomes available (in nuclear collisionsabove afew hundred
MeV per nucleon incident energy) pions, which also contain anti-up () and anti-down (d) quarks
begin to be produced. At energies above ~1GeV per nucleon, mesons containing strange (S)
and anti-strange (S) quarks begin appearing. The lightest of these strange mesons are the kaons,
with masses of 494MeV/c?. Strangeness is effectively a conserved quantum number in nuclear
collisions. Weak interactions, which can violate strangeness conservation, occur on time scales of
1028 sec, severa orders of magnitude longer than the duration of a collision. Since the system
begins with no net strangeness, the quantity S = s — s = 0 remains constant during the collision.
An even stronger condition arises because the density of strange quarksis aways quitelow, evenin
the most violent nuclear collisions. Therefore strangeness annihilation israre, and a strange quark,
once produced, should typically survive during the entire collision. In any physics problem, these
types of conserved quantities are highly valued because of the constraints they impose on possible
dynamica solutions. At the energies studied in thisthesis, strangeness creation is above threshold,
but not vastly so, making its production sensitive to the dynamics of the collision, which makesits
study quite valuable in relativistic heavy-ion physics.

One of thefirst predictions of novel behavior in relativistic heavy ion collisions was made by
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Rafelski [RM82], who hypothesized that if a quark-gluon plasmawere produced, it would lead to
the enhanced production of ss pairs, which in the final state appear mainly as A’s, »'s, and K and
¢ mesons. The enhanced production of strangeness, measured viathe K/ ratio, was an early and
exciting observation made by our own collaboration [AT90], raising some hopes that the QGP had
been discovered. However, following the shouts of “Eurekal” were others of “Not so fast...”, as
further work, both experimental and theoretical, hasled to adeeper appreciation of the complexity of
heavy ion collisionsat these energies. It may be possible to account for the strangeness production
seen in a scenario devoid of QGP, but with a large degree of reinteraction among the produced
paticles. Strangeness production can therefore serve as a probe of the complicated dynamics
of a collision since cooperative processes among the particles may be able to affect the rate at
which strangeness is produced and how that produced strangeness is reflected in the final particle
abundances.

The issue of strangeness production has evolved into a detailed question of production rates
and interaction cross sections. It is possible that the strangeness production that is measured is
a naturally synergistic process due to the interaction of produced particles in the dense nuclear
environment of a collision. It is aso possible that the level of strangeness production that is seen
suggeststhat the QGP is being formed. What is clear isthat there is little hope of addressing these
guestions without solid, comprehensive data. Because the system of hot and dense matter created
during a collision is so transient, the rates of many different particle production processes play an
important role in determining the final outcome of the collision.

Sophisticated models that follow the trajectories of individual hadrons have been developed
and used for simulating these collisions over the last ten years. These models are not rigorous
implementations of QCD, but are “QCD-inspired”, attempting to embody some key features of
the real theory, while properly conserving energy, momentum, charge and baryon number. Where
possible, the experimentally measured cross sections and branching ratios are used to decide the
outcome of hadron-hadron collisions. At higher energies, most modelsturn to sometype of astring
formaism, where g-q interactions form a col or flux tube which subsequently fragments as g-q pairs
tunnel out of the vacuum. One such model, Relativistic Quantum Molecular Dynamics (RQMD),
has been widely used to simulate nuclear collisions and to investigate the production of particles

and the space-time devel opment of the collision [SSG89].
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CHAPTER 1. INTRODUCTION

Thisthesis will add considerable new data on strangeness production for heavy ion collisions
a an energy of 14.6 GeV per nucleon. In particular, the yields of positive and negative kaons have
been measured over a very broad range in kinematic variables. These yields have been determined
in concert with several different measures of event topology, allowing one to study the variation
of the yields for different event classes. In addition, the measurements of kaon production will
be compared to RQMD, a widely-used model of relativistic heavy ion collisions, and the extent to
which the model reproduces the data will be examined. The contributions of different processes to
the production of kaonswill then beinvestigated, and a physically reasonabl e picture of strangeness
production will be developed. In the next few sections, a brief overview of the experiment and its
immediate predecessor will be given, and the kinematic variables central to the analysis will be
defined. These definitionswill alow the description of the goals of thisthesisin thefinal section of

this chapter to be recast in an appropriately precise language.

1.1 Kinematic Variables

Because of the high energiesinvolved in these collisions, it is convenient to use kinematic variables
with simple Lorentz transformation properties. The quantities which will be important in this
thesis are rapidity, momentum, transverse momentum and transverse mass, and a particularly clear
presentation of these variables may be found in an article by Ole Hansen [Han90].

Figure 1-1 shows the coordinate system which will be used to describe the collisions. Conven-
tiondly, the > axisis parallel to the beam direction, the y axis points verticaly, and the = axisis
defined so that the coordinate system isright-handed, # = ¢ x 2. Now consider a particle of mass
m and moving with total momentum p. 1ts momentum vector may be decomposed into components
parallel and perpendicular to the beam direction, p;, (or p.) and p_ (often written p;). In terms of

the coordinate system in the figure these may by written as

p = p cosé 1.1
pSinO:,/p%—l—pg (1.2

The transverse mass is often used to characterize the distribution of particles perpendicular to the

PL
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1.1. KINEMATIC VARIABLES

Figure 1-1: Coordinate system definition

my =/p3 +m3 (1.3

where my is the rest mass of the particle. Often, the rest mass is subtracted, and the quantity

beam direction, and it is defined as

m, — mo (Sometimes called the transverse kinetic energy) is plotted.
Rapidity is the relativistic analog of longitudinal velocity, and is defined ast

1 E—I—p”
ni

_ 2 _ tanh-1
Y= 2| E—p” tanh ﬁ”, (1.4)

where ), is the component of the velocity parallel to the beam direction. For boosts along the
beam direction, rapidity undergoes Galilean transformations. If aparticle has rapidity yo in aframe
S, its rapidity measured in a frame 5" moving with rapidity ys: with respect to frame 5 is just
Yy = yo— ys. Thismeansthat intervalsin rapidity are invariant, and so any quantity histogrammed

as afunction of rapidity retainsits shape under longitudinal boosts, only shifting the location of the

tUnfortunately, y is used as the symbol of both rapidity and one of the coordinate axes. Context should make clear
which is meant.
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CHAPTER 1. INTRODUCTION
origin. Severa relationshipsamong energy, momentum and rapidity are quite useful

FE = m,coshy (1.5

py = mysinhy. (1.6)

1.2 General Featuresof Nuclear Collisions

There are two ideas which form the basis for much of the discussion of heavy-ion collisions. The
first is that nuclear cross sections are largely determined by the geometry of the collision. Thisis
a point that is taken for granted among heavy-ion physicists, but is often not made explicit when
addressing those outside the field. The second point is that there is assumed to be a rough mapping
between the final rapidity of a particle and its production point in the collision.

At 14.6 A-GeV/c, the deBroglie wavelength of a nucleon is ~0.1fm, and the deBroglie wave-
length of awhole nucleus is correspondingly smaller. This scaleis small compared to the typical
internucleon separation of ~2fm in anucleus, and it is small compared to the range of the strong
nuclear force. Because of thisone can talk of awell defined impact parameter for acollision. The

total cross section for the collision of two nuclel isvery nearly given by the sum of their radii,
Giot ~ (1 + 10)2 7 T(L2AY3 4 1247312, (1.7)

where r, and A, are the projectile radius and mass number; r; and A, are the identical quantities
for the target. In a collision, the nucleons that are in a direct line to be struck by nucleonsin the
other nucleus are called participants. The remaining nucleons are spectators. In very periphera
collisions, most of the projectile nucleons continue travelling straight ahead, leading to a strong
correlation between impact parameter and the forward going energy. In a more central collision,
less energy continues forward and is instead converted into particle production and generating
transverse momentum. Because of this, the multiplicity and forward energy (or impact parameter)
areinversely correlated. Thisleads to terminology in which events with high multiplicity or small
forward energy are centra events and those with small multiplicity or large forward energy are
periphera events.

The correlation between rapidity and production point is a little less straightforward. At very
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1.3. BNL-AGS EXPERIMENT 859

high energies, therapidity distribution of produced particlesin p-p collisionsis known to divideinto
three regions: two fragmentation regions approximately 2 units of rapidity wide near the rapidities
of theinitial protons, and abroad plateau of particle productionin the central rapidities between the
fragmentation regions. One physical picture underlying this observation is that the collision of two
nuclei resultsinahot, elongated volumein which the rapidity, y, and the longitudinal positionin the
volumeare directly correlated, y « z [Bjo83]. In thispicture, high rapidity particlesin the forward
fragmentation region are created surrounded by other projectile particles, but far away from the
target particles. At lower energies, the separation into these three regions is not so clean, and there
isafair amount of mixingin rapidity. Nonetheless, one still talks of the target region, the projectile
region and the central region. To set the scale, a resonance decay like A(1232)—N7 generates a
rapidity difference of up to 1.5 units between the nucleon and the pion. Particles separated by much
more than that are unlikely to be causally related.

1.3 BNL-AGSExperiment 859

The data for this thesis was collected by the E802 Collaboration (see Appendix ) as part of
Experiment 859 (E859) at the Brookhaven National Laboratory Alternating Gradient Synchrotron
(BNL-AGYS). E802, the immediate ancestor of the current experiment, was one of the first round
of experiments designed to take advantage of the coupling of the Tandem Van de Graaff heavy-ion
facility with the AGSto ook at the characteristics and properties of relativistic heavy-ion collisions.
Theapparatusof theoriginal experiment, which hasremained basically whol ethrough E859, consists
of a large acceptance (~25msr) single-arm magnetic spectrometer containing several precision
tracking chambers capable of 150-200 ;m intrinsic position resolution, a time-of-flight wall (TOF)
with ~100 ps timing resolution, and event characterization provided by a target multiplicity array
(TMA), a zero-degree calorimeter (ZCAL) and a lead-glass array to measure transverse neutral
energy. During E802, collisions of beams of 0 and 22Si accelerated to 14.6 GeV/c per nucleon
(A-GeV/c) and incident on targets of 2’ Al, 83Cu and *°’ Au were studied.

As afirst generation experiment, E802 was designed to provide a broad survey—it would have
been difficult to plan for a precision experiment when few concrete facts about the environment of

arelativistic heavy ion collision were known. Fundamental quantities such as particle multiplicity
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distributions were unknown, and predictions seemed to vary considerably. The early design for the
E802 track reconstruction program anticipated events commonly having 20 tracks in the spectrom-
eter, though asit hasturned out, thiswas perhaps afactor of ten more than was actually seen. In any
case, a survey experiment was the appropriate thing to plan for in the early days of the field. The
E802 spectrometer was designed with good momentum and timing resolution, and consequently,
good particle identification capabilities. It was designed to map out the distributions of abundant
hadrons over a large region of phase space. Globa features of A-A collisions at these energies,
such as charged particle multiplicity, transverse and forward energy distributions were measured.
Inclusive and semi-inclusive spectrafor 7+, K*, and protons were measured, as were two-particle
correlations for pions and protons.

One of the most startling observations seen during E802 was asignificantly higher K*/x+ ratio
in A-A collisionsas compared to p-p collisionsat similar energies [SSS87]. Over arapidity interval
of 1.2 < y < 1.4,theK™/x T in central Si+Auwasfound to be (19.24-3)%; the K~/x ~ for the same
system was found to be (3.6+0.8)%. Both the formation of a quark-gluon plasma and hadronic
rescattering were put forth as possible explanations. Though private analyses were somewhat more
daring, the official publication reporting the results showed only three (3) dn/dy points for the
kaons. Theyieldsof K+ appeared to increase toward thetarget rapidities, consistent with ascenario
of K* production dominated by the processes NN—NYK™ and rN—YK™, where Y is one of the
hyperons, X or A. Notrend intheyieldsof K~ asafunction of rapidity were discernible. At the 1o
level, the slope parameters of exponential fits to the transverse mass spectra for K+ and K~ were
consistent with one another. An aggressive anaysis of the E802 data by Charles Parsons amplified
on these collaboration-approved results [Par92]. Several more dn/dy pointsfor both Kt and K~
were reported and the transverse mass slope parameters of the K+ seemed to be consistently higher
than those for the K—.

These, and other, experimental results seen by E802 led to the proposal of E859 whose goals
included providing:

“acomprehensivebody of dataoninclusive(r, K, p, d) and two-particlecorrelations
(rm, KTK* and pp) from which may emerge systematic trends which will giveinsight
into the formation of high density nuclear matter, its subsequent space-time evolution,

source kinematics, and possible thermodynamic properties [AT89].”
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The experimental apparatus for E859 consisted of the E802 spectrometer, augmented with two new
wiretrigger chambers and an onlinetrigger based on particleidentification to improvethe selectivity

of the experiment for rare events.

1.3.1 A Second-Level Veto for Rare Events

Given the limited beam time available for the experiment, one would like to increase the intensity
of the beam to increase the collection rate of rare events. Several of the high intensity heavy ion
experiments at BNL can use as much silicon beam as the AGS can deliver, about 10° particles/spill.
However, there are limitsin any experiment that keep one from increasing the beam rate indefinitely.
In E802, the primarily limitation was the data acquisition system, which was able to write about
100 events to tape per AGS beam pulse. During E802, a typical beam rate of 10° particles per
spill incident on a 1% target would generate 102 interactions per spill. A high multiplicity trigger
(TMA trigger) could reduce this rate to about 100 events/spill, the maximum alowable. Table 1.1
shows the abundances of some rare events per TMA trigger. Even with the TMA trigger, it would

be difficult to collect the statistics needed for an adequate analysis of the kaons. Of course, using

Event Type | Abundance/TMA trigger
K+ 0.026
K~ 0.005
atrt 0.010
T 0.017
KTKT 25x 1074

Table 1.1: Particle abundances per TMA trigger. Taken from E859 proposal [AT89].

the TMA as atrigger automatically biases the data sample toward high multiplicity events, which
makes it difficult to study the variation in yields as a function of event multiplicity. To make such
studies possible, E802 used a spectrometer trigger (SPEC trigger) made up of a coincidence of
signalstaken from scintillators near the front and near the rear of the spectrometer. Selecting events
using the SPEC trigger improves the odds that the event actually containsatrack. SPEC isfar from
perfect, however, and many SPEC-triggered events contain no tracks at all.

To improve the selectivity of the experiment for rare events, E859 has added a flexible, com-
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puterized second-level (LVL2) veto to the SPEC trigger. In the 40 s between the generation of
a SPEC trigger and the time when the data acquisition begins to read out the detectors, the LVL2
veto searches the event for straight-line coincidences of hitsin two new wire trigger chambers and
the segmented time-of-flight wall. Thisimproves on the SPEC trigger by rejecting events that don’t
actually contain tracks. The veto hardware can aso use a fast digitization of the time-of-flight and
acalculation of the momentum to assign arough massto thetrack, allowing it to veto events based
on the number and type of identified particles in the event. The construction and operation of the
LVL2 veto will be described in more detail in Section 3.5.

1.4 Goalsof thisThesis

The energy of the heavy ion beams used inthe AGS program resultsin a system of very high baryon
density. The rapidity of the beam is 3.4 units, so in the picture of a nuclear collision described in
Section 1.2, the target and projectile fragmentation regions overlap with the central region. This
means that the particlesin collisions at the AGS are created in an environment crowded with other
baryons and hadrons. In symmetric collisions, the baryon density is highest around mid-rapidity.
In asymmetric collisions, with a large target and small projectile, the density peaks more toward
the target rapidity. Because of the channel 7Y —NK™, one would expect that the K~ production
would be associated with regions of high baryon density. On the other hand, thelarge inelastic cross
section of K~ in nuclei means that they will interact strongly in these same regions. The presence
of the associated production channel NN— NAK™ means that the K+ production should also be
correlated with the baryon density.

To try and unravel these tightly correlated production mechanisms, the variation in the K+ and
K~ yields and slopes as afunction of rapidity will be examined. Keeping in mind the variation of
the baryon density as a function of rapidity, the possible contribution of different processes will be
investigated. This will be carried further by comparing the output of the RQMD model with the
data

e Thefirst task is to characterize kaon production, in particular K~ production, in Si+Al and
Si+Au, as completely as possible, over aslarge arange in rapidity and transverse momentum

aspossible. Them | slopeparameter and theyield asafunction of rapidity will be determined.
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¢ Usingthe TMA, several multiplicity cutsonthedatawill be made and the systematic variation

in the data as afunction of these cuts will be examined.

¢ Using the ZCAL energy as a measure of the number of projectile participants, N}fgff , the

average and rms of N}fgff for the different TMA cuts will be determined. Thiswill allow a

characterization of the kaon yields as afunction of N21¢/.

¢ A detailed examination of awidely used model of heavy-ion collisions(RQMD) will be made
to see how well it is able to reproduce the features of the kaon data. The wide range of the
present measurement will place severe constraints on any model which purports to reproduce

strangeness production.

¢ Using RQMD, the sources of kaon production will be examined. The contribution of the
different mechanisms contributing to kaon production will be examined as a function of
rapidity, and the change in the relative importance of different mechanismswill be examined

as the event selection isvaried.
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Chapter 2

Strangenessin Heavy lon Collisions

This chapter discusses some of the experimental and theoretical resultsrelevant to the present work.
A discussion of strange particle production, in particular various mechanismsfor the production of
K+ and K—, are examined. An overview of some relevant experimental resultsis also shown. The
reader interested in further details should consider consulting the Quark Matter and HIPAGS series

of conference proceedings.!

2.1 Theoretical Background

The orientation that will be taken in this section is to ook at two extremes relevant to heavy-ion
collisions, and argue that we are somewhere in the middle. The first part of this process is to
examine strangeness production in an equilibrated system, made of either deconfined quarks and
gluons or a hierarchy of hadrons and their excited states. It is not believed that such alarge-scale
equilibrated system is actually achieved in relativistic heavy-ion collisions at AGS energies, but
it provides a limiting case against which we can compare the E859 results. The other part of
the process is to examine strangeness production in heavy-ion collisions at much lower energies,
where strangeness production is below threshold in individual nucleon-nucleon collisions. Seeing
strangeness production under these conditions, one can be confident that some form of collective

processis playing arole. In particular, models of strangeness production at 1-2 GeV per nucleon,

'Asthefieldis still quite volatile, G. Stephans has suggested that reverse chronological order may be the best plan for
approaching the literature.
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CHAPTER 2. STRANGENESSIN HEAVY ION COLLISIONS

usually have to include the A resonance as a way of building up sufficient energy in subsequent
collisionsto produce enough strange particles to explain the data.

Theextrapolation to the energy regime midway between the two extremes described above takes
theform of arguing that even though we may not bein asituation where enough collisionstake place
to equilibrate the system, the consideration of particlereinteractionsisimportant. At the sametime,
theenergiesinvolved at the AGS makeit unlikely that the A isthe only resonance of consequencein
the collision. In particular, hadronic resonances may play alarge role as facilitators of strangeness
production and in redistributing the created strangeness among different particle species. For a
detailed reference, a good review of the physics of strangeness production in heavy-ion collisions

may be found in an article by Koch [Koc90].

211 Strangenessin the Quark-Gluon Plasma and Hadron Gas

Consider alarge, long-lived volume of quark-gluon plasmawith nonzero baryon number density, but
zeronet strangeness. Asstated above, thisisnot expectedto becreatedin Si+Al and Si+Au collisions
at AGSenergies, but itisaplaceto begin thediscussion. In such asystem, thenumber of strangeand
antistrange quarks present will be completely determined by thermodynamic considerations. Very
few parameters are needed to describe the state of the equilibrated plasma—just the temperature, T,
and light quark and strange quark chemical potentials, 1, and 1. By assumption, there are already
u and d quarks about, and it costs energy in addition to the mass of the g-q pair to add any more
to the system, since the new quark must be added at the top of the Fermi sea. In a system dense
with light quarks, it becomes energetically favorable at some point to begin producing ss pairs. To
add ss pairs, one must pay the larger energy cost of the strange quark mass, but there is no Fermi
energy to overcome initially. Using a spin and color degeneracy ¢, = 6, the mass of the strange

guark m, and thetemperature 7', the density of strange quarks can be derived in the grand canonical

T3 /m,\? m
S =0, AR T O Bl 21
po =953 (7)) K (%) (2.2)

The combination le(g(x) varies fairly slowly, from 2.0 when z = 0to 1.0 when = = 2, so the

ensemble [Koc90]:

density is much more sensitive to the absolute temperature than to the combination m,/7'. Putting

in7 = 160MeV and m, = 150MeV/c? gives a density of about 0.5 strange quarks (and an equal

30



2.1. THEORETICAL BACKGROUND

number of strange antiquarks) per fm=3.

Once these strange quarks are created, they manifest themselvesin the final state particles when
the QGP begins to hadronize. At this point, the difference in the abundance of Kt and K~ may
arise because of kaon distillation. The quark content of aK™ isus, that of aK~ isUs. In a QGP
with large positive baryon number, the's quark can readily find au quark to form aK*. Ansquark
can also find u and d quarks to form a A. But, it is more difficult for the s quark to find au quark
to form a K~ [Nag91]. Not only does this reduce the number of K~'s produced, but on average it
delays their production until later in the evolution of the plasma to a time when it will also have
cooled somewhat. Therefore, one would expect a difference in the transverse slopes as well as the
abundances.

In ahadron gas, the argument proceeds similarly, except there isan additional constraint on the
production of strangeness, because no open color is allowed. Therefore, strangeness production
must proceed through the creation of colorless hadronic states. The lightest strange hadrons are
the kaons, and when the baryon number density becomes large enough to make the creation of
strangeness energetically favorable, the kaons will be among the first particles created. Using
Equation 2.1, but with the change m,—mg where my is the mass of a kaon, 494MeV/c?, one
expects about 0.15 strange quark per fm—2 for a system with atemperature of 160 MeV.

In athermally equilibrated system, there is no reason to expect any difference in the K* and
K~ spectra. However, severa authors have proposed that interactions of the kaons with pions and
nucleons can result in an effective massin dense hadronic matter that is different than the free space
mass of the kaon [Gon92, KWXB91, FKBK93]. The changein the massof the Kt isusually given
by

mk = mK (1 - 'O—B) (2.2)

wherep g isthebaryon density and p.isacritical density whichisestimated to haveavalue[ FKBK 93]
2.5p0 < p: < 5po. (2.3

The medium has the opposite effect on K~ raising its effective mass because of a net attractive
force between the K~ and nucleons. The result of these changes in the kaon masses is to make the

K+ more abundant than the K~ and to give it a higher average transverse kinetic energy.
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2.1.2 StrangenessProduction in Real Collisions

In a system created through the collision of two nuclei, the limited lifetime of the hot and dense
system that is formed adds another dimension to the problem. Even if one expects an appreciable
amount of strangeness to be present in the equilibrated case, areal A-A collision may not result in
a system that exists long enough to fully populate the available phase space. In 1982, Rafelski and
Mller proposed that enhanced strangeness production might therefore be a signal of the creation
of a quark-gluon plasmain a heavy-ion collision [RM82]. Their reasoning was that strangeness
creation at the parton level, especidly the process gg—SS, proceeds quite rapidly, and during the
brief lifetime of the plasmastate, these processeswoul d be able to bring the strange quark population
close to the asymptotic value expected from thermodynamic considerations.

I one avoids making the assumption that the QGP isformed and therefore hastens the approach
to equilibrium, one is forced into a much more complex situation where the rate of strangeness
production, not just its equilibrated value, plays a large role in determining what is seen in the
fina state. Handling the introduction of the dynamics into the problem makes this a complicated
guantum many-body problem—in general, an intractable mess. Thisis where microscopic models
play arolein understanding these collisions. At AGS energies and below, the most common type
of microscopic model is a hadronic cascade. The ingredients in such amodel are typically some
subset of the known hadrons, and atabl e of interaction cross sections, o. Each particleispropagated
forward in time until it approaches within a distance d = /o /x of another particle. When this
happens, a collision occurs, and the known branching ratios are consulted to decide the outcome of
the collision. By explicitly following the particles created during a collision, the issue of the rate
dependence of strangeness is built into the model .2

At energies of ~1-2GeV, strangeness production is below threshold, and therefore requires
collective interactions of severa nucleons for significant production. In a paper by Koch [KD89],
an estimate is made of the production of K+ and K~ using a model in which nucleons and A’s
are in thermal and chemical equilibrium. There are no pionsin the model, as they are assumed to
come from decay of the A’s a a very late stage in the collision. If A’s are eliminated from the
model, it under-predicts the K~ /p ratio by nearly a factor of 10. The reason that the A helpsin

2A list of some of the relevant strangenesscreation processeswill be presented in Section 2.2.3.

32



2.1. THEORETICAL BACKGROUND

the production of K~ is twofold: its mass brings more energy into collisions with other nucleons
making therelatively expensive kaon pair production morelikely, and itsspin and isopin are greater
than a nucleon which provides more equivalent channels for the production to proceed through. In
apaper by Ko [Ko83], an explanation of the observed K~ yieldsis made in a model which does not
include A’s but does include hyperons. These particles make strangeness exchange reactions like
7Y —NK™ possible. Thismodel claimsto account for alarge fraction of the K~ production.

For collisions at AGS energies an intermediate scenario is probably more relevant. The time
scale of areal collisionisshort enough that complete equilibrium, chemical or thermal, is probably
not reached. While effects such aschiral restoration, or effective kaon masses may play somerole, it
isalmost certainly truethat the effect of resonances is quiteimportant in creating and redistributing
strangeness. In w-nucleus interactions, for instance, it is essential to include the role of the A
resonance to explain the data.

For the present study, it isimportant to know how far away in rapidity a source of kaons could
be and still contribute to the kaon yields at a particular point in rapidity. In the decay of a hyperon
resonance into a K~ and a nucleon, some mixing in rapidity is possible.3 For atwo-body decay
in the rest frame of the decaying particle, the energy of the daughter particlesis divided according

to [Gro90]:
M2 — m% + m%

Fqi=
! 2M

(2.4)

If welook at an ensemble of randomly oriented decays, the rapidity density of one of the daughters

isgiven by
dn dn  |d(cosd)
o 25
dy  d(cos) ‘ dy ‘ (25)
Using one of the many definitions of rapidity to cal culate the Jacobian gives
B } 4+ pCOSO)
o= 2|n<E—p0080 (26)
dy p/E P42
- == ) 2.7
d(cosb) (1+ £cost)(1— Lcost) E cosh”y 7)

3This derivation of the rapidity spread of the daughter products of a decay borrows from a very similar calculation
done by Charles Parsonsin studying the rapidity mixing of pionsfrom A(1232) decays.
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Substituting this expression into Equation 2.5, and normalizing properly, yields

dn _ 1 ] 28)
dy  2tanh(Ay,,q. ) COShTy

where Ay,,.. is the maximum rapidity throw of the daughter particle being considered. This
maximum is completely determined by the ) of the decay. The shape of the rapidity density is
independent of the () of the decay; only the kinematic limits depend on it. Taking A(1520)—NK
as an example, the maximum rapidity throw of the K~ is g = 0.43, and the distributionin rapidity

isshownin Figure 2-1.
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Figure 2-1: Rapidity density of adaughter in atwo-body decay.
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2.2 Experimental Background

If we imagine the development of a nucleus-nucleus collision as a hadronic cascade, there are two
important ingredients. First, how and where is strangeness created? We can turn to p-p data for
a partial answer to this. And then, how is strangeness redistributed and affected by subsequent
collisionsin the cascade. For this, we can get some idea by looking at the cross sections of strange

particles with nucleons.

221 Strange Particle Production in Proton-Proton Collisions

There is some p-p data from experiments conducted around the AGS energy of 14.6 GeV, and we
can turn to this data to find the kaon production cross sections and to see how these particles are
distributed in rapidity. A useful overview of strangeness production in p-p collisions can be found
in Brian Col€'s thesis [Col92]. There are a few channels available for producing kaons in p-p

collisions. Some of these are;

pp—ppK K+ (2.9
ppP—ppY K™ (2.10)

Here, Y indicates one of the hyperons, A (m = 1116 MeV/c?) or & (m = 1189MeV/c?).

In an experiment by Fesefeldt et al., strangeness production in p-p collisionsat 12 and 24 GeV
was measured, and Figure 2-2 shows do /dy in the center of mass system normalized to the total
two particle strangeness production cross section. At both 12 and 24 GeV, the process pp—KY X
has amuch larger cross section than the process pp—KK X . The K~ isonly produced in the second
of these processes, so there are many fewer K~ than KT at these energies. Taking the 12 GeV data,
the ratio of the cross sections at mid-rapidity (y* = 0) for the K™ and the K~ isafactor of between
4 and 5 (note the breaks in the vertical scale in the figure). The large difference occurs primarily
because of the difference in the thresholds of the two reactions.

Also note that at 12 GeV, the A rapidity distribution is roughly similar to the K*. Where the
K+ yieldis peaked at mid-rapidity, the A distributionis more or lessflat for a unit of rapidity about
y* = 0, but the differences between the two are typically no more than 15-20%. Thisis no longer

true at 24 GeV, where the A peak has clearly moved away from mid-rapidity, whilethe KT still has
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Figure 2-2: Rapidity distributionin the c.m.s. of strange particlesin p-p collisions[F*79].
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2.2. EXPERIMENTAL BACKGROUND

amaximum there. The degree of similarity between the A and K™ rapidity distributionsis shown

in Figure 2-3, taken from the same paper. The upper right panel in the figure shows the normalized
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¢ 12 GeVic
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Figure 2-3: Laboratory rapidity distribution of net strangenessin p-p collisions [F* 79).

difference between the kaons and hyperons from associated production. In thisfigure, the rapidity
ismeasured in the laboratory system. The kaons are peaked at mid-rapidity, whilethe hyperonsare
fairly flat for about 0.5 unit of rapidity about mid-rapidity.

2.2.2 Interactionsof Strange Particleswith Nucleons

In moving from p-p to p-A and A-A collisions, it becomesimportant to know what happensto kaons
and other strange particlesin their interaction with nucleons. Figures 2-4 and 2-5 show thetotal and
elastic cross sections for positive and negative kaons incident on protons. These are compilations
of data taken from the particle data book [Gro90]. There are several features in each figure that are
worth noting. First isthe energy scale of the cross section. A nucleon-nucleon collision at a beam

energy of 14.6 GeV correspondsto a+/s of 5.4 GeV. Interactions among secondaries take place at
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Figure 2-4: K~ p cross section total and elastic cross section as a function of incident momentum
and as afunction of s [Gro90].
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lower energies than this as theinitial beam energy is dissipated in particle production and rapidity
loss. The kaons detected in the spectrometer have a typical energy between 500 MeV and 1 GeV,
putting them right in the range of some interesting features in the cross sections. For the K, this
energy is near a threshold below which nearly al of the inelastic cross section disappears. Below
about s = 3GeV?, the inelastic cross section falls to just a few mb, while the total cross section
levelsout at 1020 mb. For the K™, theinel astic cross section does not drop asthe energy decreases,
instead it rises to 30-40mb for interactions with s = 2 — 3GeV?. Thereis aresonant interaction
in the K~ p system between s = 3 — 4GeV2. There are several hyperon resonances in this energy

region, providing alarge cross section for reactionssuchas 7Y « Y* <« NK~. The K*p and the
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Figure 2-5: K*p cross section total and elastic cross section as a function of incident momentum
and as afunction of s [Gro90].

K~p total cross sections differ by perhaps a factor of two. The mean free path of a K* in normal
nuclear matter isabout 4fm; for aK~ itiscloser to 2fm. Therefore, for kaons emitted at the center

of agold nucleus 7fm in radius, the outside world is 1-2 mean free paths away.
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2.2.3 Strange Particle Production in Proton-Nucleus Collisions

Fortunately for the present work, there are now some very relevant proton-nucleus (p-A) results at
AGS energies, taken by our own collaboration [AT92a]. A useful summary of hadron production
in p-A collisionscan be found in the review article by Ziping Chen [Che93]. It has been argued that
in the sequence of p-p to p-A to A-A, thered difference comesin going from p-p to p-A collisions,
since p-A collisions introduce the possibility of reinteraction for thefirst time. This meansthat in
addition to the primary production mechanisms discussed in Section 2.2.1, new processes appesr,

including

NA — NAK* (2.113)
NA — NNK*tK- (2.11b)
NN* — NAK* (2.110)
NN* — NNK*K- (2.11d)

and there are absorption effectsto consider for the K~’sthrough processeslikeK~N— =Y. Figure2-
6 shows the p-A dn/dy results for a series of systems increasing in size from p+Be to p+Au. It
is apparent that the yield of KT increases as one goes to heavier systems, and there seems to be a

similar trend in the K—, though the statistics are limited.

2.2.4 Other Nucleus-Nucleus Results

Thissectionwill providealook at strangeness productionin other heavy-ion experiments. Thereare
dataavailable at lower energies from experiments at the Bevalac (2.1 A-GeV/c) and from the KAOS
experiment as GS| (1.0A-GeV/c). In addition to the E859 results, there are data on strangeness
production at the AGS from E814 (now E877), and E810. At higher energies, there are resultsfrom
several CERN experiments, NA35, NA36 and NA44.

Becauseit will be argued later that thereinteraction of A’sand X’swith pionsand other baryons
could beasourceof K™’s, it isalso important to survey what isknown about the properties of these
particles in heavy-ion collisions. The production of A’s has actually been measured in E859, and

resultscan befoundinthethesiswork of Ted Sung[Sun94]. For arapidity slicel.1 < y < 1.7,the A
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Figure 2-6: E802 p+A dn/dy summary
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CHAPTER 2. STRANGENESSIN HEAVY ION COLLISIONS

m distributionisfoundtobewsell fit withan exponential inm withaslopeof 171+13+7 MeV/c2.
The A dn/dy inthisrapidity sliceisreported to be 3.85+ 0.6 + 0.5. AGS Experiment 810 has also

measured A production and some of their recent results are shown in Figure 2-7 [SGOO093]. The
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Figure 2-7: E810 Si+Al—A dn/dy. For comparison, a Gaussian fit to the Si+Al—K™* dn/dy in
E859 hasapeak value of 1.25 and as of 0.8, very similar tothe E810 A’sshown here. Thecomplete
E859 kaon results are shown in Chapter 5.

most important aspect of the A measurements is that their abundance and rapidity distribution are
similar to those for the K™. Therefore, any process such as A7 —NK™ which produces aK~ from
a A will tend to scalethe K~ ’swith the K*'s.

E814 is another heavy-ion experiment at the AGS that has measured charged kaon rapidity
distributions. That experiment is designed to measure high rapidity spectra down to zero p, .
Unfortunately, this gives essentially no acceptance overlap with the E859 spectrometer, so their
results are complementary rather than comparable. Figure 2-8 shows some recent results for
kaon m, distributions in the rapidity range 2.2 < y < 2.6 presented at the Quark Matter '93
conference[ SGO093]. Intriguingly, theinverses opesareextremely small, between 10-12 MeV/c.
Thisisto be compared with the ~180 MeV/c? measured in central Si+Au in E859 (see Chapter 5).
It will beinteresting to see if this result holds after further analysis.

Therearesevera heavy-ionexperimentsat CERN using beamsat incident energiesof 200A-GeV/c.

One of these experiments, NA44, afocussing spectrometer, has measured yields and slopesfor K+
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CHAPTER 2. STRANGENESSIN HEAVY ION COLLISIONS

and K~ in systems ranging from p+Be to S+Pb. At the higher CERN energies, the kaons are not
produced in the same high baryon density environment as at the AGS. Also, the higher energy
means that the lower threshold associated production of K* is not as heavily favored as at the
lower AGS energies. In p+Be, the slopes measured for the K+ and K~ are 165 + 10MeV/c? and
145+ 10MeV/c?, respectively. These slopesrise monotonically with system sizeto 210+ 5MeV/c?
and 200 + 5MeV/c? for KT and K~ in S+Ph, respectively [SGO093].



Chapter 3

Experimental Description

In this chapter, the experimental apparatus used in thisthesisis described. BNL-AGS experiment
E859 is afixed target, single-arm magnetic spectrometer with event characterization detectors and
a particle identification trigger. The beam is provided by the Tandem-Booster-AGS complex, a
recently upgraded version of the original heavy-ion acceleration system. | will describe these major
components of the experiment; briefly where little has changed since ES02, and in more detail for

those components which are new or have changed significantly.

3.1 TheBeam and Target

Before one can study heavy-ion collisions, one needs a beam of heavy ions. Not a particularly deep
statement, but true, nonetheless. Although as mere users of the AGS facility we are not directly
responsible for the operation of the accelerator, it is, in avery real sense, a part of the experiment:
if the AGS still isn’t delivering beam, we still aren’t taking datal. Even when the AGSis operating,
the quality of the data taking is affected by such things as the time structure of the beam and how
well it is steered on target.

The basic layout of the accelerator siteis shownin Figure 3-1. The heavy ions are created and
initially accelerated in the Tandem Van de Graaff facility and are transported to the main acceleration
rings via the Heavy lon Transfer line (HITL). The ions are next accelerated to 1A-GeV/c in the
Booster, injected into the AGS, accelerated to 14.6 A-GeV/c, and then extracted and sent to the

*Apologiesto Bill Zajc and Clint Black.
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experimental areas. With the exception of the HITL and the Booster, the facilities used to generate

'\

INAC \
N F\ D
NPBF’@

HEAVY 10N
BYPASS LINE HTB) //5
\
\Y4 HEAVY [ON
/ TRANSFER LINE (HITL)

o T L

Figure 3-1: Layout of the AGSfacility. The source of the heavy ion beam isin the Tandem Van de
Graaff building at lower right. The Heavy lon Transfer Line (HITL) crossesthefigure fromright to
left. The Booster isthe smaller ring; the AGS isthe larger one. The experimental areais at middie
center.

the beams of ions used in the BNL heavy ion experiments were previously existing pieces of
equipment. The AGS has been used as a proton accelerator since the 1960s. The Tandem has been
used sincethe 1970’sto study several A-MeV heavy-ion reactions. The commissioningof theHITL
in 1986 connected the two facilities and alowed the generation of truly relativistic heavy ion beams
for thefirst time. The addition of the Booster is the most significant difference in the beam delivery

system since the days of E802, and itsimpact will be discussed in more detail bel ow.

3.1.1 Beam Production and Acceleration

The beam used in the collisions studied in this thesis consists of 14.6 A- GeV/c fully stripped 28Si
ionswhich are produced in acesiumion sputter source[T+88]. The sourceworks by heatingasmall

reservoir of cesium, generating vapor which passes a hot tungsten filament and becomes ionized to
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3.1. THE BEAM AND TARGET

Cs'. Anéelectrostatic potential accelerates the cesium into atarget of silicon. Whenthiscesiumion
hits the surface it loses an electron to asilicon atom, creating Cst+ and Si~ ions. A series of high
voltage grids providestheinitial acceleration of thesiliconionsout of the sourceto 20 keV [Par88].

The source sits outside a Van de Graaff whichis held at a positive potential of 10-15MV. The
negative ions accel erate into this potential well, and at the center isa stripping foil which removes a
few of the electrons from the siliconion, creating a positive ion which is now accelerated out of the
Van de Graaff by the same positive potential. As theion velocity increases, further stripping foils

remove additional eectrons, finally resulting in a Sit8 ion with akinetic energy of 6-7 A-MeV.
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Figure 3-2: Diagram of the source, initia acceleration and transport of a beam of heavy ionsin the
Tandem Van de Graaff. During E859 running, only one of the Van de Graaff accel erators was used
at any time.

In the past, the partially stripped silicon beam was passed though another Van de Graaff to give
it avelocity high enough to allow it to be completely stripped. The main AGS ring requires abeam
of fully stripped projectiles, because the vacuum in the main ring is poor enough that there is a
significant probability of a collision between beam particles and gas molecules in the beam pipe.
Coallisions between beam ions and gas molecules will very likely remove el ectrons from the beam
ions, and the change in the charge state will cause that ion to careen into the wal of the next dipole
inthering. Projectile-gas collisionsrarely add el ectrons to the beam ions, so the same type of event
is not a problem for a fully stripped beam. Since the advent of the Booster the partialy stripped

beam is sent directly into the Heavy-lon Transfer Line (HITL). The Booster does not requireafully
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stripped beam becauseit hasavery high quaity vacuum system which isable to maintain a pressure
of lessthan 5 x 10~ Torr [A+920b]. This reduces the probability of a stripping collisionto a low
enough level that Sit® may be used directly. Theionsare only fully stripped after being accelerated
by the Booster.

The relaxation of the requirement that the Si ions be fully stripped has two advantages. Oneis
that only one of the Van de Graaff accelerators needs to be run at atime, allowing the other to be
used as a backup. It also means that a larger current of ions can be delivered to the Booster than
would be possible otherwise. Each stripping foil produces a spectrum of different charge states and
an analyzing magnet is used to select the desired charge state. The efficiency with which a foil
produces a given charge depends on the incident velocity of theion. Fully stripping the Si ions at
the relatively low energies that the Tandem Van de Graaff could produce resulted in a current of
20 1A, but the same facility can produce a current of 140 uA of Sit8 [A1T92b).

The Tandem produces the ions in a pulsed beam, synchronized with the injection requirements
of the Booster. Once afull pulse of siliconions has been transferred from the HITL and injected in
the Booster, radio frequency (rf) cavities accelerate the ionsto 1 A-GeV/c and then inject the ions
intothe AGS. A final strippingfoil just before the AGS removes all of the remaining electronsfrom
the silicon. The AGS is loaded with several pulses worth of ions and then its rf cavities complete
the accel eration of the beam to 14.6 A-GeV/c after which therf cavities are turned off, and the beam
is allowed to coast around the ring. An electrostatic kicker begins peeling off ionsinto a system
of magnets that directs the beam down the B2 beam lineto our experiment. The whole process of
beam generation, acceleration and delivery isrepeated every 3.4 sec, and the heavy ion experiments
receive beam for 1 sec out of thiscycle.

Though the Booster is needed in order to provide the AGS with nearly fully stripped gold ions
and held promise for improving the AGS uptime for the silicon beam, the addition of the Booster
was not an unqualified improvement for the experiment. The main negative effect of the Booster was
a serious degradation in the time profile of the beam, namely the introduction of a high frequency
component that greatly increased the number of closely spaced beam particles. This limited the
maximum beam intensity that ES59 could profitably accept to about 1 x 10° particles/spill, in spite
of the fact that calculations based on E802 data rates indicated that another factor of two or three

should have been possible.
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3.1.2 Beam Definition and Counting

The most basic event definition in the experiment is determining when avalid beam particle has hit
the target. To do this, and to determine a global start time for the experiment, a set of scintillators
and phototubes upstream of the target is used [Keh91]. The first elements in the chain are the
UDEW (Up-Down-East-West) counters, four scintillators coupled to Hamamatsu 2431 phototubes
and arranged in two pairs with athin gap surrounding the beam line between the two scintillators of
each pair. These counters are located about 4 m upstream of the target and serve as beam halo veto
counters, eliminating events in which the beam particles are far off axis, due perhaps to collisions
with residua gas in the beam line or grazing collisions with the edges of the beam collimators or
with the insidewall of the beam pipe.

The main beam counters, BTOT, BTOF and HOLE sit in a configuration about 1 m upstream
of the target(see Figure 3-3). Each of the three scintillators is made of Bicron BC418 and is
instrumented with apair of Hamamatsu 2083 phototubes. Thefirst counter isBTOT which measures
2" x 3" x 0.040" and makes the principal measurement of the charge of the beam. Again, perhaps
because of interactions with the walls of the beam pipe, it is possible that beam particles are
not actually 22Si. The output of the phototube coupled to BTOT is split and sent through two
discriminators which are set high and low on the analog signal. The low discriminator is meant
to fire whenever a charged particle passes through BTOT, and the high discriminator is meant to
fire only when a particle with a charge of at least 14 passes through the counter. Each of these
discriminator outputsis counted on ascaler visiblein the counting house, and the difference between
the number of events firing each of these discriminators can serve as a useful diagnostic. A large
number of events firing the low level, but not the high one, may indicate a sag in the discriminator
level.

The next element is BTOF which measured 3/4" x 1-5/8" x 0.020” for the February 1991
run and 3/4" x 18" x 0.020” for the March 1992 run. It is vacuum-coupled to the phototubes, and
in order to obtain the best timing resolution the light from the scintillator is actually taken from
the face of the plastic rather than through a more conventional optical coupling to the edge of the
counter. Thetiming resolution of BTOF is 45 ps and this counter provides the global start time for
the experiment. This counter was one of the first unexpected casualties of the very intense E859

beam which was as much as a factor of ten higher than was typical during E802. This radiation
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exposure to the high beam rate quickly damaged the BTOF plastic, causing it to become yellowed
and reducing itslight output. Thiswas first noticed in the ratio of counts seen on the BTOT scalers
compared to the BTOF one. Many events that triggered the high level BTOT failed to do the same
for BTOF. To remedy this, apragmatic if unusual solution wastried for the second season of E859
running. The small BTOF counter of 1991 was replaced with along rectangular design mountedin
an assembly that allowed it to be moved alongitslengthin stepsof 1 cm. Whenever the performance
of the counter seemed to have degraded sufficiently (usually thiswaswhen BTOF/BTOT dropped to

less than 90%) the counter was stepped, bringing an area of undamaged scintillator into the beam.
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Figure 3-3: Externa view of the beam counter assembly. The evacuated boxes are made of soft
iron meant to shield the phototubes from stray magnetic fields.

Following BTOF isHOLE, acounter similar to BTOT except that it has ahole 1 cm in diameter
cutintoitsmiddle. It measures 2" x 3" x 0.118” and it used to verify that the beam is still steered
straight ahead. BTOT, BTOF and HOL E were all mounted inside three large soft iron boxes. The
high magnetic permeability of these boxes was meant to shield the phototubes from stray magnetic
fields, presumably those emitted by the Henry Higgins dipole magnet 3 meters downstream.

Thefinal element of thebeam counting and defining detectorsisthebull’s-eye (BE), arectangul ar

scintillator measuring 7.6 cmx 10.8 cmx 0.16 cm coupled to two Hamamatsu 2083 phototubes and
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mounted at the end of the beam pipe, 11.7 meters downstream of the target. This detector measures
the charge remaining in the projectile fragment, and is used to determine when the beam projectile

suffered an interaction in the target.

3.1.3 The Target Assembly

The target assembly used in E859 is the same as was used in E802. It is a belt with 15 individual
target holderswhich rollsaround two wheel swhose axles are perpendicul ar to thebeam. A remotely
controlled el ectric motor drives ones of thewheels, moving targetsin and out of the beam spot. The
actual targets are foil disks 2.2cm in diameter mounted in a holder on short standoffs which are
attached to the belt so that they are parallel to the gear axles. Asthe whedl turnsit brings a target
holder around and placesit in the path of the beam. See Figure 3-4 for adiagram of the mechanism.

The whole mechanism is inside an aluminum box surrounding the beam pipe. The part of the box

Drive gear Target holders
Side View

)

Front View

Figure 3-4: Schematic view of the target assembly. The side view show the two gears of the target
movement with the drive gear. The front view shows more clearly how theindividual target holders
drop in front of the beam when the gears are rotated.
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just downstream of the target is a hemispherically shaped section called the snout. It is made of
2mm aluminum and is therefore is a significant contributor to the total radiation length of material
in the spectrometer.

Each of the holders can be loaded with a target, or can be left empty for background studies.
The targets that are relevant for the present single particle analysis are shown in Table 3.1. Aside
from knowing its material composition, the single most important quantity characterizing a target
is its thickness, usually measured in mg/cm? or quoted as a fraction of an interaction length for
the S projectile. The thinnest interaction length target used in the collection of the E859 kaon
datais 1% 1%7Au; the thickest is 6% %’Al. The main benefit of a thinner target isthat there is less
multiple scattering of the produced particles, giving better momentum resolution. The main benefit

of athicker target is that therate of interaction is high, reducing the importance of the empty target

correction.
Target | mg/cm? Fraction
Al 3% 817 0.0253
Al 6% | 1630 0.0506
Aul% | 944 0.0103
Au2% | 1888 | seeSection4.8.1
Au3% | 2939 0.0312

Table 3.1: Targets used in E859 single particle data taking. The targets were produced and
characterized by the AGS target group. The names of the targets give their nominal thickness as a
fraction of an interaction length for the Si projectile. The measured target fractions are shown in
the last column.

3.2 Event Characterization

More information is extracted from the spectrometer data by looking at how that data changes as a
function of some global feature of the event. It would be nice to select events based on the impact
parameter of the event, because small impact parameter events, or central events, maximize the
overlap of the projectile and target nuclei. These events are as different from p-p or p-A collisions

as A-A collisions can get, and provide the best opportunity for observing phenomena not seen in
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the simpler collisions. However, most events are not central, so by looking at data which has not
been selected for small impact parameter, one is not only averaging over all impact parameters,
but most of the sample comes from peripheral collisions. Unfortunately, it is not usually possible
to directly measure impact parameter, and it has to be inferred from signals that can be measured.
E859 has several detectors to provide global characterization of events. Two of these are the Target
Multiplicity Array, or TMA, and the Zero Degree Calorimeter, or ZCAL. Both detectors will be
described here, but the usefulness of the ZCAL for much of the E859 data analysis has been lessened
due to poorer resolution compared to that obtained during E802 and afairly significant beam rate

dependence to the ZCAL output (see Section 4.11).

3.21 TheTarget Multiplicity Array

The Target Multiplicity Array (TMA) is one of the principal event characterizing detectors in the
experiment. It counts charged tracks emanating from the target, measuring the multiplicity of the
event. The multiplicity is assumed to be related to the volume of the participant region and hence
to theimpact parameter of the event. Event selection based on cuts on the TMA spectrum provides
the main source of centrality classification used in thisthesis. See Chapter 6 for a discussion of the
relationship between the impact parameter and the TMA signal as seen in models.

This description of the TMA follows the discussion in Tony Abbott’s thesis [Abb90], except
where changes have been made to the TMA configuration since then. There are two parts to the
TMA. Thefirst part called the barrel isa cylindrical detector 60cm in diameter coaxial with the
beam and surrounding the target. The second part called the wall is a nearly planar detector just
downstream of the target. A perspective view of the TMA is shown in figure 3-5. As designed,
the TMA barrel is built of 24 rectangular panels each paralld to the beam axis. In E859, two of
these panels were removed so that the new Phoswich array could have an unimpeded view of the
target; the two diametrically opposite panels were also removed so that the TMA would remain
azimuthally symmetric. The wall is constructed of 22 panels, but severa panels that overlap the
spectrometer acceptance have been removed. The barrel covers the pseudorapidity range from 1.3
to-1.1 (30° to 143°); thewall covers pseudorapiditiesfrom 2.95 to 1.0 (6° to 40°). In the azimuthal
angle, the wall and barrel cover al 27, except for the regions covered by the removed panels as
noted above.
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Run 11162 Event 1860 Run date: 18—-APR—-1992 Time 19:54. 2
Trigger Word 1: 200 ( SPEC2+TMA ) Method 128
Trigger Word 2 66 (INT TMA SPEC1 SPEC2)

Trigger Word 3: 3 ( ROF*ROF SPEC VETO )

Barrel Multiplicity: 41
Wall  Multiplicity: 110

Figure 3-5: A perspective view of the TMA taken from the event display (EDISP), showing tracks
from a high multiplicity event. The large hole in the detector is not, as far as we are aware, really
there. Itisacut-away drawn in order to show thetracks more clearly. The cylindrical portionisthe
barrel and the flat portion isthe wall. Each of the rectangular pieces is caled apanel. Severa of
the panelsin the barrel have actually been removed so that the PHOSWICH arrays might have an

unimpeded view of the target.
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Each panel of the TMA is constructed of parallel plastic streamer tubes glued together and then
to afoundation made of G10 fiberglass covered in copper foil. The tubes have arectangular cross
section, measuring 1.5cmx 1.0cm for the tubesin the barrel, to 0.87 cmx 0.87 cm for the tubesin
thewall. Each tube has a single 50um diameter anode wire running down the center held at high
positive potential in an atmosphere of 70-30 argon-isobutane. Along the outside of the tube are
a series of eectricaly distinct copper pads. When a particle passes through a tube, it ionizes the
argon-isobutane mixture, which leadsto an el ectron avalanche. The copper pad has asignal induced

on it by thisaccumulation of charge, which isthen read out by the TMA electronics.

3.2.2 TheZero Degree Calorimeter

The Zero Degree Calorimeter, or ZCAL, isamany ton sandwich of aternating steel and scintillator
plates sitting on top of an impressivesteel mount? just in front of the concrete beam dump at the end
of the experiment, 11.7 m downstream of the target. It is used to measure the energy remaining in
the projectile fragments travel ling forward in a cone centered on the beam axis with a half angle of
1.5°. Atthe5° spectrometer setting, with the beam pipefitted though holesin theyoke of the magnet
and the GASC, the conical acceptance is limited to a half angle of 0.8°. Since periphera events
will leave much of the beam projectile undeflected and central events can completely obliterate the
projectile, the strength of the signal intheZCAL isinversely correlated with theimpact parameter of
the collision. However, as will be discussed in Section 4.11, problemswith the ZCAL performance
during E859 have made its use as an event selector questionable, but it will be used in conjunction
with the TMA to measure the forward energy of events selected on the basis of multiplicity.

The calorimeter measures 60 cm x 60cm x 1.8 m and is made of 138 repeated units of 10mm
thick low-carbon steel and 3 mm thick scintillator plates[B*89]. Thescintillatorisan acrylic doped
with napthal ene (PS15A), and sheets of titanium oxide-coated mylar between the scintillator and the
steel are used to diffuse the produced light and protect the acrylic from scratches. The scintillation
light emitted from the edges of the acrylic isfirst wavelength shifted by optical plates mounted on
the sides of the calorimeter and then brought to the eight Thorn EMI 9822 photomultiplier tubes
by UVA acrylic light guides. The total depth of the calorimeter is 8.9 nuclear interaction lengths,

and there are 1.8 nuclear interaction lengths of material from the center outward. The cal orimeter

2Designed by avisiting Russian scientist, the mount seems clearly capable of supporting several ZCAL's.
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is divided into two sections, H1 with 32 units of sted and scintillator, and H2 with 106 units.

The damage from the accumulated radiation exposure of 7 years of heavy-ion running, and the
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Figure 3-6: ZCAL energy distribution, showing a resolution of 1.64GeV1/2, typical of E859.

high beam rates of E859 have apparently taken their toll on the ZCAL, as the light output and
resol ution worsened significantly during the first E859 run. The energy resolution reported for the
ZCAL during E802was o /' E = 0.73GeV1/2 [B*89]. The performance moretypical of the E859
runningisillustratedin figure 3-6, where theresolutioniso /v/E = 32/+/380 = 1.64, or morethan

twice as wide as the E802 number. See Section 4.11 for more details on the ZCAL performance.
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3.3 The Spectrometer

The E859 spectrometer is also called the Henry Higgins spectrometer after its most prominent
feature, a 1.5 Teslameter dipole magnet which has kept the name given in its early use in the
Cambridge Electron Accelerator. * The main spectrometer, including the magnet, stretches over
9 meters from target to the veto counter behind the gas Cerenkov detector. The spectrometer can
pivot about the target, from 5° out to 44°, has a solid angle acceptance of 25 msr, and has a particle
identification system usable from 500 MeV/c up to 3GeV/c for pions and kaons and up to 5GeV/c
for protons. Near the front end of the spectrometer, just upstream of the magnet are two drift
chambers, T1 and T2, a segmented scintillator, FO (not shown), and a time-projection chamber
(TPC) (not shown). Just downstream of the magnet are two more drift chambers, T3 and T4, and
the two multiwiretrigger chambers, TR1 and TR2. Next is atime-of-flight wall (TOF), backed by
agas Cerenkov detector (GASC) and the back counter (BACK). In the following sections, each of

these detectors will be described in more detail .

3.31 TheTPC and FO

Thefirst element of the spectrometer is FO, a small segmented array of scintillatorsarranged in two
staggered planesof vertical slats. Eachidentical element of FO measures1.2cmx 0.64cmx 12.8cm.
The main function of FO has been to serve as afast input in the definition of a spectrometer trigger
(see Section 4.8.2). Downstream of FO, between T1 and T2 isasmall TPC whose utility was being
investigated during the 1991 run of E859, but was never used for any of the physics anadysis and
was removed before the 1992 run. Therefore, the most relevant characteristic of the device for the
present work isits thickness measured in radiation and interaction lengths, which is approximately

the same as the drift chambers.

3.3.2 TheDrift Chambers

Multiwire proportional drift chambers provide the primary source of particle tracking information
in E859, and the design and operation of these type of detectors is exhaustively described in an
article by Sauli [Sau77]. A typica chamber looks like an open rectangular frame across which are

3How the magnet received its namein the first place is a subject of some controversy.
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Figure 3-7: Plan View of the Spectrometer
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strung a number of parallel wires. The volume of the chamber is enclosed with windows made of
thin aluminized mylar, and the interior isflooded with an easily ionizable gas mixture. The chamber
is mounted on the spectrometer chassis so that the face of the chamber is normal to the genera
direction of oncoming particles. When a particle passes through the chamber, a signal is generated
on the wire nearest the particle’s path, and by knowing the location of the wire, one obtains some
information about the particle's trgjectory. Detectors like this have the disadvantage that one is
typically unable to determine where along the length of the wire a particle passed. Because of this,
these type of detectors are said to be projective. But, by combining the information from chambers
with wires at different orientations, the spatial location of apart of aparticle' strgjectory can usualy
be determined.

Design and Construction

The fundamental unitinadrift chamber isthedrift cell, ahigh voltage anode sense wire surrounded
by several cathodewires or foils (see Figure 3-8). In somedrift cell designs, asin chambers T2-T4,
additional field wires are used to help fine tune the shape of the electric field. When a high energy
particle passes through the cell, it leaves atrail of ionized gas moleculesin itswake, called primary
ionization. The liberated electrons often have enough kinetic energy of their own to directly ionize
severa other moleculesin a process called secondary ionization, and the whole cloud of electrons
begins drifting toward the sense wire, driven by the potentia difference maintained between the
sense and field and cathode wires. As this cloud nears the sense wire, the electric field gradient
becomes very intense, accelerating the electrons to a high enough velocity that they again begin
ionizing gas molecules. This eectron avalanche can increase the number of freed electrons by
afactor of 10* to 10°. The electron collection on the sense wire generates a signal, and if one
also instruments the sense wire with a TDC, the electron drift time can be measured, and from a
calibration, one can obtain the distance of the primary ionization from the wire. This can give, as
in the E859 drift chambers, a spatial resolution of as fine as 150—-200.m.

Many pardld drift cells are assembled into a single plane. All the sense wiresin a plane are
parallel*, and planes of several different orientations, called views, are used in the spectrometer’s

tracking chambers. Table 3.2 lists the different types of planes and the orientation of their wires,

4Roughly. A machining error left T2 with wires whose orientation changesslightly across the chamber.
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Figure 3-8: Typicd drift cell design. Thisview isfrom one end of the drift cell looking along the
length of the wires. The sense wire is kept at a large positive voltage, perhaps 2kV. The cathode
and field voltages are large and negative, between 600V and 2kV, and adjusted as needed to shape
the electric field for high collection efficiency.

where the angles are measured clockwise from the positive y axis in the spectrometer coordinate

system.
View Name | Orientation
x 0°
90°
u 30° (45°)
v —30° (—45°)
w (27°)

Table3.2: Tracking Chamber WireOrientations. Thenumbersin parenthesesrefer to theorientation
of those planesin T1.

T1, designed, built and operated by Koosvan Dijk of BNL, isthefirst chamber inthe spectrometer
and sits 104 cm downstream of thetarget. It hasa4 mm wire pitchto provide adequate segmentation
over its small area, and the wires are directly soldered to a frame made of printed circuit board
material. The design of T1 was an attempt to maximize the signal output for an ionizing track, so
10 um diameter sense wires are used to maximize the el ectron avalanche. The planes are separated
from one another by a conductive cathode foil, and all 10 frames are stacked and glued directly

together. The planes are grouped into 5 adjacent pairs sharing the same orientation. There arex, v,
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u, v, and w views.

The chambers T2-T4 were designed by George Stephans, and they were sheperded through
construction and testing a MIT by Marjorie Neal. The chamber packages are segmented into
modules and each module contains either two or three planes. All the planes in one module have
wires in the same orientation. The basic construction is arectangular frame made entirely of G10
fiberglass, as in the case of T2, or of dats of G10 connected by bars of aluminum, as is the case
in T3-T4. The wires are strung by hand through holes drilled in the G10 frame using a crimping
technique which holdsthe wiresin place. Each end of the wireis threaded through a stainless steel
tube which is then crimped using a pneumatic jaw, holding the wire in place. On one end of the
wire, aspring is used to keep tension on the wires to prevent sagging as the wires stretch and settle
into place. The cathode and field wires are made of 100 :m diameter copper-beryllium alloy. The
sense wires are made of 30 xm diameter gold plated tungsten.

T2 was redesigned for E859 and has 3 planes each of z, y, v and v views. T3 and T4 have 2
planes each of u and » views, and 3 planes of » and y. T3.5 has 3 planes of = views, with the last
plane having resistive wires instrumented with an ADC in addition to the TDC at the end of each
wire. It was intended that using the ADC information, a charge division technique would be used
to determine the position of the hit along with wire, but resolution problems with the ADC's have

kept this additional information from being realized.

Electronic Readout

The 8-channel preamplifiers and 16-channel discriminatorsused to read out the hitson T2-T4 were
designed by Charles Parsons, Vasilios Vutsadakis and Robert Ledoux. Since the meter-long sense
wires make fine radio antennae, the preamplifiers take for each channel a differential input from a
sense wire and one of the adjacent field wires. Any signalsinduced on the wires by radio waves
will, to alarge extent, cancel in the difference between the two wires. The signd is differentiated
and amplified by a Motorola 733 operational amplifier followed by aline driver and carried over a
shielded ribbon cable to the discriminators. From there, the signal is sent to LeCroy 1879 Fastbus
pipeline TDC's which digitize the time with abin size of 2ns.
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Gas Supply

The ionization gas used in chambers T2-T4 is premixed 50-50 argon-ethane, a fairly standard
mixture with low diffusivity, good electron avalanche gain and linear drift velocity over a large
range in eectric field strengths [Sau77]. T1 uses a mixture of argon-isobutane which has similar
characteristics. Low diffusivity improves the spatial resolution of the chamber. A high gain gas
gives a reasonable signal on the sense wire without requiring excessive voltage or very thin wires,
improving the signal-to-noiseratio. Since even awell designed chamber will have an electric field
whose magnitude may vary significantly over the volume of the drift cell, a constant drift velocity
simplifies the calibration of the drift chambers and improves the spatial resolution. In redity, the
drift velocity isnot quite linear over the entire cell, and the actual calibration curve of drift distance
versus drift timeis obtained from the dataitself by projecting tracks to sense planes and using the
distance from the wire to the fitted track as an independent measure of the distance of the hit from
thewire. The plot of distance versustimeisfit with a cubic polynomia and the coefficients of this
polynomial form the calibration which is stored in the RDB. With T1 as the only serious exception,
the drift velocity is a constant 50 pm/nsto a good approximation. Figure 3-9 shows a schematic of
the gas supply. Two bottles at a time are fitted with regulators and are connected to the main gas
manifold. Gas is drawn from only one bottle at a time, but having two bottles ready means that
we can switch from an empty bottleto afull one in a matter of a couple of minutes without having
to lower the high voltage on the chambers. After the main manifold, the argon-ethane is bubbled
through a 0°C acohol bath, introducing a small amount of acohol into the gas. This procedure

reduces the buildup of carbon whiskers on the wires of the chamber.

High Voltage Supply

The high voltages for the tracking chambers are supplied in two ways. Some of the voltages
require a fair amount of attention, and these voltages are therefore provided by a rack of Bertan
high voltage supplies in the counting house where they may be monitored and adjusted even when
beam isin the area. The Bertans also have a sensitive trip circuit which turns off the high voltage
to a chamber when a spark occurs preventing it from developing into a corona discharge. Voltages
supplied thisway include al of the sense and field voltages aswell some of the cathode voltageson

T2. T2 receives specia attention because the old chamber design used in E802 had some trouble
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Figure 3-9: Schematic of the gas supply for the chambers T2-T4. The two shaded circles at |eft
represent the argon-ethane supply tanks. The gas flows through a main manifold, is distributed in
parallel to dl the chambers and is collected together again for acommon exhaust. See text for more
details.

with sparking. The new design suffers no such problem. The other voltages are supplied by a
LeCroy 4322 high voltage supply which is controlled through an interface installed in BNL859, a
VA X Station 3100.

3.3.3 TheTrigger Chambers

Thetwotrigger chambers, TR1 and TR2, are multiwireproportiona chamberswhichwereoriginally
part of the Multiparticle Spectrometer (MPS) experiment [EK80] and were recycled for E859 as
part of the hardware of the LVL2 trigger. They are located 440 cm and 500 cm from the target, and
each has a single z-plane of 150 and 256 sense wires, respectively. The sense wires are 1 mil gold
plated tungsten, with apitch of 0.25” [Etk79]. TR1 subtendsamuch smaller solid angle than any of
the other chambers, cutting severely into the acceptance, but it was originally intended that it would
sit between T3 and the magnet where its acceptance would have been comparable with the other
chambers. Once it was discovered that there was not enough room to mount the chamber there, it

was moved behind T3 and its z location was adjusted to try to maximize its acceptance.
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Electronic Readout

Thetrigger chambersareread out using asystem of chamber-mounted cards and associated CAMAC
rack-mounted el ectronics called PCOS 111 (for Proportional Chamber Operating System) purchased
off-the-shelf from LeCroy Corporation[LeC]. The time of the hit is not digitized, as it is on the
tracking chambers, only the wire number of the fired wiresis read out. The basic elementsin the

system are

¢ 2735PC Amplifier/Discriminator Card
A 16 channel preamplifier and discriminator cards with ECL outputs, mounted directly on
the trigger chamber. Each card receives power and a reference voltage for the discriminator

from a common power supply on the experimental floor.

e 2731A Delay and Latch Module
Each latch receives inputs from two 2735PC'’s, and provides two outputs. a prompt signal

from the frontplane and a latched signal readout from the backplane.

o 2738 Crate Readout Controller
Each CAMAC crate contains one 2738 to control the 2713A’s

o 4299 CAMAC Interface
This modul e coordinates the readout of all the 2738 crate controllers and is the one module
that isdirectly addressed from BNL859.

When one of the wires in a trigger chamber is hit, the corresponding channel in the 2735PC
fires. The 16 channels of a single amplifier card are sent over a standard ECLIine 17-pair twisted
pair ribbon cable to the input of the 2731A where two things take place. The 2731A provides a
frontplane output called a prompt OR which isused in the LVL1 trigger decision. A logical OR is
taken of &l the wires on each of TR1 and TR2 and alogica AND is taken of those two signals.
Thisresult, TRIATR2, isused as part of the SPEC trigger logic. At the sametime, the signalsfrom
the hit wires propagate through an internal delay line in the latch whose length is set via software.
If the event satisfies the LVL2 trigger, the trigger supervisor sends a signal to the crate controller

and itisdistributed along the backplane of the CAMAC crateto the latches. Any of thewiresignals
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that emerge from the delay in timewith thissignal are latched by the 2731A, and they are then read

out in sequence by the crate controller and sent to the LVL 2 trigger.

3.34 TheTimeof Flight Wall

The time-of-flight (TOF) wall is an arc-shaped segmented hodoscope about 660 cm from the target
(see Figure 3-10). The wall is divided into 10 panels of 16 vertical slats. The first slat of each
panel measures 3.2cmx1.6cmx78cm and is made of SCSN-38 plastic scintillator. Each of the
other 15 dats is half as wide, measuring 1.6 cmx1.6cmx78cm and is made of BC404 plastic
scintillator. Both ends of each dat are instrumented with a Hamamatsu R2083 photomultiplier
tube[ St 86, Sak92]. The cdibration of the timing constants for the TOF wall has been changed for
the E859 analysis and a description of the procedure isgiven in Appendix E.

3.35 The GasCerenkov and Back Counter

The Gas Cerenkov, or GASC, is a velocity threshold detector made of 40 cells arranged in 4
horizontal rows of 10 cellsfilled with Freon-12 and equipped with alight-gathering spherica mirror
and a photomultiplier tube. Each of the cells has the shape of a truncated pyramid with the narrow
end pointed toward the target and the mirror mounted near the downstream end of the cell. Thetwo
rows of cells nearest the y = 0 midplane of the spectrometer are large cells, 115cm long, while
top and bottom rows are smaller cells 84 cm long (see Figure 3-11). The Freon-12 (CCl,F,) in the
GASC is kept at a pressure of 3.8 atmospheres and has an index of refraction at that pressure of
1.004. Kaons above 1.8GeV/c will fire the GASC. The Back Counter is a planar pad detector,
segmented in both the horizontal and vertical directions. There are 64 columns of 24 pads, each of
which measures 12cmx 10cm. The Back Counter uses the same technology as the TMA to detect
hits. A gas volume containing an anode wireis surrounded with cathode pads which are connected
to preamplifiers and discriminators. The Back Counter sits immediately behind the GASC and
serves to verify whether tracks makeit through the GASC.
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Figure 3-11: View of the Gas Cerenkov and Back Counter.
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3.4 TheData Acquisition System

The E859 data acquisition system, also called the DAQ or the front end, is the conglomeration
of electronics, interfaces, and computers that collects data from the detectors of the experiment,
decides whether to keep or reject each event, formats the data and writesit to tape. The E859 DAQ
is basically the same one used in E802. It has a maximum throughput of 100-150 events per spill
and is described in detail in severa BNL memos and theses [WLem, Col92]. A new DAQ has
been designed and implemented by Kareem Ashktorab since the final run of E859, so the following
section is meant to serve as documentation of what was done rather than as a reference for future
users. A diagram of the DAQ hardware is shown in Figure 3-12, which aside from the Fastbus and

CAMAC crates, sitsin several VME crates in the el ectronics room of the counting house.
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Figure 3-12: The data acquisition hardware. Data is collected from the detectors by the Fastbus
and CAMAC crates a top. The Master VME crate containsinterfaces to the peripheral crates. The
Processor elements translate and format the raw data into a complete event, which is sent over the
link to the data acquisition VAX where it is buffered and written to tape or disk.
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The nexus of the front end isthe Trigger Supervisor, a VME crate filled with custom-designed
boards, whose purposeisto orchestratethe collection of data. It distributestiming and control signals
to other pieces of electronic equipment and determines whether a particular event should be kept
or not. From the point of view of the Trigger Supervisor, the experiment is divided into partitions,
where each partition roughly corresponds to a distinct detector subsystem of the experiment. For
instance, the TOF partition includes the TOF wall, and the TRCK partition includes T2 through
T4.5 Each partition is represented by a board in the Trigger Supervisor and has inputs for several
different trigger signals. The Trigger Supervisor can be configured to enable or disable any of the
trigger inputs of each partition by using the program, TS MANAGE. For example, the SPEC trigger,
alogical AND of signalsfrom FO, thetrigger chambers, and the TOF wall indicating the passage of
aparticle through the spectrometer, is connected to one of the trigger inputs of the TOF partition. If
thisisthe only trigger condition enabled in the Trigger Supervisor, only events satisfying the SPEC
trigger will be written to tape. The Trigger Supervisor can aso coordinate data collection when
severa triggers are enabled, with scaledowns governing how frequently each trigger controls the
collection of an event.

The rest of the data acquisition system sitsin a rack of VME crates adjacent to the Trigger
Supervisor. One crate contains interfaces to Fastbus and CAMAC crates which are located on the
experimental floor. The CAMAC interfaces are Motorola 68000-based boards manufactured by
Xycom, one for each CAMAC crate, which it controls through a crate resident Kinetic Systems
controller. The interface to the Fastbus crates is provided by a custom interface board which
communicates with the LeCroy 1821 segment manager resident in each Fastbus crate. This same
crate also contains the Chairman, a Motorola 68010-based board, which governs these interfaces
and shipsthe raw data they provide up to the Processor elements to be formatted. The raw data of
the Fastbus TDC's and ADC's consist of achannel number and avalue. The Processor elementsare
Motorola 68020-based computers which translate this raw channel number into more meaningful
things like chamber and wire number, and they format the data into the YBOS banks which are
eventualy written to tape. On the side of this same crate is aso the infamous black button. It is
small and black and concave and it resets the crate containing the Chairman. It is used whenever

the front end crashes. We have al pressed the black button. The data is written directly to 6250

STlisinitsown partition, for historical reasons
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bpi 9-track tapes, which can befilled in aslittle as 15 minutes when the spectrometer is at forward
angles where particles are most abundant.

The LVL2 trigger provides the front end with an event veto. If an event does not satisfy the
physics setup of the trigger, it generates a veto and the trigger supervisor drops the event and issues

aclear to the detectors.

3.5 LVL2Trigger

Certainly the main feature distinguishing the hardware of E859 from that of E802 is the addition
of asecond level trigger which accepts or rejects events based on the type and number of identified
particles in the spectrometer. In this section, | will describe the hardware of the LVL2 trigger and
describe how it functions. The software used to control the trigger, the database used to record how
the trigger was configured for different runs, and the software trigger tests that were developed are
described in Appendix C. The performance of the trigger is discussed in Section 4.8, and a study
of biasesin the dataintroduced through the use of the trigger is discussed in Section 4.6.

3.5.1 Hardwareof theLVL2 Trigger

TheLVL2 trigger isbasicaly a hardwired specia purpose computer. It consists of several CAMAC
crates filled with modules that have been tediously (and often incorrectly) wired together by hand
with twisted pair ECLIine signal cables. The basic hardware elements of the trigger are:

e 2375 Data Stack (DS)
Data stacks are used in the LVL 2 trigger as buffers of information. Oneisused as a circular
buffer of struck TR1 wire numbers, the others as first-in-first-out (FIFO) buffers of TOF slat

numbers and TOF up and down times.

e 2371 Data Register (DR)
The dataregister isavery expensive one-word memory. It latches a single value which may

then beread out. It isused in the FERET (see below) interrogation circuitry.

e 2372 Memory Lookup Unit (MLU)
These modules are the workhorses of the LVL2 trigger. They are initialized with a list of

70



3.5 LVL2 TRIGGER

numberswhich may then be retrieved one at time by specifying an index into thelist. Though
the total amount of storage in the MLU is fixed, the MLU allows a tradeoff between the
number of indices and the amount of data available at each index. For instance, you may
have 1 bit of information available at 65,536 addresses, or 8 bits available at each of 8,192

addresses.

e 2376A DataArray (DA)
Thismoduleisinitialized by loading it with alist of numbers and providing it with a search
width of the selected value. Then, you may provide a further number and ask if any of the
numbersin the original list are within the search width. Itisused to seeif any of thewires hit
on TR2 iswithinawire or two of the predicted wire number taken from various combinations
of TR1 and TOF.

e 2378 Arithmetic Logic Unit (ALU)
Although capable of a number of elementary arithmetic operations, in the LVL2 trigger this
moduleis used to add the up and down time of flight.

e 4301 Driver Module

The Driver Module controlsthe TFC's and FERA's, sending out stops, starts and clears.

¢ 4303 16 Time-to-Charge Converter (TFC)
The TFC is a very accurate current source which is used in combination with a FERA to

provide atime of flight measurement.

e 4300B ADC (FERA)
FERA standsfor Fast Encoding Readout and ADC. It isused to digitize the current provided
by the TFC. It provides 11 bits of dynamic range with a conversion time of 8.5us. Used
together with the TFC (the combination is called a FERET), it provides fast digitization of
thetimeof flight.

¢ ECL-NIM Converter
These are used throughout the trigger as inspection points.

The complexity of the trigger wiring makes it difficult to discern its functioning directly from

the plans, but for the record, a circuit diagram of the LVL2 trigger is shown in Figure 3-13. A
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E859 Level-2 Trigger October 26, 1993
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Figure 3-13: LVL2 trigger diagram. The basic flow of data through the trigger circuitry is from
top to bottom. The block at upper right interrogates the TOF wall, the block at upper left provides
computer control for testing. The data stacks and data array at middle hold the basic data inputsto
thetrigger. Thereisaloop at middleleft that findstracks and ablock at middleright that determines
p and 3 for found tracks. The pid MLU at lower center decides whether those values for a track
constitute a desired particle. The lowest part of the circuit counts tracks for multiparticle triggers
and sets the veto override at lower |eft for al type of triggers.
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somewhat less cluttered flowchart of thetrigger decisionlogicfor the case of asingle-particletrigger

isshownin Figure 3-14.

Set veto
override

J

Next TOF slat

l

Next TR1 hit —»

J

Predict
TR2 hit

Calculate
time of flight

Calculate
momentum

Reset TR1
read pointer

Veto Event PID OK?

Latch veto
override

Stop

Figure 3-14: LVL2 flowchart for asingle-particletrigger. Thetrigger isinitiaized by resetting all
of the CAMAC modules and a flip-flop that can be set if a particle satisfying the trigger is found.
An analog to a Fortran nested DO loop is performed over TR1 and TOF hits looking for aligned
TR2 hits. The massis calculated for found tracks, and if it satisfies the trigger, the flip-flop is set,
preventing the event from being vetoed. If al of the hits are examined without finding the desired
particle, the event is vetoed.

3.5.2 Operation of the LVL2 trigger

The LVL2 trigger serves as a veto for the TOF partition. What that means is that when the TOF
partition generates an event, it will be kept unless the LVL2 trigger vetos it. In particular, for the

single particle datataking, the LVL2 trigger was used as aveto for the SPEC trigger. It wasused in
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two basic ways, as atracking trigger in which it only required the presence of tracks in the event,
and as a PID trigger, in which particle identification requirements were a so placed on the event. |
will explain the tracking trigger operation first, because it is simpler, and then | will describe the

additional parts of the PID trigger.

Tracking Trigger

Before each event, the LVL2 trigger is initialized. All of the data stacks and data arrays are
initialized, and most importantly, the veto latching flip-flop isreset to false. If thisflip-flop never
gets set during the event, the event is kept.

After an event, data is loaded into the DS_TR1 data stack and the DA_TR2 data array from
the PCOS 111 electronic readout of the trigger chambers (see Section 3.3.3). The FERET's begin
digitizing the TOF wall timesof flight, aprocesswhich takes 8u:s. Oncethey havefinished digitizing,
the slat number and up and down times for each slat begin to be read out of the FERA's and written
into DS_SLAT, DS TOFU, DS TOFD data stacks, respectively. As soon as the first TOF dat is
in place, the trigger begins its loop over TR1 wires. For each TOF dat, it takes each TR1 wire
number in turn from the data stack and consults the MLU_TR2P lookup table to predict the TR2
wire that lies on a straight line between them. It looks in the DA_TR2 to see if that wire was hit.
The data array has a programmabl e search width so that it doesn’t require an exact match between
the prediction and any of the entriesin the data array, but will accept as a match anything within the
search width of the lookup value.

If no matchisfound, theloopimmediately proceedstothenext TR1wire. DS TR1isconfigured
asacircular buffer, so when the last wire has been read, it generates aread overflow and resets its
read pointer to the first entry. That overflow causes the TOF data stacks to advance to the next dlat.
If there are no more entries in the TOF data stack, a condition called ROF-ROF is set. That means
that both the TR1 and TOF data stacks have their read overflows set, and they have both examined
all thedatain the event. Thetrigger isdone, and it sets the veto bit true.

However, if amatch in the TR2 data array is found, the data word output of MLU_TR2P is set
and formsthe input to MLU_PID. For the tracking trigger setup, thisMLU isfilled with ones, and
itsoutput is set whenever MLU _TR2P is set. In the case of a one particle trigger, the data word of

MLU_PID is used to change the state of another flip-flop which inhibits the veto flip-flop. Once a
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condition satisfying the trigger has been found, the event cannot be vetoed.

PID Trigger

When the trigger is being used as a PID trigger, quite a bit more goes on. While agiven TR1 wire
and TOF slat combination is being checked against thelist of TR2 hits, the TR1 wire and TOF dlat
number and times are being used in the other part of the circuit. MLU_MOM uses the TR1 wire
and TOF dlat to lookup a momentum for the track. They are also used as input to MLU_DPATH
to lookup a path length for the track. The ALU averages the up and down TOF times and thisis
used with the path length as input to MLU_TOFCOR to lookup a 3 for the track. Combined with
the momentum value from MLU_MOM, this gives enough information to cal culate the mass of the
track.

Whenever the tracking part of the trigger finds a track, MLU_PID is interrogated with the
momentum and 3 of the track as inputs. The lookup tableis binned in such away that only certain
combinations of momentum and /5 set the output true. If the output is set, it proceeds just as when
the tracking trigger alone found atrack—it set the flip-flop which inhibits the veto from being set.

When the PID trigger was used for collecting kaons, a mass window from 350 MeV/c? to
700MeV/c? was typically used for the K*, and a window from 350 MeV/c? to 1300 MeV/c? was
used for the K—. The different windows were used to reduce the number of protons satisfying the
K+ trigger, while alowing for the collection of p’s dong with the K=. Above a momentum of
2.5GeV/c al masses were allowed to satisfy the trigger, which compensates for the progressively
worse mass resolution at higher momenta. For some of the running period the widening of the mass

cuts occurred at 2.0 GeV/c instead.
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Chapter 4

Data Analysis

This chapter discusses the chain of analysis leading from raw data to final results. The first
sections describe analysis which is common to all of the E859 data: track reconstruction and
particle identification. After that the chapter is arranged topically, discussing various corrections

and procedures specific to the single-particle kaon analysis.

4.1 Overview of Data and Analysis

The E859 single-particle kaon data set consists of over 11 million events taken during two running
periods, one beginning in February 1991 (Feb9l) and another in March 1992 (Mar92). The
beam for both running periods was fully stripped 8Si accelerated to 14.6 A-GeV/c. Five different
spectrometer angle settings (5°, 14°, 24°, 34°, and 44°) and two different magnetic field strengths
(2kG and 4kG) at both polarities were used (one exception, 5° running used only 4 kG).

Thedatawastaken inindividual runs of about 40,000 events, which fillsa 200 megabyte 9-track
tape, and takes about 30 minutes, more or less, depending on the exact trigger mix and the beam
rate. Two typesof targetswere used, 2’Al and *°’Au. Table 4.1 summarizesthe numbersof particles
collected for the different systemsin the single-particle running.

All of the single-particle data analyzed here were taken with a first-level SPEC trigger. Most
runs also used the second-level (LVL2) veto in conjunction with the SPEC trigger to enhance the
collection of rare triggers. Instead of collecting all particle types during every run, the trigger was

often configured to select only one particular species, K~ for instance. This means that most runs
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System | PID | 5° | 14° | 24° | 34° | 44° | Totd
Minimum Bias (in thousands)
Si+Al | Kt 5| 25| 16| 47| 27| 120
K~ 6| 12| 14 7 5 44
S+Au | Kt 9| 62| 19| 47| 14| 151
K- 130| 20 9 8 2 69
Centra (in thousands)

S+Al | Kt 1 6 3 9 5 24
K~ 1 3 3 1 1 9
S+Au | Kt | 2| 15 5| 11 4 37
K~ 6 5 2 2 1 16

Table 4.1: Summary of statistics for E859 single particle kaon runs.

have no unbiased pionsor protons, and in spite of thetrigger, have only relatively small numbers of
rare particles, making some run-to-run checks for consistency difficult. Runsinwhich the decision
of the LVL2 veto was overridden were also taken to provide away to check for biases introduced
by the trigger. This is discussed in more detail in Section 4.6. Runs were also taken in which
the LVL2 veto was configured in its track-finding mode in which it merely requires a straight-line
coincidence of hitsin TR1, TR2 and the TOF wall. In these runs, the LVL2 veto served as a super
SPEC trigger.t These NOPID runs enhanced the collection of al particles in proportion to their
natural abundance, and serve mainly to increase the usable statistics of pions and protons. Finaly,
a number of target-out runs were taken so that an appropriate subtraction of background could be
made for the target-in runs.

The analysis chain begins with reconstructing tracks in the spectrometer and identifying the
particles. Allowances are made for particle decays and inefficiency in reconstruction and particle
identification, and then several corrections are applied to the data for specific problems that have
been identified. The particles are binned, either in m versus y or p, versus y, and transverse
spectra in slices of rapidity are plotted from the binned data and fit with empirically motivated

functions. These curves are then integrated to give the yield as afunction of rapidity.

The term in vogue today would be SPEC++.
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Thefirst part of the analysisis common to all the E859 data. There are three creatively, if not
entirely accurately, named passesto which all of the dataissubjected. During thefirst stage, PASSO,
the datais consolidated from over 300 9-track tapes onto 50 8 mm tapes, calibrations and pedestals
for some detectors are recorded in the collaboration database, and quite afew diagnostic histograms
aregenerated. Thesecond stage of analysis, PASS12, isprimarily thetrack reconstruction pass. The
final stage, PASSS3, isthe particle identification pass, and it has been run officially for thefirst time
in the EB02 collaboration’s history on the E859 data. In addition to these major stages, there are
afew specia purpose analyses of subsets of the data. These include the TOF calibration pass (see
Appendix C) which determined the timing calibrations for the time of flight wall, and the GASC
photoel ectron threshold analyses [Sun94].

The main analysis module of PASS12, a new track reconstruction code called AUSCON, and
the main module of PASS3, the particle identification code PICD, will be discussed in more detail

in the following sections.

4.2 Track Reconstruction

Theinformation that is used to reconstruct the tracks of particles in the spectrometer are the hitson
the drift chambers T1-T4, trigger chambers TR1 and TR2 and the TOF wall. With these hits, the
job of finding tracks then amounts to a complicated connect-the-dots problem. Designing, writing,
debugging and testing reconstruction programsare probably thelargest sinksof manpower and CPU
timein the collaboration. Thisis partly becauseit isone of the most complicated pieces of software
in the entire analysis chain, and partly because the reliable performance of the reconstruction
program is of central importance to the quality of the analyzed data. It is also because everyone
honestly thinks that he can write a better program. For the E802 data analysis, RECONSTRUCT,
a program written by Martin Sarabura [Sar89] and Huan Huang was used [Hua90]. For the E859
analysis, a new program written by Peter Rothschild called AUSCON was used instead, and a
detailed description of the algorithm and the code can be found in his thesis[Rot93]. | will givea

brief overview of how AUSCON worksand describe the procedure used to quantify its performance.
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421 Overview of Algorithm

There are at least as many schemes for track finding as code authors, but one useful way in which
some different algorithms can be classified is into local and global codes. RECONSTRUCT is a
local code; it searches for small clusters of hits on individual chambers that form straight lines,
then it tries to combine these track segments into the full track representing the particle’s trajectory.
AUSCON, on the other hand, is a more global code; it sketches a complete track using rough
information, then searches for supporting hits within a search width about that initial guessand uses
the found hitsto refine the track. The reason for thisapproach isthat it seemsto make the agorithm
less sensitiveto effects like multipl e scattering and missing or extra hitsthat may confuse the picture
when viewed at afinelevel of detail. AUSCON also uses the new tracking information provided by
the detectors TR1, TR2 and T3.5 which were added after RECONSTRUCT was written.

AUSCON beginslooking for tracks in the detectors behind the magnet. 1t does this because the
environment there is less cluttered than in front of the magnet—many low momentum tracks have
been swept out of the acceptance by the magnet, some particles have decayed, and some tracks not
coming from the target do not make it through the magnet. There are certainly some sources of
background for the rear chambers, such astracks from interactionsin the beam pipe, or spray off of
the magnet yoke, but on the whole the rear chambers are still much cleaner. AUSCON starts with
thedetectors segmented in the bend plane: thez modulesof thedrift chambers, the trigger chambers
TR1 and TR2, and the TOF wall. The segmentation of the detectors aong this dimension is finer
than in other directions, and since the magnet primarily spreads tracks out along this dimension,
the task of track finding is somewhat easier. AUSCON formsiitsinitial track guesses by drawing
straight trajectories between hits on the TOF wall and hitson TR1. A search width of +£1.5cm
about thislineis used to collect hitson the = planes of T3, T4 and TR2. A similar loop over asyet
unused hitson TR2 is performed, in order to find tracks that failed to produce a hit on TR1. Each
collection of z hitsis then fit with a straight line, and if one assumes the target position, this line
determines the entire 2 projection of the trgjectory.

Next, hits from the y modules are collected and added to each track. Since the TOF wall has
both = and y information for each hit, thisis done by taking the y location of the TOF hit for each x
track, positing atarget position and interpolating a path through the y modul e of the drift chambers
behind the magnet. Again, a search width is drawn about this path and hits are collected. The
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segmentation in the y direction is not as fine as in the x direction, so it is possible at this stage for
multiple = tracks to collect some of the same y hits. Pairs of y hits at the extreme ends of the track
are connected with aline, and that line is combined with the already known z lineto allow one to
check whether there are enough hits on the » and » modules to support a track. If more than one
track can be verified, the agorithm only keeps the track with the best fit to astraight line.

Each of these tracks is projected through the magnet using an effective edge model of the
magnet, in which the real magnetic field is approximated with a constant field of fixed width. The
strength, width and location of the field are chosen to reproduce the effects of the real field. This
simplifiesthe projection of atrack, so that, assuming atarget position and knowing the track vector
behind the magnet, thetrgjectory of thetrack in front of the magnet may be determined analytically.
Next, hits are collected on T1 and T2 in a search width about the projection. The track density
in front of the magnet makes it possible that more that one real track in T1 and T2 will be found
within the search width, so AUSCON filters the candidates by imposing a matching cut. A cut is
placed on the angle between the trgjectory projected from the segment behind the magnet and the
fitted segment in front of the magnet. If more than one candidate survives this, the T1T2 track with
the best \? is associated with the T3T4 track. A cut is aso made on the projected track origin,
requiring it to come within +£2 cm of the run-by-run fitted target position. This cut was not properly
applied when the PASS12 was run—the cut was placed at +2 cm about the nominal target position
of (0,0, 0), not the fitted position, so a module was added to the PASS3 program which applied a
symmetric cut about the correctly fitted target position. Since some of the tracks had been thrown
out during PASS12 because they failed the original cut, the new cut had to be somewhat tighter than

42 cm, but for most runs the difference is small.

422 Momentum Deter mination

AUSCON cal culates the momentum of found tracks by determining the magnitude of the bend in
the magnet and then assuming that the portion of the particle's trajectory in the magnet can be
well approximated as a segment of a circle. The magnet is modelled as a uniform field of constant
strength with sharply defined edges. Thewidth of thefield in thisapproximationisfixed at 146.3cm
and it has an integrated B dl of 1.5 Teslameters at its maximum field strength. A schematic of a

particle trgjectory through amagnet is shown in figure 4-1. In auniform magnetic field, neglecting
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Magnet () g /\j w

Figure 4-1: Determination of momentum from bend angle. This figure defines quantities used in
formulae in the text.

energy loss, the momentum can be cal culated from the Lorentz force law

2
4 , B
F=lpxp="0 _ 17 (4.2)
R c

o

If we consider a track whose motion is entirely in the plane perpendicular to the magnetic field,

then, in the units GeV/c, Teslaand meter, this may be written

qBR
p =

C

~ 0.3BR. (4.2)

For atrack whose bend isentirely in the plane, theradius of curvature, R, and hence the momentum

can be calculated from the two angles, « and 5 in the following way (see Figure 4-1)

= a+p
d
R = —
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If the track momentum has a small y component, there is a correction to the magnitude of the
momentum because the projection into the z = plane of asmall length ds of arc length is shortened.

This makesthe curvature of the track seem higher. The correction is

d 2
P x4 (d—i/) . (4.4)

The singletrack momentum resol ution was discussed at somelengthin an early E802 memo [2J88].
Thereare several contributionsto the momentumresolution, and therel ativeimportance of eachterm

depends on the total momentum of the track. Thiswill be discussed in more detail in Section 4.3.2.

4.3 Particleldentification

For the E859 analysis, an extended particle identification (PID) scheme based on the work of
Shigehiro Hayashi was used [H*93]. The code implementing the algorithm, PICD, differsin many
waysfrom the earlier standard, PIAD, but embodiesin a consistent way many of the features of the
particle identification schemes which were aready being used by othersin their private anayses.
Themain difference between PICD and PIAD isthat where the old algorithm used cutsin m versus
p to separate different particle species, the new code uses cutsin 1/ versus p. The utility of this
change is that the mass of a track does not have to be calculated. The nonzero resolution of the
time of flight system means that it is possible to measure an unphysicaly short flight time for a
particle, leading to a superluminal velocity and an imaginary mass. By making the mass cal culation
unnecessary, these problems are avoided. In this section | will give a summary of the PICD
algorithm, show how the actual cuts in the code are determined, discuss the various calibrations,
discuss how well the code performed, and examine sources of contamination, especialy in the

identification of kaons.

431 Overview of Algorithm

As stated above, PICD identifies particles principaly through cutsin 1/3 versus p which are then
augmented with charge, GASC and BACK counter requirements. The locations of the 1/3 cutsare
determined by cal culating the expected width, o, of the 1/ distributionas afunction of momentum,
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and placing the cuts at +3¢ about the nominal curve for each particle. In addition, for most regions
in the 1/ versus p decision space, a lower cut is put on the TOF wall ADC signal. At higher
momenta, the cutsfor different particles begin to overlap. For example, with 120 psintrinsic timing
resolution for the TOF wall, the pionsand kaons begin to overlap at 1.8 GeV/c. Once particlesbegin
to overlap, the GASC and BACK counter are used to separate them, up to a momentum at which

the heavier, and hence slower, particle aso beginsto fire the Cerenkov detector.

4.3.2 Determination of Cuts

In order to place the 1/ cuts properly, one must calculate the expected width of its distribution as
afunction of momentum. Thiswidth will have contributionsfrom the intrinsic timing resolution of

the TOF wall and uncertaintiesin the particle’'s momentum. The momentum term can be written as

d(Efp) = d ( v +2m2)

d(1/5),

p

2 1 d
_ ap (4.5)
P VpP+m2p

and the contribution arising from timing uncertainties can be written as
c 2 ct 2
ct [(dt\? [dL\?
- fﬂ?) (7)) (49

where dt is the intrinsic timing resolution of the TOF wall and d 1 is the uncertainty in the path

length, all other things being fixed. In E802, the quoted intrinsic timing resolution, dt¢, of 75ps
for the TOF wall was obtained using a single slat with coincidence scintillators in a secondary
beam. In E859, the TOF wall intrinsic timing resolution is calibrated using identified particles,
and a resolution of 120psisfound instead (see Appendix E for details). If we use either of these
values for the timing resolution, a time-of-flight of 25ns, and a path length of 660cm with an
uncertainty of 1cm, then the % term makes a much larger contribution to the uncertainty in 1/
than the uncertainty in the path length. Because of this, the PICD code uses a constant path length

and neglects the “& contribution to the uncertainty in 1/3.
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Themomentum term and thetiming term arethen added in quadratureto givethetotal uncertainty
inl/p
d(1/3)* = d(1/B); + d(1/B)7. (4.7)

Using the expression for momentum from Equation 4.3, one can relate the uncertainty in

momentum to an uncertainty in measuring the bend angle

0.3Bd

P = Zen0/2) (4.82)
dp = —O‘iB d ;?,2((09//22))d9 (4.8b)
s . o
~ %e/izdo (4.80)
_ _%9. (4.89)

Theuncertainty in § comesfrom contributionsdue to the spatial resolution of the drift chambers
and due to multiple scattering. Referring to Figure 4-1, one obtains that the bend angle can be
writtenasé = « + (3, so the uncertainty in 8 is d6? = da? + d/3? which may be expressed in terms

of the chamber resolution dz as
B V2dz

dé
D

(4.9)

where D isthe distance between chambers, and d« isthe spatial resolution of the chambers, which
is assumed to be the samefor all the drift chambers.

The effect of multiple scattering on the uncertainty in 6 is discussed in a paper by High-
land [Hig75], and the spread in § obtained thereis

175 [ X

df = —
pBec \| XR

(L4+¢2(L)) (4.10)
where X/ X i isthe number of radiation lengths of material traversed and <( X' ) is given by

e(X) = 0.125l0gy,( (4.12)

0.1XR)'
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Adding Equations 4.9 and 4.10 in quadrature and using

_03Bd _ 03Bd
~ 2sng/2” 4

p

gives

2 2 2
(F) = (5 55) + (5 3 et
2 2

wmﬂu®x§2 (4.13)

The reason for lumping all of the constants into €'y and 7 is that the values to use for some of
the underlying constants are somewhat unclear. For example, the spatial resolution dx, depends
to some extent on details of the track reconstruction algorithm—the chambers may have 200um
intrinsic position resolution, but if the reconstruction code systematically chooses thewrong hitsto
assign to thetrack, the effective resolution will beworse. 1t aso depends on whether one should use
the single plane resolution to specify values for these constants. The dependence of the expression
on p and 1/ has been separated out and the formula is fit to data to extract C'; and C5. Findly,

putting everything together, one obtains

d(1/)% = (%dt)z +(Cw)+ (%)2 (4.14)

Setting the scale for the contribution of the different termsin the expression, Vince Cianciolo has
shown that the contribution of the spatial resolution to the overall uncertainty is small compared to
contribution from multiple scattering [Cia94].

A summary of the particletypesassigned to regionsin 1/ versus p spaceis showninfigure 4-2.
Each sweeping band showsthe 3¢ contoursof the distributionfor different particles. Withinaband,
the different regions in the diagram correspond to the different types of additional cuts placed on
thedata. There are several regionsthat areimportant for the kaon analysis. At the lowest momenta,
TOF aloneisenough to identify kaons. Beginning at amomentum of roughly 1.8 GeV/c, the GASC

and BACK counter are also examined to make the PID decision. The exact momentum vaue at
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Figure 4-2: PICD Particle identification cuts for a 4kG magnetic field setting assuming 120 ps
intrinsic timing resolution on the TOF wall. The bands represent cuts placed at the -3+ contours
of distributionsfor the different particles. The differently hatched regions correspond to additional
types of cuts placed on the data. In the diagram, the electron band also appliesto positrons. In the
legend, = isthe charge of the particle, as determined by the energy lossin the TOF dlat.
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which this switch-over occurs depends slightly on the magnetic field, because the width of the PID
bands, and hence the momentum at which the 30 pion and kaon contours overlap, depends on the
momentum resol ution which depends on the magnetic field. In the PID region above 1.8 GeV/c and
outside of the pion band, a track must be BACK counter verified and not fire the GASC to be called
akaon. If the GASC fires or thetrack isnot BACK counter verified, it isnot identified at all. These
unidentified particles may be real particlesthat share a TOF dlat, giving a spurioustime-of-flight to
one of the tracks, or they may be uncommonly large multiple scattering events, or something else
may have fired the GASC. In the region of the kaon band that overlaps the pion band, the decision
isslightly different. BACK counter verification isstill required, but if the GASC fires, thetrack isa
pion, otherwiseit is a kaon. Depending on the fraction of real pionsthat fail to fire the GASC and
theratio of pionsto kaonsin thismomentum region, thisis possibly a source of pion contamination
of the kaons. This contamination will be examined in Section 4.5. Even though the kaons outside
the pion 3¢ band can be uniquely identified by TOF alone, the requirement that the GASC not fire
is demanded of all kaons above the 7-K separation limit so that they are al subjected equally to
the same PICD hiases. For instance, if this were not done, then the kaons which need the GASC
in order to be separated from the pions would aso show the effect of the ~10% absorption in the
GASC, while the kaons outside the pion band would not be affected by this.

4.4 Reconstruction and PID Efficiency

After aparticleisemitted from acollision many things conspire to keep you from actually detecting
it. Absorption and multiple scattering in the material of the spectrometer, inefficient detectors and
particle decay can all prevent a particle originally headed into the spectrometer acceptance from
being reconstructed and identified. In order to properly calculate particle yields, one needs to know
the probability, p, that an emitted particle will be detected and properly identified. Then, when a
particleisseen inthe experiment, you assumethat it actually represents 1/ p particlesthat started out
toward the spectrometer. This probability is caled the efficiency, and it has contributions from the
efficiency of track reconstruction and the probability of properly identifying thetype of particle that
made the track. In principle the efficiency for each particle speciesis afunction of many variables:

the kinematic variables of the track, the multiplicity, the spectrometer angle setting, and so on. In
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practice, it isonly mapped as afunction of afew variables, with the variation in the efficiency asa
function of momentum having the largest effect. In this section, the efficiency for single kaonsis
determined; in the next section the effect of the GASC on the effici ency isinvestigated. These two
effects are treated as independent and are multiplied together to give aweight that is used particle
by particle when filling the cross-section histograms.

In large part, the efficiency is determined by generating an ensemble of single-particle events
using the E859 Monte Carlo (a simulation of the experiment built upon the GEANT package from
CERN) and then using the PASS12 and PASS3 programsto reconstruct and identify thetracks. The
number of eventsinwhich the particle or particlesin question are correctly identified divided by the
total number of events generated is the efficiency. GEANT is used to determine the efficiency of
single-particle events as a function of momentum; other contributionsto the efficiency are handled
differently. The degree to which event multiplicity reduces the efficiency is taken directly from
the study made by Peter Rothschild [Rot93]. He generated ensembles of 10,000 events for each of
several multiplicitiesof 1 GeV/c protonsin the the spectrometer. By reconstructing the events and
counting how many of them contained the original multiplicity, he estimates that each additional
fully reconstructed track in the spectrometer reduces the reconstruction efficiency by 2.3%. This
parameterization of the effect of multiplicity has been used without modification in cal culating the
kaon cross sections.

To determine the momentum dependence of the efficiency, events are generated as input to
the Monte Carlo by fixing p, and then randomly choosing ¢ and ¢ until the particle is within the
spectrometer acceptance, as determined by a version of the same analytic routine used to calculate
the geometric acceptance of the spectrometer in the cross section code (see Section 4.7). This
does lead to an averaging over the angular coordinates that is not exactly like the data, but it is
not thought to have a big effect on the results. Ensembles of 2000 single particle events each are
generated in momentum steps of 0.1 GeV/c from 0.4 GeV/cto 2.9 GeV/c. The number of eventsin
which the original particle is reconstructed and properly identified are counted and divided by the
2000 events generated to give the efficiency. The results as afunction of momentum are shown in
Figure 4-3. The Monte Carlo results are fit piecewise with smooth functions and those functions
are used when filling cross section histograms to assign aweight to each particle. The dotted lines

show the analytic decay curves for kaons and pions as a function of momentum. The number of
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Figure 4-3: Efficiency for reconstructing and identifying various particles in the spectrometer as
a function of momentum. The filled symbols mark the efficiency for track reconstruction alone,
the open symbols mark the efficiency for reconstruction and proper identification. The solid lines
are just to connect related symbols. The dotted line shows the decay curve for kaons, based on
Equation 4.15. The dashed lineis the same curve for pions. The abrupt drop in the decay curves
at about 1.8 GeV/c occurs because above that momentum the GASC is required to separate pions
and kaons, and as part of that decision the particles are required to travel an additional 300cm
for BACK counter verification. This only affects the PID efficiency, as track reconstruction only
uses information out to the TOF wall. In addition, there is some absorption in the GASC, further
increasing the difference between the reconstruction and PID efficiencies.
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particles surviving aflight distance 7 is derived from the exponential decay law

N = Noexp (—J—T) = Noexp (— ) = Noexp (— Lmo) (4.15)

Byer peT

where [ is the path length travelled by the particle, p is the momentum, mg is the rest mass and
7 isthe lifetime of the particle, which is often given instead in the combination ¢r. Kaons have
et = 370cm, pions have e = 780cm [Gro90].2 As the plot shows, for unstable particles at low
momenta, decay isthe most important reason for particle loss—only 41% of thekaons at 1.0 GeV/c
could be expected to survive to the TOF wall. Even if a particle decays before the TOF wall, there
is a chance that it will be reconstructed, especidly if it decays very near the TOF wall. Since
applying a correction based on the survival fraction as given in Equation 4.15 implicitly assumes
that none of the decaying particles is reconstructed, this would result in an overcorrection to the
data. Charles Parsons has shown that this makes a noticeabl e difference in the efficiency curve for
reconstructing pions [Par92], but given the difference in the Q of the principal decay channels for
pions and kaons, 7 — uv and K — pur, one would expect this to be much less of a problem for
kaons. For kaons between 1 and 2 GeV/c, the mean angle that the muon makes with respect to the
incident direction of the kaon ranges from 10° to 20°, which makes it unlikely that the track will
be reconstructed. The abrupt drop in the surviving fraction occurs when the GASC is needed for
particle identification, because the particle is then required to survive an extra 300 cm to the BACK
counter for verification.

As a further check on the sensibility of the GEANT results, Table 4.2 shows what happens
to the reconstruction and PID efficiency for 1 GeV/c protons as more and more mechanisms that
can cause particle loss are turned on (protons are used so that decay is not an issue). If hadronic
interactions and multiple scattering in the GEANT simulation are turned off, and the chambers are
given perfect efficiency, al protons thrown in the acceptance are both reconstructed and identified.
Turning on hadronic interactions causes a 3-5% loss in the number of protons. This rate of loss
should be fairly constant for all momenta and particle species. Turning on multiple scattering
causes another 1% loss, but for protons at 1 GeV/c this would not be expected to be alarge factor.

Finally, randomly discarding 2% of the hits per plane in each of T2-T4, and 15% of the hitsin

2For protons, the current lower limit is roughly cr > 10® light-years.
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T1 (T1 is quite a bit less efficient than the other chambers), causes another 5% loss. It's not

Description Reconstruction Total

No Losses 100% 100%

Hadronic Interactions | 96.4 4+ 0.6% | 96.4 + 0.6%
Multiple Scattering 94.7+0.7% | 94.3+ 0.7%
Chamber Inefficiency | 89.3+1.0% | 89.0+ 1.0%

Table 4.2: Contributors to PID inefficiency for 1 GeV/c protons on the spectrometer. In each
succeeding line a further mechanism for particle loss is turned on. In the top line, no processes
are enabled, resulting in 100% efficiency for reconstruction and for reconstruction plus particle
identification. Hadronic interactions are then turned on, resulting in a loss of 3% of the protons.
Multiple scattering is enabled in the next line, causing only a slight loss at this momentum. In the
last line, a chamber-dependent inefficiency per planeisintroduced. Thisfina entry has the same
processes enabled asis used to generate the plot of efficiency as afunction of momentum shownin
Figure 4-3.

very straightforward to cal cul ate beforehand the effect on the reconstruction efficiency of chamber
inefficiencies. AUSCON is designed to handle some missing hitswhen it tries to find tracksin the
spectrometer, making it somewhat robust with respect to hit loss. However, the inefficiencies on
each plane are not independent quantities, as they are being treated here. If atrack passes through
an unusualy inefficient region in a drift cell on one plane of amodule, it islikely that it will pass
through the corresponding region of the next plane, leading to correlated inefficiencies. So, itisa
bit of acheat to treat the planes asindependent. However, several different effortsat visual scanning
of tracksin the spectrometer have led to resultsfor track reconstruction in basic agreement with the

Monte Carlo results.

45 Effect of the GASC on Kaon I dentification

Above the point a which the pion and kaon 1/ versus p bands begin to overlap (~1.8 GeV/c),
the GASC information is used in the particle identification decision for kaons. The effect of the
Cerenkov detector on the identification of kaons is quite important, especially considering that at
5° over half of the kaons are above this 7-K TOF separation limit. Above thisthreshold, and below
the 2.9 GeV/c limit where kaons cease to be identified (because they also begin to fire the GASC)
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the PID decision has three distinct regions (refer to Figure 4-2). In al three regions BACK counter
verification is required to identify any particle. In the region at highest 1/, the kaons can be
unambiguously separated from the pions by TOF aone, but if the GASC fires the particle is not
identified. In the region of the kaon band that overlaps with the pions, if the GASC fires, the particle
is caled apion; if it does not, the particle is called a kaon. Finaly, in the region at lowest 1/,
where the pions can be unambiguously separated from kaons by TOF alone, if the GASC failsto
fire, the particle is not identified. The study of the GASC efficiency will take advantage of these
different regions to select pions or kaons above the TOF separation limit that can still be uniquely
identified by time of flight, and by studying the behavior of the GASC for these particles, we can
estimate what happens in the overlap region where the detector has to be used to tell pions from
kaons.

There are two effects related to the GASC that can influence the number of kaons that are
identified. One is the rate at which kaons appear to fire the GASC, even though they are below
threshold. Thiscould bedueto the production of §-raysinthe GASC, or kaonsdecaying into muons.
This part of the contribution is a single-particle effect due to physicsrelated to the kaons aone, and
should aready be taken into account in the GEANT simulation used to determine the efficiency in
Section 4.4. A morelikely reason the GASC would fire for atrue kaon is a background track above
the threshold velocity. Since the PICD algorithm adds together the ADC signals from adjacent
GASC cells, atrack pointing to the same cell as the kaon, or any of the surrounding cells, can make
it appear that the kaon fired the GASC. Thismasking of kaonsis amultiparticle effect, and because
of this, it is expected that the problem will be greatest at 5°, where the particle multiplicities are
the highest. The other effect that distortsthe number of kaonsis contamination by pionsthat fail to
firethe GASC. Theimportance of this effect depends on the = /K ratio for the particular conditions
of the run being examined. It will be different for different targets, for different angle settings,
for different magnetic fields. Unfortunately, there are not enough statisticsto really determine the
magnitude of the effect for each of the different TMA cuts used in this analysis, so a study of the

minimum bias data will be made and the importance for other event selectionswill be estimated.
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451 Multiparticle GASC EffectsLeadingto Kaon Loss

If a high velocity particle hits the same GASC cell that a kaon pointsto and fires it, the kaon will
be misidentified. By examining the rate at which uniquely TOF identified kaons fire the detector,
we can estimate the losses, which can become quite severe for the 5° spectrometer setting. One
can select particles above the the 7-K separation threshold whose TOF is consistent with a kaon
PID hypothesis and are outside the pion PID band and look at the number that fire the Cerenkov
detector and are BACK counter verified. These particles are presumably real kaons which, for
whatever reason, point to a GASC cell that has fired. For an accurate estimate of the rate at which
this happensto real kaons, it isespecially important that we know the sample of particlesthat we're
using are not pions. So, in addition to the these cuts, | have imposed additional 1/ cuts to keep
the sample free of particles near the 7-K boundary. At 5°, the fraction of these particlesthat fire the
GASC isastrong function of where on the TOF wall the particle hits. Thisis shown in Figure 4-4,
where the fraction is plotted as a function of the TOF panel number hit by the track (n.b.: higher
panel numbers are nearer the beam pipe). Away from the beam, the rate is 10-15%, while near
the beam the rate quickly rises to ~35%. This rate remains unchanged even if a cut to remove
events in which two reconstructed tracks point to the same cell isimposed. Therefore, the effect is
likely dueto tracks not coming from the target, perhaps due to downstream interactionsin the beam
pipe, which scatter into the GASC and fire the detector. Also shown in the figure is the rate for
back angles (34°and 44°) for which perhaps ~5% of the kaons fire the detector, consistent within
the statistics with having no dependence on TOF panel number. There seems to be a baseline rate
of 10% at forward angles, smoothly decreasing as one rotates the spectrometer backward, with an
exceptional rate at extremely forward angles. The effect at 5° is parameterized as a 10% effect up
to panel 5, then alinear increase up to 35% for panel 8, the limit of the acceptance for 5°. At other

angles, the effect is parameterized as aflat 5%.

45.2 Pion Contamination of Kaons

To estimate the pion contamination of the kaons, we examine the fraction of pions outside the
overlap region in 1/ versus p that fail to fire the GASC. Fi gure 4-5 shows the fraction of BACK
counter verified tracksfiring the GASC asafunction of 1/ for asliceinmomentumfrom 1.8 GeV/c

to 2.2GeV/c. Between these momenta, the tails of the kaon and pion bands have just begun to
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Figure 4-4: Fraction of TOF identified kaons firing the GASC versus TOF panel number, where
higher panel numbers are nearer the beam pipe. The kaons selected are outside the pion PID band,
and to eliminate the possibility that the rise in the fraction of kaonsfiring the GASC isdueto atail
of the pion distribution, two different 1/ cuts have been tried aswell. Theriseis clearly seenin
the 5° data, and is not seen in data taken from back angles.
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Figure 4-5: Fraction of tracks firing the GASC for BACK counter verified tracks in Si+Au data
taken at 14° for the momentum range 1.8 < p < 2.2GeV/c. The large broad peak at left is the
middle of the pion band, showing that about 1.5% of the pionsfail to fire the detector, The data at
right isa part of the kaon band, showing that about 10-15% of the kaons do fire the GASC, which
would cause them not to be identified.
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overlap, but the peak of the kaon band is still well outside the +3¢ pion band. Therefore the pions
arereatively uncontaminated by the kaons, and vice-versa. The fraction of pions near the center of
the pion region, (0.995 < 1/5 < 1.01), that fail to fire the GASC is 1.5%, and isfairly flat in 1/3
over the width of the pion region. A similar examination of the pions uniquely identified by TOF
as afunction of momentum shows that the fraction of these pions firing the GASC asafunction of
momentum is independent of momentum. Since the fraction is flat in these two views, | assume
that it isflat throughout the kaon overlap region aso and use that to cal cul ate the contamination of
kaons.

The seriousness of the pion contamination depends on a few things: the relative abundance of
pions and kaons, the fraction of the data that depends on the GASC for identification, and whether
the contaminationisaflat function of (y,m ). For instance, if the 7/K ratio were 100:1 and 1% of
the pions were misidentified as kaons, half the identified kaons would actually be pions. At back
angles, where only a small portion of the m distribution requires the GASC, even this degree of
contamination makes little difference to the extracted m  slope, or the dn/dy. However, above
y ~ 1.8, where dl of the kaon datarequiresthe Cerenkov information, thiswould have a bi g effect.
In addition, if the contamination is not uniformly distributed in m  , it will change the slope of the
m, distribution. Much of the 5° kaon data depends completely on the GASC, so the following
corrections have specia significance for that spectrometer setting.

Since only the pions in the overlap region can be misidentified as kaons because of the GASC,
| plotin Figure 4-6, theratio of all kaonsto pionsin the overlap region multiplied by the 1.5% that
are expected to be misidentified, as a function of momentum for Si+Au minimum bias data taken
a 5°. At threshold (~1.8 GeV/c), there is no overlap of pions and kaons (at the 3¢ level), so no
contamination. As the momentum increases, the contamination becomes more and more severe,
rising to as much as ~30% for K~ and ~10% for K*. The same correction is applied to both the
Si+Al and Si+Au data.

453 CorrectionsApplied to Data

To assemble the two effects, multiparticle kaon masking and pion contamination, into a single
correction for the kaon data, define two quantities, C'xr and C'; as the fraction of true kaons and

pionsthat firethe GASC. (i referstoall the true kaons above the w-K momentum separation limit,
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while ' only refers to the true pions above that limit that are in the region of 1/3 versus p that
overlaps with the kaons. Thisis done because those are the only pionsthat could possibly become
kaons if the GASC fails to fire. As discussed above, C'x is primarily a function of angle, while
(' isaconstant 98.5%. Using these quantities, we can express the number of measured kaons and

pions, K,,, and 7, in terms of the true numbers of kaons and pions, K; and 7; as
K =(1-C)Ki+(1-Cr)my (4.16)
and
Tm = CxKi 4+ Crmy. (4.17)
Substitute Equation 4.17 into Equation 4.16 to give

1-C;

K = (1-Cg)Ki + o

(mm — CrKy), (4.18)

Solve for the number of true kaons,

CKp — (1= Cr)mp

K, = ,
' C(1-Ck) - Cr(1-Cy)

(4.19)

and rearrange to put thisexplicitly in term of quantities (e.g., 7., /K,,) that we have just determined

1-C.« K,,C
K,=(1- Tom i : 4.2
: ( e, Km> Cr1= Cn) — Cn(1= o) (4.20)

The coefficient C'x is determined as afunction of TOF panel for 5° and 14° data, because these are
the two angle settings most affected by the GASC correction. At back angles, the pion spectrum
is softer, resulting in fewer pions above the 7-K threshold, and less of the kaon p distribution is
dependent on the GASC, making the effect of any correction less important. Because of this, the
effect of the pion contamination is neglected except for 5° and 14°. At the other spectrometer angle
settings, the effect of the kaon masking is set to a constant 5%. The fraction 7, /K,,, istaken from

the parameterization as a function of momentum shown in Figure 4-6.
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4.6 LVL2Trigger Biases

A biasin atrigger arises when the trigger has unaccounted for inefficiencies that are dependent on
some feature of the data. For example, one might design a trigger to reject events not containing
kaons, but find that it also rejected events with more than one particle in the spectrometer. Since
the probability of having two or more particles in the spectrometer should be correlated with the
overal multiplicity of the event, you may wrongly conclude that there is a dearth of kaonsin high
multiplicity events. When using any trigger, one has to worry about such sources of possible bias,
and the LVL2 trigger is, of course, no exception. However, there are two features of the LVL2

trigger that make checking it for bias somewhat difficult.

e First, the LVL2 veto is not a smple trigger. It is not just a discriminator threshold on an
analog signal, but uses a wide variety of input data and makes a complicated calculation to

determine whether to reject an event.

e Second, the LVL2 trigger is a very selective trigger. To check the trigger for biases against
kaons, you have to look through untriggered data, identify kaon-containing events and see if
there are any systematic problemsin the decision that the trigger would have made for those
events. Therarity of kaons means that you will necessarily have poor statistics for this type

of search, and you may not be able to identify problemswith a great deal of certainty.

In order to study the efficiency of the LVL 2 trigger, runswere taken inwhich the LVL2 decision
was recorded but not allowed to actually determine whether or not the event was kept. Using these
veto out runs one can plot the number of events that contain kaons but would have been rejected
by the LVL2 trigger. In two such runs, 10884 and 10885, 988 events containing at least one kaon
were found by the offline combination of AUSCON and PICD. Of these, 15 events had the veto
bit in trigger word 2 set, indicating they would have been vetoed by the LVL2 trigger, and these
events were further examined using the event display, EDISP. Plotting the tracks of the kaons, the
hits corresponding to the kaon were located in the event and checked to see if any reason could be
found for the trigger rgjecting the event. Three events were found to be missing trigger chamber
information and were eliminated from the sample. The LVL2 trigger cannot make allowances

for missing trigger chamber hits, so the reason for the discrepancy between the offline and online
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decision in these three eventsis clear. The loss of particles due to trigger chamber inefficiency is
an issue separate from losses due to decisions made by LVL 2 trigger, and is not counted asalLVL2
trigger bias.

Thedistributionin momentum versus mass of the remaining twelve eventsis shownin Figure 4-
7. The open symbols show the offline determination of mass and momentum, given the track as
reconstructed by AUSCON and the time-of-flight recorded in the LVL1 TOF banks. The filled

symbols show the mass and momentum cal culated using the LVL2 emulator. The straight linesin
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Figure 4-7: Online and offline masses for rejected kaon events. The LV L2 trigger accepts events
when the online calculation of the particle mass lies within the region marked as LVL2 cuts,
positioned about the nominal kaon mass of 0.494GeV/c?>. The open symbols are the masses for
kaons cal culated offline by AUSCON, the filled ones are calculated in the same manner as is done
inthe LVL2 trigger. The straight lines are the momentum versus mass cuts used online, the curved
lines show two sets of PICD-type 1/ versus p cuts. Theinner set (labelled “PICD” cuts) are for a
TOF resolution of 120 ps; the outer ones are for aresolution of 150 ps.
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Figure 4-7 represent the online p versus m cuts used in the LVL2 trigger. The cuts for these runs
accepted masses between 0.350 GeV/c? and 0.700 GeV/c? up to 2.5 GeV/c; above that momentum,
all masses were accepted. The cuts are placed asymmetrically about the nominal kaon mass of
0.494 GeV/c? because the mass of the pion is fairly close to the mass of a kaon, and the cut had
to be pulled in slightly compared to the placement of the cut on the proton side of the massregion
to avoid swamping the trigger with pions. The curves in the figure represent what the PICD type
1/ versus p cuts for two different choice of intrinsic TOF wall timing resolution look likein LVL2
decision space. The narrower flaring cuts about the kaon mass correspond to an intrinsic resolution
of 120 ps, thewider cuts 150 ps. The PICD cuts are also asymmetric, especially at higher momenta,
because the effect of timing jitter on a calculated mass is not the same for positive and negative
shiftsin the timing.

Some of the points shown in Figure 4-7 may be the result of a misidentification of the kaon in
the offline analysis, rather than afailing on the part of the LVL2 trigger. Two such problematic
events are shown in the following figures. A plan view of the detectors behind the magnet is shown
in figure 4-8 for event 24996 of run 10885, a 2kG B polarity run at 14 degrees. The upper of the
two tracks was identified as a kaon by the offline software, but not by the LVL 2 trigger. A scenario
consistent with the diagram shown is that the upper track decayed between T4 and TR2, with one
of the decay products producing the TR2 and TOF hits just above the two tracks. The TOF dlat
pointed to by the reconstructed track probably belongs to the lower track, which was reconstructed
as a proton both by the online and offline algorithms. In this case, the LVL2 trigger was probably
correct in not finding akaon in the event.

A plan view of the detectors in front of the magnet is shown in Figure 4-9 for event 13004 of
the same run. Here the reconstructed target positionisnot at + = 0 asis assumed in the LVL2
trigger, but at = = 1.8cm. Thisdifferencein target position changes the momentum of the track and
therefore the calculated mass. Though it doesn’t show in the figure, the hitsthat AUSCON used to
verify the track from behind the magnet actually look as though they come from the beam pipe, not
the target. Calculating the mass of the track using utilities available inside EDISR, it appears that
it ismost likely an electron, but the apparent misassignment of hits has stiffened the track, raising
the momentum and the mass, making it appear to be a kaon. Events like these are difficult to cal

LVL2 trigger problems, and are more properly lumped in with a systematic error due to improper
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PLAN VIEW OF SPECTROMETER 13/ 1o
Run 10885 Fvent 24996  Run date: 11-APR-1992 Tifye 0:27.5
@er Word 1: 20 ( SPEC ) Meod 128
Trigder Word 2: 66 (INT TMA SPEC1 SPEC2)
[Trigger Word 31 13 ( ROF*ROF SPEC VETO CC VETO )

Figure 4-8: Possible decay masguerading as a kaon in the offline analysis. Shown in the figure
from left toright are T3, TR1, T4, TR2 and the TOF wall. The upper track in thisevent iscalled a
kaon by the offline analysis code, but the veto bit for the event was set by the LVL2 trigger. The
struck TOF dlat appears to be used for both tracks. A more likely interpretation is that the upper
track decays after T4 sending a decay particle toward the upper right of the figure and generating a
hit on TR2 and the TOF wall.
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(Z PLAN V\EW OF SPECTROMETER 94
Run 10885 Time O 20/ é

Fvent 3004  Run date: 11-APR—-1992
Triggef Word 1: 20 (SPEC ) Method 128
Triggdr Word 2; 66 (INT TMA SPEC1T SPEC2)
Triggkr Word 3: 13 ( ROF*ROF SPEC VETO CC VETO )

Figure 4-9: Reconstructed target position creating kaon. Shown in the figure from left to right
are T1, the TPC and T2. The nearly horizontal line across the figure is the projection of a track
back toward the target (located at the intersection of the two oblique lines at |eft). The projected
target location is off by 1.8 cm which causes the online and offline determination of the momentum
to differ significantly. The LVL?2 trigger does not identify the track as a kaon, which the offline
analysis does.
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reconstruction. If we eliminate such events from the sample, we are left with only ~4-5 events
out of the 988 original events in the two runs that could be considered LVL2 failures. Thisis a
systematic effect of ~0.5%, so no attempt to correct the datawill be made.

Asisshownin Figure 4-7, thereisaroughly triangular region where the 150 psintrinsic timing
resolution 1/ 3 versus p cuts are wider than the online mass cuts. Particles that fall into this region
will be rejected by the trigger, but would have been identified as kaons by the offline analysis.
To determine the magnitude of the bias this introduces in the kaon spectra, take Gaussian timing
distribution of kaons whose width at a particular momentum is calculated, as in the PICD code,
as a summation in quadrature of an intrinsic timing resolution, a momentum independent spatial
resolution, and a momentum dependent multiple scattering contribution. Integrate this Gaussian in
1/ from a value corresponding to the LVL2 mass cut out to 3o. If we divide this by the integral
between 4+ 30, we obtain the fraction lost. The result is shown in Figure 4-10. The peak of this
distributionisat 2.5% at 2.5 GeV/c (abovewhich al particlesare kept), and quickly fallsoff at [ower
momenta. If this distribution is convoluted with a normalized momentum spectrum and integrated,
the total fraction of kaons lost is determined to be 0.2%. These numbers represent a nearly worst
case. The LVL2 mass cuts shown here do not open up until 2.5 GeV/c. For much of the datataking,
these mass cuts open up at 2.0 GeV/c, instead of 2.5 GeV/c, which reduces the mismatch of the1/3
cuts and the mass cuts to nearly zero.

The result of this analysisis that the LVL2 trigger appears to throw out no more that 2.5% of
the kaons at any value of momentum, with the integrated number over all momentamore like 0.2%.
This is to be compared with the 0.5% actually counted in the data, which given the statistics are
entirely consistent with one another. Even though this bias is momentum dependent, it is small
compared to other sources of systematic error, and no correction factor due to this bias will be

applied to the data.

4.7 Spectrometer Acceptance

The calculation of the phase space acceptance of the spectrometer used in the present analysisis
based on an analytic approach devised by Charles Parsons and Brian Cole, which | have extended
so that it istied directly to the chamber geometry constants used in the rest of the analysis. If one
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Figure4-10: Expected fraction of kaon eventslost dueto overlap of a150 pssigmaGaussiantiming
distribution with the online mass cuts used in the LVL 2 trigger. See text for more details.
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makes a magnetic thin lens approximation, all of the bend in a particle’s track takes place at the
midpoint of the effective edge field, and this simplifies the description of a trajectory to a straight
line starting at some origin, akink in the middle of the magnet, and a straight trajectory through the
rest of the spectrometer. An analytic expression for a condition on the initial and final trajectories
can be found, given that the track isrequired to passinsidethe = dimension of the chambers and the
TOF wall. The region of intersection of the constraints imposed by al of the detectors represents
the acceptance. Details of the procedure are described in Appendix D. The only provision made
for including the constraints on the acceptance introduced by the GASC isto restrict the TOF wall
acceptance to slats 20 to 150. Figure 4-11 showsthe TOF dlats struck by particles that also fire the
GASC, showing that thisis a reasonable cut.3

For the cross section analysis, the acceptance as a function of (y,p1 ), (y,my), or (p,8) is
precalculated and stored in histograms, where the number in each bin represents the fraction of
the particles in that bin that are inside the acceptance. These histograms are then used to assign
bin-by-bin weightsto similarly binned histogramsof raw or decay corrected counts. The acceptance
depends on the angle setting of the spectrometer, the magnetic field and the location of the beam
spot, so a pass through the runsis made and anew acceptance histogram is generated whenever one
of these quantities changes (the threshold for beam spot location changing is 1.5mm). Figure 4-12
showsthe total acceptance for kaons. The acceptance extendsto low p, (down to about 100MeV/c
near mid-rapidity) in part due to the significant amount of 2kG low field and 5° running that was

done.

4.8 Trigger Conditions

This section discusses the triggers (BEAM, INT, SPEC and LVL2) that were used to select the
events studied in thisthesis. The systematic variationsinthe INT trigger are then examined in some
detail, and a problem with the Au 2% data is pointed out. The performance of the LVL2 trigger is
also discussed.

3n.b: Thefirst panel of TOF slats (1-16) was not instrumented during E859.
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Figure4-11: TOF dat for tracksfiring GAS(V:.VThefiduciaI acceptance for all momentaisrestricted
to slats 20-150 so that tracks outside the GASC are not accepted. The spikesin the histogram arise
because every 16th dat istwice aswide as the others.
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Figure 4-12: Kaon y — m, acceptance, including the extended momentum range given by the
GASC. Thelow m, acceptance arises because the 2kG magnetic field setting was used for a
significant fraction of the single-particle kaon data collection. The upper right hand edge of the
acceptance is due to the upper momentum limit for which kaons can be separated from pions.
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481 BEAM and INT Trigger

The most fundamental trigger in the experiment is BEAM—all other triggers requireit. BEAM is
set when a particle of the proper charge isincident on thetarget, and it isformed from the following
combination of beam counter signals, where PRE is set if the beam particle was preceded within

100 ns by another particle (see Section 3.1.2 for definitions)

BEAM = UDEW A BTOT A BTOF A HOLE A PRE (4.22)

If BEAM is set, but another particle follows within 14, the FOLLOW bit is set. All eventsin
which PRE is set are automatically dropped by the DAQ, and all eventsin which FOLLOW is set
are later eliminated from further analysis. Additiona offline charge cuts on the beam counters,
12.0 < Zgtor < 16.0and 11.7 < Zgtor < 16.5, were used to further clean up the beam. During
typical single particle data collection, the DAQ scal edowns were set so that about 5% of the events
written to tape were BEAM events. Since the beam scaler which counts the total live beam for
the run doesn’'t know about these later cuts, the amount of beam that it records is scaled down by
the fraction of BEAM events which are found to pass both the FOLL OW and beam counter charge
cuts. A cut on thisfraction, caled CBEAM in much of the cross section code, is made during the
offlineanalysis, and runsin which CBEAM islessthan 60% are discarded. Thisisalooser cut than
was used in earlier analyses, but as the high beam rates and poor beam structure have increased the
number of FOLLOWS from 5-10% during E802 to 15-25% during E859, some relaxation of the
cut was necessary.

The INT trigger isused to select events that have had an interaction in the target. It isdefined as
aBEAM event that also shows alow signal in the bull’s-eye, indicating aloss of charge on passing
through the target,

INT = BEAM A BE. (4.22)

Figure 4-13 shows the bull’s-eye charge distribution for S+Au3% events for INT and BEAM
triggers.

Thehardware cut on thebull’s-eye signal isset manually on thefloor by adjusting adiscriminator
threshold on the bull’s-eye phototube signal and corresponds to aloss of ~1.4 units of charge from

the beam peak of 14 units. During E802, the width of the beam peak, as measured by the bull’s-eye
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Figure4-13: Bull’s-eye chargedistributionfor BEAM and INT eventsfor Si+Au 3% data, showing
the location of the beam peak at 14. The plain histogram shows the distribution for BEAM events,

while the hatched histogram shows the distribution for INT events. For these runs, the hardware

INT cutswas set at BFE = 12.6. The arrow indicates BFE = 11, where a software cut was placed

on the bull’s-eye distribution to study the consistency of the interaction rate.
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ADC, was about 0.4 units. Therefore, INT selected events more than 30 away from the beam. In
E859, the width of the beam peak in the bull’s-eye increased to 0.8 units, so that a cut at 12.6 is
only 1.50 away from the beam. This change in the width may be due to any number of things, but
one possibility isan additional source of noise, perhaps a ground loop, on theinput to the bull’s-eye
ADC. Since the cut sitsright at the edge of the beam peak, any drift in the cut can cause quite a
few more BEAM eventsto be called INT. This effect can be seen in the E859 data by looking at
the beam normalized bull’s-eye distributionfor INT events, shown in Figure 4-14, for two runs, one
taken during Feb91, the other during Mar92. The earlier run clearly showsthat INT has begun to
include part of the beam peak. The effect of the classification of so many beam particles as INT
eventsisreflected inthe INT/BEAM ratio for al targets, but isespecialy visiblein the empty target

runs since thereis so little strength in the histogram away from the beam peak.

INT Cross Section Consistency

Because thereisavariationin thecaculated INT rate, even with target out subtraction, asafunction
of time, there is a question of what interaction cross section to use for the different targets. These
are physically the same targets as used in E802, and the interaction rate of these targets has been
measured severd timesbefore[Blo90, Par92]. Asacheck of theanalysis, wewant to make sure that
we can reproduce the rates measured before. Determining theinteraction rate for the varioustargets
used in the analysis begins by calculating the simpleratio of the number of INT events (correcting
for the scaledown) to the total beam for the run. However, INT events are generated even when no
target isin place, and this contribution to the ratio must be taken into account. During most of the
Feb91 and Mar92 running period, atypical target out contribution amounted to 0.9% interaction per
beam particle. Thisisnearly the samerate asthe thinnest target used in thisanalysis, Au 1%. Inthe
early part of Feb91, however, arate of over 1.0% was more typical. As discussed above, the INT
trigger depends crucially on the discriminator threshold set for the bull’s-eye phototube signal's, and
thehighratein Feb91 appearsto have been dueto adifferencein thethreshold setting. Thisisshown
in Figure 4-14. A changing INT rate complicates the target out correction, however, so atighter
software cut was applied to the bull’s-eye charge spectrum to make the INT rate more uniform.
The cut was placed at 11.0 units of charge. The effect of this on the target out INT/BEAM rate is

shown in Figure 4-15. In the figure the rate is shown for al empty target runs and as a function of
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Figure 4-14: Bull’'s-eye charge distribution for INT events in empty target runs. The horizontal
axisisin units of charge. The plain histogram is the distribution for run 9895, taken early in the
Feb91 run, the hatched one for run 10719, taken midway through the Mar92 run. The distribution
for run 9895 shows that INT includes quite a bit of the beam peak, which would be centered at 14
with asigmaof 0.8
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different cuts on the bull’s-eye charge spectrum. The early Feb91 runs show an INT/BEAM rate of
1.1% dropping to 0.9% by the end of the running period. Thisvariation in the early runs disappears
entirely when the software cut is applied, with the rate a nearly constant 0.74%. A tighter software
cut at 10.0 units of charge, doesn't seem to have any further effect on the INT/BEAM variation.
Thedipinthe INT/BEAM rate near the end of the running period was due to a particularly bad 24
hour period of beam, and none of those runs, target in or target out, are used in the analysis. Thisis
discussed in more detail below.

INT Masking and the Au 2% Data

The INT/BEAM rate for the empty target runs near the end of the Mar92 running period show a dip
in the rate regardless of the cut applied. The drop in the rate may be an effect due to a combination
of high instantaneous beam rate and details of the timing of gatesin the bull’s-eye el ectronics. It
appearsthat it is possible for a BEAM particle which isnot also an INT to trigger a discriminator
in the bull’s-eye e ectronics whose width can overlap aclosely following particle. If that particlein
an INT, the bull’s-eye will appear to have fired, falsely classifying the second event asa BEAM and
masking the INT. Unfortunately, by the time this hypothesis was developed, the beam electronics
had been disassembled, making it impossible to check directly. Those people most familiar with
the setup of the electronics remain, on the whole, agnostics, but it seemsthe most likely explanation
for the observed behavior. The fact that the strange INT rate appears to last for a single 24 hour
period, coincidentally a Monday, may make the hypothesis even more plausible.

During that 24 hour period, &l of the E859 Au2% data was taken. A comparison of the
calculated Si+Au cross section for the Au 1%, Au2%, and Au 3% targets, which should all result
in the same value, shows the Au2% result low by ~20%, and with a large amount of dispersionin
the calculated value among the Au 2% runs. The Au 2% was taken under quite different conditions
than the rest of the runs used in the single-particle kaon analysis. It was taken as part of the 2K
correlation running, but with single K~ and p a so satisfying the LVL2 veto. In principle, it isvalid
to use thisdatafor K~ analysis, but as it seems to have serious systematic problems, it will not be

used in the present work.
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Figure 4-15: INT/BEAM for empty target runs. The horizontal axisisjust the ordina number of
each empty target run as it occurred in the data set. The first panel shows the rate when a software
cut on the bull’s-eye charge spectrum is placed at 12.0 units. There is a fair amount of variation
in the rate, especially for the Feb91 runs where the rate drops 18% over the course of the running
period. The second and third panel show this same rate for cuts at 11.0 and 10.0, respectively.
Already for acut at 11.0, al of the Feb91 variation has disappeared. Thedip in the rate for the late
Mar92 runs take place during one 24 hour period of exceptionally poor beam. No runs during that

period are used in the analysis.
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482 SPEC Trigger and LVL2 Veto

The spectrometer trigger, SPEC, and its associated second level veto, LVL2, are the key to the
present kaon analysis. Before E859, the SPEC trigger was the most selective, unbiased single
particle trigger available in the experiment. The SPEC trigger isalevel onetrigger made of a series

of coincidence requirements on several more basic triggers. The definition of SPEC is

SPEC = BEAM A TOF {AFO} {ATR1 A TR2}. (4.23)

FOistrueif any of thedlatsin FO ishit, and TOF istrueif any of the slats in the time of flight wall
is hit. Thetermsin braces were sometimes, but not always required. Part of the way through the
Mar92 run, TR1 and TR2 were included in the definition of the SPEC trigger. The reasoning was
that, sincethe LVL 2 veto will regject events with no hitson either of TR1 or TR2, no additiona bias
wasintroduced by requiring TR1 and TR2 in thelevel onetrigger. It also alowed the SPEC trigger
to take advantage of the trigger chambers to improve its selectivity.

The LVL2 veto is used to regject SPEC events that don’'t meet further criteria. Many different
configurations were used for the LVL2 veto (see Appendix C for terminology), and only runs
taken with certain configurations of the trigger are appropriate for certain analyses. The standard
RUN_INFO database entry made for each run does not contain specific enough information to
separate runsinto the appropriate analysis categories, soasimple ASCII text file, RUN_TY PE.DAT
was assembled with a numerical run type identifier put in by hand for each run from data recorded
in the run sheets. The header of that file reads

I The known run types are:

! 0: Unknown, bad, or not kaon run
K+K- (i ncludes p-)

K- (i ncludes p-)

K+

NoPI D

K+K- veto out

K- veto out

N g s bR

K+ veto out
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! 8: Kaon run, but unknown trigger condition.
! 9: P- dedicated

This file is parsed by a routine of the same name and the run identifier is then used in the cross
section analysisto guarantee that the only the intended runs are used at each stage in the analysis.

The types of mass and momentum cuts for each of these triggersis shownin Table 4.3.

General Name | K™ MassRange | K~ MassRange | Maximum PID Momentum
KTK~ 350-700 MeV/c? | 350-1300 MeV/c? 25GeV/c
K~ N/A 350-1300 MeV/c? 25GeV/c
K+ 350-700 MeV/c? N/A 25GeV/c

Table4.3: LVL2 Mass and Momentum Cuts

The figure of merit used for the LVL2 veto is therejection factor, R, which for the current data

set isdefined as
Npvia
R =
Npvio

(4.24)

where Ny 1 isthenumber of LVL1 triggers, and Ny 2 isthe number of LV L2 events accepted. Of
course, Ny 1 should only include those LVL 1 triggers subject to the LVL2 veto, primarily SPEC
triggers. The rejection factor varies depending on the exact running conditions from about 3 for
Si+Au at 5° for aK+tK~ trigger, to about 70 for Si+Al at 44° for the same trigger. The very high
rejection factors at back angles are not actually that useful, since atrigger isonly useful if it allows
you to increase the intensity of the beam, and we could not raise the beam to take advantage of the
extreme selectivity of the LVL2 veto at back angles. Radiation safety limits kept the beam below
2 x 108 ions/spill, and at the back angles it sometimestook 3 hoursto fill atape with events. If we
had it to do over again, constructing aless restrictive trigger requirement for the back angles, using
aNOPID LVL?2 veto for example, might have improved the physics throughput of the experiment.
Table 4.4 liststhe rejection factors typical of the E859 data taking.

Even withthe LVL2 veto, the fraction of accepted events that actually turn out to contain akaon
in the offline analysisisfairly small. Thefact that events without kaons can mimic kaon-containing
ones, a least in the eyes of the LVL2 veto, limitsthe ultimate selectivity of the trigger.

An anaogy that we found useful when trying to understand the behavior of the LVL2 trigger is
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System | Angle | NOPID | K+K~ | K+ | K-
S+Au | 44° 12 25 70
34° 1.2 13

24° 1.2 7 25

14° 1.2 4 14

5° 20 | 25
S+Al | a4 12 20

34° 1.2 15

24° 1.1 10 32

14° 1.1 7 20

5° 24 | 27

Table 4.4: E859 singleparticlergection factors. The NOPID configurationisjust atracking trigger
with no particle identification requirements. The K+K~ and K~ configurations almost always
included p aswell. Entries are only filled for configurations that were actually used.

of two resistorsin parallel. The analog of current is the flow of events through the trigger to tape,
and the resistance is provided by the selectivity of the trigger. A very selective trigger presents a
high resistance to writing events to tape; a low selectivity one passes events to tape easily. The
rate at which undesirable events are able to mimic desired ones establishes the significance of the

second resistor in the net
1 1 1

=+
R Rrea Rrake

(4.25)

It does not do any good to select events that are rarer than therate at which ordinary eventsare able

to fool thetrigger.

4.9 Invariant Cross Sectionsand Yields

This section discusseswhat a cross section isand how it is cal culated in the present work. Consider
particles emerging from an event.* Discretize thefinal state momentum space and count the number
of particles of type i that appear in each dp bin. That number is the differential yield, d3n; /dp®,

for species:. Itsvalue will depend on how we select events; central events tend to produce |ots of

“This section is modelled after the discussionin the review article by Ole Hansen [Han90].
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particlesand so have large differential yields, while peripheral events have much smaller differential
yields. If events are selected by exactly specifying the final state, the measurement isexclusive. If
events are selected without any requirements on the final state, except the detection of a particle
of type ¢, the measurement isinclusive. The middle ground, selecting events with an incomplete
specification of the fina state, is a semi-inclusive measurement. The kaon production results
presented here as a function of cuts in the event multiplicity are semi-inclusive measurements.
Taking the differential yield and integrating it over all momentum space gives the total yield of

species: in the event

3. (4.26)
If we repeat the measurement for an ensemble of NV events we obtain the average yield per event

1 [ d%;
D= “d3p.
=5 )t

(4.27)

Though thetotal yield isa L orentz scalar, the number per momentum volume element, d°n; /dp3, is
not and depends on the frame in which it is measured. To rewrite thisin a Lorentz invariant form,
begin with the explicitly invariant four-momentum volume element d*p and use a delta function
§(pHp, — m?) to restrict the four-momentum to the mass shell. The delta functionis also Lorentz
invariant since its argument is invariant. Using the relation 6( f(z)) = >, mé(ag — z;) where
{z;} istheset of zerosof f(z)[CTDL77], thiscan be rewritten as

/d4p §(p'py —m?) = /d4p 8(E? — p* — m?)

d3p
= — 2
>F (4.28)

which shows that the combination d°p/ E is aLorentz invariant. Equation 4.27 then becomes

(ng) = 1 d®n; d°p
MIEN ) A B

(4.29)

Thenext step isto expressthisintermsof thevariablesusedintheanalysis. Changefrom(p,, py, p-)

to(y, pL,¢)andusetherelations ¥ = m, coshy and p, = m  Sinhy to write the Jacobian of this
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change of variables as

dpzdpydp. = pidpidedp,
= purdpidobdy. (4.30)

Thisleadsto afinal expression for Equation 4.27

1 d®n; d®p
= N P

_ 1 z d3n; Ep,dpdyd¢

N Epidp,dydo E
- dn; dp, dyd 431
= /pLdpLdydqprpLy(b' (4.31)

The quantity
prdpidydd

is the invariant yield [Bak]. In the present work, we do not measure the reaction plane of the
collision, and assume that after many collisions, the azimutha angle dependence of the invariant

yield is averaged over, leading to the double differential expression

dn(y,pi) = 5 (433)
Pt 2rpydpydy’ '
Using thereationp, dp, = m,dm,, theinvariant yield may also be written as
d3n;
LI 4,
d (y7mJ_) Zﬂdedey ( 34)

The invariant cross section can be calculated instead if the number of produced particles is
normalized by the target thickness and the incident beam flux instead of number of events. The
differential crosssectionisproportional to the probability that an event will produce a particle of the
desired type in the specified momentum region. The invariant yield has an advantage in situations
where thetrigger cross sectionisnot known terribly accurately. In E859 many differentia yieldsare
reported as anumber “per central event”, for instance. If the cross section for a central event iswell

known, then thedifferential crosssectionfor the production of theparticle may be cal cul ated [Par92].
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In calculating the invariant cross sections and yields from the data, the following expression
based on Equation 4.34 is used [Bl090]
1 N(y,my)ace(p,b,¢) wgt(p, L,1)

= 4.
dn(yva_) 27 my Nevents d@/ de_ ’ ( 35)

where N (y, m ) istheactua number of identified kaonsfound ina(y,m ) bin, 1/acc(p, 8, ¢)is
the fraction of the full 2z azimuthal range accessible to the particle, and wgt(p, L, ¢) is a weight
assigned to the particle, which, among other things, includes a decay correction factor for aparticle
of type : travelling a distance I with momentum p. This factor, and the effect of absorption are
determined using the E859 Monte Carlo. The weight also includes a factor for reconstruction
and particle identification efficiency and a factor accounting for the efficiency of the GASC(see
Section 4.4). The number of events, N.,..:s, that satisfy a particular trigger is calculated by
specifying the cut for the trigger as a fraction of the total inelastic cross section for the target and
then multiplying this fraction by the target cross section and the amount of beam collected for the

run.

49.1 Matching Datafor Different Target Thicknesses

For each of the Si+Au and Si+Al data sets, targets of two different thicknesses were used. For
the aluminum data the two targets had thicknesses of 817 mg/cm? and 1630 mg/cm?. For the gold
data the two targets were 944 mg/cm? and 2939 mg/cm? thick. In calculating yields, the data is
normalized directly to the beam, meaning that the number of events in the denominator of the
expression for theinvariant yield, Equation 4.35, is determined by multiplying the amount of beam
for therun by thetrigger crosssection, whichin turnisexpressed asafraction of theinteraction cross
section for the target. Therefore to get the proper matching of particle yields throughout the entire
data set, it isimportant to make sure that the interaction cross section for the two target thicknesses
are consistent with one another. In other words, if you determine that the 2939 mg/cm? gold target
represents a 3% target, meaning that it produces atarget out corrected INT/BEAM rate of 3%, the
944 mg/cm? target had better be very close to a ;9;4; x 3% = 0.96% target. Thisis especialy
important since the choice of target when taking data was correlated with the spectrometer angle;

thick targets were used at back angles where there are relatively few particles in the spectrometer
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to increase the rate of events, thin targets at forward angles (where the mgjority of particles are) to
keep the rate low enough that the DAQ can keep up. Thisalso leadsto acorreation in rapidity and
m . Particularly for the gold data, the forward rapidity m spectragetstheir low m  contribution
from the 944 mg/cm? target and their high . contribution from the thicker target.

To measure the interaction rate for a target, count the number of INT events, multiply by the
INT scaledown, divide by the amount of beam for the run, and then subtract off the empty target
interaction rate. If thisis done for the E859 data, quite a bit of variation in the rate is seen as a
function of run number. Since the target thicknesses haven't been physically remeasured since the
BNL target group produced them for the first E802 run in 1986, there was some concern that the
variation might be due to nonuniformities in the target thickness, and that as the beam impinged
on different regions of the target in different runs, there would be more or less material for the
beam to interact with. The thinnest gold target is only about 0.5mm thick, so 10% variationsin
the interaction rate can be accounted for by 50 um variationsin thickness. However, the interaction
rate is also determined by where on the bull’s-eye signal the INT discriminator isset, and it is easy
to imagine that the output of the bull’s-eye phototubes might sag during intense beam, leading to
variations in the interaction rate. If atight software cut on the bull’s-eye distribution is made, the
resulting definition of INT should be insensitive to slight sagging in the phototube output. If the
interaction ratefor thisINT definitionis plotted for empty target runsfor afew choices of bull’s-eye
cut, the resulting rate becomes quite stable (see Figure 4-15). Thisis consistent with the variation
in interaction rate being due to variation in the INT definition.

Severa authors have directly measured the interaction cross sections for the different tar-
gets [BI090, Par92], and as a check on the consistency of the data, | will too. To check the
target-in interaction rate, a set of runs from a period during the Mar92, runs 10510 to 10600, was
selected. Over the course of these 90 runs, all of the different targets in the single-particle kaon
analysis,including two empty target runs, were used (Au 2% is an exception, but see Section 4.8.1).
Using these runs reduces the chance of systematic errors due to large changes in the fundamental
INT rate. Figure 4-16 shows the INT/BEAM rate, with no target out subtraction, for the runs
during that period. The dotted linesarefits to the datawhich we can use to compare different target
thicknesses. Of course, the cross section per scatterer for targets of the same material should agree.

Table 4.5 shows a comparison for the different targets when the target out rate is subtracted from
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Figure 4-16: Interaction ratesfor a series of runsin Mar92, used as a check of the constancy of the
target cross section. Plotted isthe number of INT events divided by the amount of beam, taking the
appropriate scaledowns into account. Nominaly, this should be constant. However, variationsin
the INT cross section, due perhaps to sagging in the bull’s-eye phototubes, causes variations in the
rate measured.
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thetarget in rate and theresult, f, is converted to a cross section per scatterer via

cS

f(ﬂ)_l@ g mole mb
cm? g mole6.02 x 1023 cm?

_ f(mg)_l g ! (4.36)

cm?2 mole6.02 x 107"

Good agreement is seen, assuaging fears of warped targets, but the actual target thickness used in

the analysisis taken from previous measurements, in order to avoid trivial differencesin theyields

reported.
Target | mg/cm? | INT/BEAM | Corrected INT/BEAM | oiit” (mb)
Empty 0.0090
Al3% | 817 0.0340 0.0250 1370+ 5
Al6% | 1630 0.0599 0.0509 1399+ 5
Aul% | 944 0.0196 0.0106 3678+ 12
Au3% | 2939 0.0424 0.0334 3727+ 13

Table 4.5: Interaction rate consistency check. The measured interaction rates for the different
targets used in the single-kaon analysis are shown, as is a target-out interaction rate for the same
running period. The empty target rate is subtracted from the target-in rate to give the values in
the fourth column. Using the target thicknesses, these values are converted into silicon-nucleus
interaction cross sections, which for thetwo thicknesses of gold differ by lessthan 3%, the aluminum
values by less than 1%.

410 TMA Data Analysis

This section discusses the analysis of the TMA, the principal event characterization detector used
in thisthesis. Using the TMA, the variation in kaon production can be examined as a function of
multiplicity, and indirectly, as a function of centrality. Later, in Section 4.11 the average number
of projectile participants for each of the TMA cuts discussed here will be determined, correlating
the TMA and ZCAL, and allowing the study of kaon production as a function of the number of
projectile participants. This section addresses several issues concerning the TMA, in particular
questions about the response of the TMA to the high intensity beam of E859, how corrections to

the multiplicity spectrum are made for empty target contributions, and how cuts on the multiplicity
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distribution are made.

4.10.1 General Featuresof TMA Distribution

To orient the reader, Figure 4-17 shows the beam-normalized multiplicity distribution seen in the
TMA for INT eventsfor the Si+Au 3%, Si+Al 3% and empty targets used during taking data for the
single-particle kaon runs. The genera outline of the TMA response can be understood by keeping
in mind that the number of pions, and hence most of the produced particles, scales approximately
with the number of binary collisions suffered by the projectile and target participants [Blo90].
Consistent with a geometry-dominated view of heavy-ion collisions, most of the cross-section is
peripheral, leading to very few particles in the TMA, which accounts for the large cross section
near zero multiplicity. The Si+Au distribution shows a broad, gently sloping region over the mid-
multiplicitieswhich arises because the amount of the gold nucleusthat the silicon projectileinteracts
with increases only slowly with decreasing impact parameter once the impact parameter is small
enough that the silicon nucleus is completely occluded by the gold. Thisleads to a slow increase
in the number of binary collisions and consequently a slow increase in the multiplicity. In striking
the aluminum target, a nearly symmetric collision for the silicon projectile, the amount of overlap
increases rapidly with decreasing impact parameter, for all centralities, so there is no broad region
similar to the gold. A central Si+Au collision produces many more particles than a central Si+Al
collision, so the gold distribution extends much farther out in multiplicity. In fact, empty target
reactions often produce higher multiplicitiesthan the duminum target, leading to alarge target out
correction for the aluminum data. If one were to compare this distribution with similar ones shown
in a number of E802 papers, it would be quickly seen that the maximum multiplicity shown here
is significantly lower that during E802 [Par92]. Asdescribed in Section 3.2.1, several panelswere
removed from the TMA during E859, and this has reduced the maximum multiplicity seen in the
TMA for Si+Au 3% from about 240 to about 160.

Themultiplicity distribution for the Si+Au 3% data extends to values about 10-15% higher than
for the Si+Au 1% data. One thing which might be expected to account for thisisthe differencein
the production of 4-electrons for targets of different thicknesses. The thicker target will produce

more é’s, and this will consequently shift the TMA distribution out. The number of delta electrons
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Figure 4-17: TMA distribution for INT events for the different targets used in taking the E859
kaon data. All distributions have been divided by the amount of beam, taking the INT and BEAM
scaledowns into account. The broad, gently sloping mid-multiplicity region for the gold targets is
because of the slow change in the amount of the gold nucleus that the silicon projectile has to pass
through once complete overlap has occurred. Note that the empty target TMA distribution extends
even beyond the aluminum target in TMA distribution.
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produced with energy greater than alower kinetic energy threshold F1 is[Gro90]

2
(0.3071 eV cm?g™?) %% P (4.37)

lz

where z is the thickness of the material, Z and A and p are the charge and mass number and mass
density of thetarget. The charge and velocity of the projectile are denoted by = and 3, respectively.
We use a kinetic energy threshold of 25MeV for a particleto makeit out of the target assembly and
into the TMA [Abb90]. Since the number of §-electrons depends on the projectile charge squared,
most of the production will come from the passage of the initia silicon ion through the target,
rather than the passage of the produced particles through the rest of the target. This meansthat the
contribution of the é’s to the TMA signa have nothing to do with the charged particle multiplicity
or the centrality of the collision. Aslong as the number of é’sis small, however, and aslong asthe
TMA threshold is determined for each different target separately, this should be a small effect, and
no attempt is made to correct the TMA distribution for the number of é’s. The difference between
the TMA distribution for the Au3% and for the Au 1% targets, however, may be understood by
calculating the difference in the number of 4’s expected to be produced by a silicon ion passing
through each of the two targets. In athin target, the projectile should travel on average through
one-haf of the target, so there should be an excess of 6-rays produced in the thicker gold target
over the productionin the Au 1% target equivalent to a silicon nucleus completely traversing agold
1% of an interaction length thick. When reasonable values are put in Equations 4.37, the Au3%
produces ~10 more é-rays than the Au 1% target.

Another effect which could cause the TMA distribution for the Au 3% target to extend to higher
multiplicitiesis the additional conversion of the y’s from 7 decay into et e~ pairs. Each 7° can
giveriseto asmany as4 charged particles. Thissignal isrelated to the number of produced particles,
since the more 7%'s that are produced initially, the more et e~ pairs are created, which leads to a

larger signal inthe TMA.

4.10.2 RateDependenceof TMA Signal

The higher beam rates of E859 have led to concern about the possibility of instrumental pileup in

the TMA, which occurs when the signal seen in a detector from multiple beam particlesisrecorded
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as though it came from only one beam particle because the beam particles arrived within too short
atimeinterval. Thereis agate on the beam counters 100 nsec wide preceding and following each
particle to try and prevent this, but if the recovery time of a detector is much longer than this it
will still be vulnerable to pileup. Thisis not so easy to protect against, as the beam counters will
correctly record the passage of only one beam particle, but the detector will still have effects left
over from the last event. This could be the case with the TMA. Particles generating signalsin the
TMA leave ionization behind, which must dissipate before the TMA is ready for another event.
Thetime scale for this recovery can be estimated by using a drift velocity of 50 xm/ns over a drift
distance of ~1cm. Thisdrift takes 200 ns, so when beam particles begin arriving sooner than this,
there is a good chance that ionization will still be present in the cells of the TMA and may cause
extraneous hitsfor the second event.

Oneway tolook for thiseffect isto plot the TMA distributionsas afunction of theinstantaneous
beam rate, which can be obtained from the ungated beam counter clock and scalers which record
the time and total beam since the last beam particle, independent of whether or not the computer
was busy when that occurred. Figure 4-18 shows the instantaneous beam rate for a series of runs
near the end of the Mar92 silicon beam running. Though the average beam for these runs was about
8x10° particles/spill, as the figure shows, the distribution of rates is spread quite a bit. We can
plot the TMA distribution for the 25% of the events with the lowest rate and compare that to the
TMA distribution for the 25% of the events with the highest rate. Thisis shown in the upper panel
of Figure 4-19. The relative difference of the two distributionsis shown in the lower panel, and
within the statistics, there is no significant difference between the two. There is some structurein
the difference at the 10-20% level, but as thisis much smaller than the rate dependence seen in the
ZCAL, no attempt is made to correct the effect.

4.10.3 Determination of TMA Cuts

This section describes the procedure for setting cuts on the TMA multiplicity distribution corre-
sponding to a particular fraction of the interaction cross section. It seems that the best way to
explain how the multiplicity cuts are determined isto start by comparing it with the way that seemed
correct when we first started thinking about it. If you are trying to select events with in thetop X %
of the multiplicity distribution, it would seem that you should proceed as follows: Histogram the
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Figure 4-18: Mar92 instantaneous beam rate. This plot isfor a series of runs taken as part of the
27 running, near the end of the Mar92 run period, run numbers 11168-11188. The average beam
rate for these runs was 800-900k/spill, similar to the beam rates for the kaon runs.
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Figure4-19: Rate dependence of TMA for Feb91 data. The top panel showsthe TMA distribution
for INT events for low (< 0.9MHZz) and high (> 1.3MHZ) events. The bottom panel shows the
relative difference of the two distributions, (H — L)/((H + L)/2). A constant fit to the relative
difference is consistent with 1. There is some structure at the 10-20% level in the difference, but
no attempt is made to correct the data.
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TMA multiplicity for INT events, divide the histogram into a high and a low multiplicity bin such
that the high bin contains X % of the events and the low bin contains (1 — X )% of the events. The
TMA multiplicity dividing the two bins should determine the location of the cut. Unfortunately,
there are problems with this procedure. The first is that a target out correction needs to be made
to the multiplicity distribution. Events caused by collisions between the beam and something other
than the target can generate a significant contribution to the TMA distribution. The second problem
is that the very lowest part of the multiplicity spectrum (events producing very few particles in
the TMA) is the result of very peripheral events, and the number of very periphera eventsis very
sensitiveto the threshold on the bull’s-eye counter. If the threshold drifts down slightly, many more
BEAM events will be classified as INT events and will be included in the histogram. This will
inflate the distribution for low TMA and will consequently pull down the location of the X % cut.

Instead, the technique used to determine the location of the TMA cut is as follows. The TMA
multiplicity for INT eventsis histogrammed as above, normalized to beam (taking the BEAM and
INT scaledowns into account), and an appropriate empty target TMA multiplicity distribution is
subtracted. Theintegral of this histogram should be equal to the interaction rate of the target, up to
some uncertainty due to INT discriminator fluctuation. The predetermined interaction rate of the
target is multiplied by the fraction of the cross section desired and the histogram isintegrated down
from its high end until that amount of cross section isfound. The TMA value to which you have to
integrate determinesthe TMA cut. Inthe case of theauminumtarget, theintegration from the upper
end actually begins at the point where the histogram (with itstarget out contribution subtracted off)
hits zero. Thisis done to keep the target out contribution from affecting the TMA cut.

TMA Groups

The above procedure for determining the TMA cut can be performed run-by-run if there are enough
statistics to reliably make cuts on the TMA distribution. The scaledowns for each run were chosen
so that INT and BEAM events each accounted for about 5% of the events collected. For a full
run of ~40,000 events, this gives 1000-2000 INT events, which is enough to accurately determine
the TMA cut. Sometimes, however, the scaledowns were incorrectly set, resulting in too few INT

events, and sometimes runs were ended before a full tape’s worth of events could be taken,® again

50Often this was followed by pressing the black button. See Section 3.4.
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resulting in too few INT events. Because of this, a different strategy had to be followed. Runs
were classified into groups, where each group has ~5,000 INT events. Care was taken to segregate
different target and angle settings into different groups. The determination of good run groupings
requires afair amount of iteration, and the final run number ranges for the different groups used in
thisanalysisare listed in Appendix G.

Once the groups have been chosen, the procedure for determining the location of the TMA cuts
can be summarized in the following list. The first element in each item is the name of a COMIS

routine used inside of CSPAW to perform the task described.

¢ RAW NT: Histogram raw TMA distributionsfor all runs.

MIGRPAVG Form the average beam-normalized TMA distributionsfor empty target groups.

¢ | NGRPAVG Form the average beam-normalized TMA distributionsfor target in groups.

I NGRPSUB: For each target in group, subtract the contribution of an appropriately chosen
target out group.

GRPSUM Form running sums of the target in group averages by integrating down from the
high multiplicity end of the histogram.

Given the output of GRPSUM one can easily determine the TMA threshold to use for any desired
fraction of the cross section. Multiply the target fraction by the desired fraction of the cross section.
Find the bin in the running sum that just exceeds that value. The TMA multiplicity of that binis
the threshold to use. All events above that multiplicity are taken.

Statistics, Centrality and the Choice of Cuts

At thisstage, the actual multiplicity cutsto use on the data can be determined. Whatever other cuts
are made, the collaboration tradition is to report central results, where centra is defined as the top
7% of theinelastic cross section. For the TMA, this means events in the top 7% of the multiplicity
distribution, and the reason for this particular choice is that in the case of Si+Au, the inner 7% of

the cross section corresponds to impact parameters small enough to ensure complete overlap of the
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projectile and target given a completely geometric picture of the cross sections

1/3 1/3\ 2
(1.2>< 197 1.2x 28 ) 9.9%. (4.39)

1.2 x 1971/3 + 1.2 x 281/3
Other cuts may be made, however, limited only by the statistics available. Figure 4-20 shows the
TMA distribution for Si+Al and Si+Au events containing a K™ or a K~. The TMA distribution
shown should only be taken as approximate, since it is a combination of Feb91 and Mar92 data,
which as discussed above, have multiplicity distributions that differ quite a bit. However, itisa
good enough guide to the range of multiplicity cuts that may be reasonably made. The highest
multiplicity hatched area in each histogram, labelled TM A1, corresponds to the top 7% of the INT
cross-section. There are enough kaons in this cut to plot reasonable spectra, so using the statistics
in that cut as a measure, the other cuts, TMA2—4 have been constructed to have similar statistics,
for both S+Al and Si+Au.

Since the events with kaons are skewed toward central collisions, as can be seen in the figure,
the most peripheral cut that can be made on the data that still contains enough statistics to reliably
plot and fit spectrais the outer 60% of the inelastic cross section. In the case of Si+Au, using the
formular = 1.24%3fm to calculate the radius of each nucleus, the impact parameter of a grazing
collision is 10.6fm, and the outer 60% of the cross section corresponds to collisions with impact
parameters greater than 6.7fm. In the case of Si+Al, the impact parameter of a grazing collision
is 7.2fm, and the outer 60% of the cross section corresponds to collisions with impact parameters
greater than 4.6 fm.

4104 Consistency of TMA Cuts

Part of the difficulty in getting the TMA cuts consistent is that the cuts are based on a quantity
measured for INT while the data is plotted for SPEC events (most often with a LVL2 veto as
well). A run, or group of runs, with few INT events may have large statistical fluctuations in the
determination of multiplicity cuts, but those same runs may contain many kaons. Errorsin setting
the TMA cut for those runs could lead to large effects on the cross sections. In order to check the
quality of the TMA groups chosen, we can plot spectrometer integrated kaon counts for each run.

Thisis just the number of found kaons inside the spectrometer acceptance, with no correction for
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TMA Distribution for Kaon Events
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Figure 4-20: TMA distribution for events containing a K*. The data is a combination of Feb91
and Mar92, so the exact multiplicitiesshould only be taken as approximate, since the configuration
of the TMA was changed between the two runs. The highest multiplicity cut, TMA1, corresponds
to the uppermost 7% of the INT multiplicity spectrum. The other cuts have been designed to have
similar statisticsto the TMAL1 cut.
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decay or reconstruction efficiency at all. For all runswithin a spectrometer angle and magnetic field
setting, this number should be the same.® Often, after subdividing the data set appropriately, only
one or two runs fall into each category. Nonetheless, the spectrometer integrated counts for these
orphan runs can be compared to related categories to see if their values make sense. Figure 4-21
shows severa examples of the consistency of the integrated countsfor K* in Si+Au for the TMA1
cut. If any run isfound far outside what is statisticaly plausible, the group of whichitisapart is
examined to seeif the TMA response might have changed over the course of the runs making up

the group. If so, groups can by subdivided or rearranged.

411 ZCAL Analysis

TheZCAL isused to measure the remaining forward going energy of the beam fragments. Dividing
the ZCAL energy by the kinetic energy of the beam yields the number of projectile spectators—
those nucleons in the beam that don’t strongly interact with the target. The calorimeter is often
used to select events, but here it will be used to measure the number of spectators for the different
TMA cuts described in Section 4.10. The reason for using the ZCAL as a measurement tool rather
than an event selector is due to adverse effects suffered by the ZCAL as a consequence of the high
beam rates of E859. Aswill be shown, the result of these effects is to reduce the resolution of the
calorimeter, so that sel ecting events based on ZCAL informationwould result in abias, whileusing
it to measure the forward energy of TMA-selected events just resultsin aless precise measurement
than had the ZCAL worked better. Ron Soltz was the first to point out the utility of using the
ZCAL this way, and that it might be possible to calibrate awvay the beam rate dependence in the
ZCAL signa. As as added bonus, using the ZCAL in this way circumvents the question of the
performance of the ZCAL at 5°, where the angular acceptance of the ZCAL is reduced to ~0.8°
because the beam pipe passes through a hole in the yoke of the Henry Higgins magnet. Once the
ZCAL distribution for a particular TMA cut is determined is should be applicable to any angle
setting of the spectrometer, including 5°.

51n the local vernacular, this is referred to as the number of counts “ per DNDYFACT”, the name of a variable in the
Ccross section code.
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Figure 4-21: Spectrometer integrated Kt counts for Si+Au TMAL cut. Each panel shows the
integrated number of counts in the spectrometer acceptance for each of the several runs that match
the same combination of criteria. Only a subset of all the combinationsis shown. Within each
panel, fluctuations of order 10-15% are typical, which contributes to the systematic error in the
determination of theyields.
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411.1 RateDependenceof ZCAL Signal

The instantaneous beam rate is determined by looking at the beam counter ungated clock, which
records the number of microsecondssince thelast event. Theinverse of thistimeisameasure of the
beam rate immediately preceding the current event. During the Feb91 run the beam rate was as high
as 1.5-2.0x 108 particles/spill, and the ZCAL signal began to show somerate dependence. Thiscan
be seen in Figure 4-22, where a profile histogram of the ZCAL energy distribution as a function
of the instantaneous beam rate is shown for aBEAM A INT events taken during a series of Feb91
runs. The ZCAL distribution remains relatively constant out to ~0.4 MHz, but then begins a linear
rise with the rate. This rate dependence can be traced to relatively long ADC gates on the ZCAL
which began to admit pileup for the high E859 beam rates. To counteract this, clipping circuitry
was added to the ADC inputs between the Feb91 and Mar92 runs. Figure 4-23 shows the location
of thebeam peak inthe ZCAL energy distribution for the Mar92 running, indicating that the change
to the electronics has nearly eiminated the severe rate dependent pileup effects. However, as can
be seen in Figure 4-24 which showsthe ZCAL energy distributionfor INT events for two different
binsin rate, the ZCAL resolution has worsened in away that is also beam rate dependent. At high
rates, the distribution is broader, and worse, negative values are seen for ~5% of the events. The

resolution is somewhat better at low beam rate.

4112 ZCAL Distributionsfor TMA Gated Events

If we restrict ourselves to low rate events, the ZCAL is trustworthy enough that we can make a
distribution of the ZCAL energy for each of the TMA cuts used for Si+Al and Si+Au. Figure 4-25
showsthedifferenceintheZCAL energy distributionsfor Mar92 Si+Al events satisfyingthe TMA1
cut (the most central 7% of the TMA distribution). The middle panel shows how both the mean and
RMS of the distribution change when the events are also required to have alow instantaneous beam
rate. The beam rate cut is applied to al events before making the cuts described in this section.
TheZCAL energy distributionscan then be converted into the number of projectile participants,

NPros by

part?

NI = Aoy (1 - EZCAL) (4:39)

part — .
proj

where A4,,,; is the number of nucleons in the projectile, £7¢ 47, is the energy measured in the
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Figure 4-22: Feb91 ZCAL rate dependence. The figure shows a profile histogram of the ZCAL
energy for BEAM A INT events as afunction of the instantaneous beam rate for a set of Feb91 runs.
By looking at these events, the profile histogram tracks the location of the beam peak. The dotted
line shows the value to which the complete ZCAL distribution is calibrated, 380 GeV. The ZCAL
distribution remains relatively constant out to ~0.4 MHz, but then beginsalinear rise with therate.
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Figure 4-23: Mar92 ZCAL rate dependent beam peak. The figure shows a profile histogram of
the ZCAL energy for BEAM A INT events as a function of the instantaneous beam rate for a set of
Mar92 runs. Thechangeinthe ZCAL e ectronics between the Feb91 and Mar92 runs has apparently
eliminated most of the beam rate dependence in the location of the ZCAL beam peak. Again, the
dotted line shows the energy value to which the complete ZCAL energy distribution is calibrated,
380GeV.
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Figure 4-24: Mar92 ZCAL rate dependent resolution. The top panel showsthe ZCAL distribution
for relatively low beam rate INT events. The bottom panel show the same distribution for high
beam rate eventsinstead. At the higher rates, there is a worsened ZCAL resolution, with ~5% of
the events actually recording negative ZCAL energies.
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Figure 4-25: ZCAL distribution for Si+Al TMA1 events. This is an example of the type of
effect seen by restricting the ZCAL measurement to low beam events. The top panel in the ZCAL
distribution for al S+Al events satisfying the TMA1 cut, with no restriction on the beam rate. The
middle panel shows the same distribution for low rate events; the bottom panel shows it for high
beam rate events. Comparing the low and high rate distributions, one can see that the low rate
distribution is narrower with fewer negative ZCAL events than the high rate one. The mean and
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RMS of the two distribution are also different.
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ZCAL,andT,,,; isthetotal kinetic energy of the projectile nucleus. Table 4.6 liststhe average and
the RMS of the ZCAL and projectile participants for each of the TMA cuts for Si+Al and Si+Au.
The fact that the ZCAL energies and the calculated number of projectile participants are skewed
toward central collisionsjust reflects the fact that the kaon productionis also skewed toward central
eventsand the TMA cuts are designed to fairly evenly divide the kaon statisticsamong the four bins
used. The two most central TMA cuts are only slightly separated, on average, in ZCAL energy,
with quiteabit of overlap. The more peripheral cutsdo better, and give afair lever aam tothe ZCAL

measurement, but there isagood deal of overlap in the distributionsfor even the TMA4 cut.

System | Name | (Ezcal) | EZEAL | (Nzeal) | NZEat
S+Al | TMA1| 1183 | 585 | 193 43
TMA2 | 1618 | 680 | 161 5.0
TMA3 | 2298 | 721 | 111 5.3
TMA4 | 3182 | 558 4.6 4.1
S+Au | TMA1| 218 | 231 | 264 1.7
TMA2 | 517 | 422 | 242 3.1
TMA3 | 1496 | 721 | 170 5.3
TMA4 | 2788 | 653 75 48

Table 4.6: Propertiesof ZCAL distributionsfor TMA gated events. Shown are the average and the
RMS of the ZCAL energy distribution and the cal culated number of projectile participantsfor each
of the TMA cuts used in the analysis.
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Data Presentation and Discussion

This chapter presents the results of the data analysis and discusses the features and trends of the
data. Invariant yields for kaons as a function of m and y are shown first. These distributionsare
then parameterized and integrated to give both transverse slopes and yields as afunction of rapidity.
The variation in the transverse and longitudinal distributions of kaons as a function of centrality is
also presented. Sources of systematic error are examined and estimates of the magnitude of these
errors are made. Data are presented for the production of K= and K+ for two different systems,

and for minimum bias data plus four different TMA cuts.

5.1 Sopesand Invariant Yields

The procedure used to calculate the invariant yields was described in Section 4.9. These yields,
plotted in slices of rapidity as a function of m , , are found to be well described by exponentias
inm,. Asan example of the transverse distributions, Figure 5-1 shows the m spectra for the
central Si+Au—K~ data! Theordinateisthe transverse kinetic energy, m . — mq, and the abscissa
shows the invariant yield. Each of the distributionsis a slice of the data 0.2 units of rapidity wide,
and all except the topmost distribution have been divided by successive factors of 10 for display
purposes. In the case of the minimum bias data, the statistics are good enough that rapidity bins
0.1 unit wide were used instead. The data slice of the topmost spectrum is centered at y = 0.5, and

the central rapidity of each slice increases as one descends on the plot. The legend at right shows

The shorthand Si+A— K is used to mean both inclusive or semi-inclusive data.
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Figure 5-1: Centra S+Au—K~ m  distribution. Thisis shown as an example of the data; the
rest of the plots are presented in Appendix A. The horizontal axisis the transverse kinetic energy,
m, — mg, and the vertical axisisthe invariant yield per event. Each distribution is a slice of the
data 0.2 units of rapidity wide, and the values at upper right show the average rapidity of the data
in each slice. After thetopmost slice, each distribution has been divided by successive factors of 10
for display purposes. The dotted lines are exponential m fitsto the data. The solid line indicates
the maximum momentum of 7-K separation using TOF alone.

144



5.1. SLOPESAND INVARIANT YIELDS

the average rapidity for the datain each slice. Almost all of the data for the lowest rapidity slice
comes from the 44° spectrometer setting. The mid-rapidity slices are made up of data from afew
different spectrometer settings, and the highest rapidity dlices are made entirely of 5° data (refer
to Figure 4-12). The solid line which curves up from lower |eft indicates the 7-K TOF separation
limit; all databelow and to the right of thisline require the GASC for particleidentification. So that
the reader may examine the quality of the data, the coverage in both ., and y, and the degree to
which the data may be described as exponential inm | , theplotsof theinvariant yieldsas afunction
of m, for K+ and K~ for al systemsand all TMA cuts are presented in Appendix A.
The explicit form of the function used to parameterize the datais (see Appendix F for details)

d?n

T _ Ae~Mu/B 1
2rmy dm dy c ’ (6.1)

where B isthe inverse slope parameter (sometimesjust called the sope). That the spectra should
be well described by this function is basically an empirical observation, and in fact, it is aready
known from the E802 results that the pion invariant yields are better fit by exponentidsinp, and
the protons by Boltzmann, or thermal, distributions [Par92]. To compare the difference between
fits of exponentialsin and p, to the data, Table 5.1 showsthe y? per degree of freedom for the
two different parameterizations for datain slices of rapidity 0.2 unitswide centered at y = 1.3. Not
only do the data seem to be substantially better described by the m | fits, but it aso appears that
the K~ may be slightly better fit by this parameterization than the K*. In his thesis, Brian Cole,
showed that it was plausible that the nearly exponential m  behavior of pions could be the result
of superposing several curves, each of which was exponentia inp, 2 [Col92]. In bubble chamber
data, where exclusive pion production can be studied, baryon, meson and vector meson decays each
produced pions with an exponential in p 2 distribution—with each type of decay having adifferent
slope.

It is possible that a similar mechanism is a work in the kaons. Hyperon decays such as
A(1520)—NK~, vector meson decays such as f(1720)—K*K~, and the decay of excited kaon
states such as K*—Kx dl have similar ¢) values. However, each of these three types of decays
divides the available energy differently since the first involves a kaon and a heavier particle, the

second involves two equally massive particles, and the third is a kaon and a lighter particle. For a

145



CHAPTER 5. DATA PRESENTATION AND DISCUSSION

System Fit Type \2/dof

K+ K~
Si+Auminbias my 39.5/21 | 21.5/21
pL 253/27 | 240/27
centra my 46.2/21 | 27.7/21
pL 83/27 | 64.8/27
Si+Al min bias my 33.2/21 | 28.6/21
pL 166/27 | 140/27
centra my 16.4/21 | 31.1/21
pL 44.6/27 | 60.2/27

Table 5.1: Comparison of the y?/dof for different fits to the K* transverse distributions. The
distributions are better fit by exponentialsin m than exponentialsinp, .

kaon produced in a decay of agiven (), the more massive the other daughter, the more energy the
kaon receives. However, this additional energy will tend to distribute the kaon in rapidity.

To summarize what isfound in the transverse spectra, we may plot the inverse slope parameters
(B in the above fit function) for the kaons. Figure 5-2 shows a summary of the inverse slope
parameters for the different systems and centralities as a function of rapidity. All systemsand all
centralities show an increase in the slope parameter from target rapidity to mid-rapidity followed
by a decrease for rapidities above that.

The inverse slope parameters for the Si+Al data show very little variation as a function of
centrality, where the most central data is defined as the top 7% of the TMA distribution, and
the most periphera is the lowest 60% of the TMA distribution. This may be an indication that
the S+Al system is not a large system compared to some characteristic size or volume related
to kaon production; therefore it makes little difference whether one has a central or a peripheral
Si+Al collision. The Si+Au slopes, on the other hand, show a substantia increase as one selects
more centrd collisions. For a mid-rapidity slice, 1.2 < y < 1.4, the KT slopes increase from
158 + 3MeV/c? for peripheral eventsto 184 + 3MeV/c? for central events. The K~ mid-rapidity
slopes increase from 141 + 3MeV/c? for peripheral events to 162 + 3MeV/c? for central data.
For comparison, the most central Si+Al slopesin the same rapidity range are 169 + 4 MeV/c? and
149 + 3MeV/c? for K+ and K—, respectively.
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Figure 5-2: m, slope parameter summary. The top panels show slope parameters for kaons from
Si+Al collisions; the bottom panels for kaons from Si+Au. The panels on the left are K*’s and the
panelson theright are K—'s. All slope parameters are shown as a function of [aboratory rapidity.
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In the p-A results, the statistics for K~ are fairly poor, but the inverse slope parameters for
both K+ and K~ in Si+Au near y = 1.3 are about 160MeV/c?. Certainly thereis not a 20 MeV/c?
differencebetweenthetwo. TheslopedifferencebetweentheK™ andtheK ™ isapparently anucleus-
nucleus effect, and may indicate an increasing difference in the physical processes producing K~

and K.

5.2 Average Transverse Momentum

The average transverse momentum for a distribution exponential inm | is

o0 o0
/ pLAe=ML/ By dm / \/mi?—m3 e~ML/Bm  dm |
_ Jmo

(p1) = "= = (5.2
Ae=ML/Bm  dm / e~ML/Bm dm
mo mo
Theintegral in the numerator of this expression has a solution of the form [GR80]
° -1 _ —px v— 1 -V, -~
/u w(x? —u?)ylemm iy = 2 lﬂﬁ,ul/z u +1/2F(1/)le,_|_1/2(uu). (5.3

Putting in v = mo, v = 3/2, and x = 1/ B, and combining this with Equation 5.2, we get the
following expression for the average p, [Che93]:

(p2) = (o Bymo 20 ol 54

Figure5-3shows(p, ) for K* versusrapidity for the most peripheral and the most central TMA cuts.
These plots contain essentially the same information as the plots of slope parameter as a function
of rapidity, since (p,) can be calculated knowing only the slope parameter and the rest mass, but
it puts it into a form for which there might be a little bit more physical feeling. It aso makes it
easier to compare to p-p results. For centra Si+Au near mid-rapidity, the K™ have an average p,
of 466 + 4MeV/c, while the K~ have an average of 426 + 6 MeV/c. In p-p collisions, the average
p, for K~ at thisenergy is ~395MeV/c, for Kt isis ~415MeV/c [Ched3]. Theincreasein (p, )

is presumably due to the additional collisionsin A-A.
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Figure 5-3: Average p, versusrapidity for Si+Al and Si+Au. Thetop panel isfor K*; the bottom
panel shows K—. TheK* consistently have ~20-40MeV/c larger (p, ) than the K—. Si+Al shows
essentially no difference between peripheral and central collisionsfor both K and K—, whileSi+Au
shows a difference of ~20-40MeV/c. Thisdifference seemsto disappear as one moves forward in
rapidity toward ynn.
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5.3 Rapidity Distributions

If the fits to the m, distributions are integrated over al m , theyield, dn/dy, in each dlice of y
may be determined. Theintegration involvesan extrapolation outside of the range of m . for which
thereisactually data, so therewill be asystematic error associated with each dn /dy point, inversely

related to the amount of 12, coverage the slice has. Integrating theinvariant yield over m gives

Z—Z = mo: 2rmy Ae™" LB = 2 AB?(mg + B)e” ™0/ B, (5.5)
Figures 5-4-5-7 show the dn / dy distributionsfor K+ and K~ as afunction of rapidity for minimum
bias data and for data gated on different TMA cuts. For al the systems, as one would expect, the
amplitude of the dn /dy distributions grows with more central collisions.

Figure 5-4 and Figure 5-5 show the dn/dy distribution for kaonsin Si+Al. For K* the peak
vaueof thedn/dy growsfrom 0.160+ 0.006 for the most peripheral TMA cut to 1.25+ 0.04for the
most central cut. For K=, the peak climbsfrom 0.043+ 0.002 in peripheral collisionsto 0.32+ 0.01
in central collisions. One can exploit the near symmetry of the Si+Al system to reflect about ynn the
data measured over the rapidity range 0.5 < y < 2.1 and obtain nearly complete rapidity coverage.
This allows a check on the quality of the data by looking at the degree to which the reflected and
unreflected data overlap in the mid-rapidity region. As can be seen from the figures, the data in
the region of overlap seem to be in substantial agreement. In the case of the minimum bias data,
where the statisticsallow the dn /dy to be plotted in bins 0.1 unit wide, there are 5 data pointsabove
y = 1.72 providing quite a bit of overlap.

Figure 5-6 and Figure 5-7 show the dn/dy distribution for kaons in Si+Au. The Si+Au data
does not have the same reflection symmetry as the Si+Al system, so it is a little tougher to argue
that we have complete coverage. However, for the central Si+Au data at least, the yields peak well
below mid-rapidity, so the yields have falen by 20-50% before the rapidity coverage ends near
y = 2.1.

Table5.2 summarizesthefeatures of the kaon rapidity distributions. The parametersof Gaussian
fits to the dn/dy distributions are shown. In the case of Si+Al, the mean of the Gaussian is fixed
a y = 1.72 and only the amplitude and the width are allowed to vary. For Si+Au, the fit is from
the lowest rapidity data pointsto y = 1.8. Thisis done because the distribution begins to flatten at
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Figure5-4: Si+Al—K™ dn/dy distributions. Thefilled symbolsintherange 0.5 < y < 2.1arethe
actual datafor different TMA cuts, the open circles in that range are the minimum bias data. The
points extending up to y = 3.0 are obtained by reflection about yny = 1.72, the nucleon-nucleon
center-of-massrapidity. Thelowest dn/dy pointsare for the peripheral TMA cut, the highest points
are for the central TMA cut. The dotted line shows Gaussian fits to the unreflected data with the
mean fixed at y = 1.72.
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Figure5-5: Si+Al—K~ dn/dy distributions. Thefilled symbolsintherange 0.5 < y < 2.1arethe
actual datafor different TMA cuts, the open circles in that range are the minimum bias data. The
points extending up to y = 3.0 are obtained by reflection about yny = 1.72, the nucleon-nucleon
center-of-massrapidity. Thelowest dn/dy pointsare for the peripheral TMA cut, the highest points
are for the central TMA cut. The dotted line shows Gaussian fits to the unreflected data with the
mean fixed at y = 1.72.
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Figure5-6: Si+Au—K™ dn/dy distributions. Thelowest dn/dy pointsare for the peripheral TMA
cut, the highest pointsare for the central TMA cut. The open circles are minimum bias data plotted
in bins 0.1 unit of rapidity wide. The dotted lines show Gaussian fits to the data points near the
peaks of the distributions.
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Figure5-7: Si+Au—K™~ dn/dy distributions. Thelowest dn/dy pointsarefor the peripheral TMA
cut, the highest pointsare for the central TMA cut. The open circles are minimum bias data plotted
inbins 0.1 unit of rapidity wide.The dotted lines show Gaussian fitsto the data pointsnear the peaks
of the distributions.
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5.3. RAPIDITY DISTRIBUTIONS

S+Al—=KT Amplitude Mean Sigma Yield
0-7% TMA 1.254+0.02 172 0.82+0.01 | 2.56+0.04
7-20% TMA | 0.86+£0.01 172 0.90+0.02 | 1.944+0.04
2040% TMA | 0.57+£0.01 172 0.90+0.02 | 1.294+0.03
40-100% TMA | 0.16+0.003 172 1.04+£0.03 | 0.42+0.01
S+Al—K~ Amplitude Mean Sigma Yield
0-7% TMA 0.344+0.02 172 0.71+0.04 | 0.61+0.03
7-20% TMA | 0.25+£0.02 172 0.71+0.04 | 0.444+0.04
2040% TMA | 0.16+0.01 172 0.73+0.04 | 0.29+0.02
40-100% TMA | 0.04+0.003 1.72 0.78+0.05 | 0.08+0.005
S+Au—K™* Amplitude Mean Sigma Yield
0-7% TMA | 3.65+0.05 | 1.17+0.01 | 0.67+0.03 | 6.1+0.3
7-20% TMA | 272£0.03 | 1.1440.01 | 0.75+£0.03 | 5.1+£0.2
2040% TMA | 1.4240.02 | 1.30£0.03 | 0.89+0.06 | 3.2+0.2
40-100% TMA | 0.27+0.01 | 1.53£0.14 | 1.16+0.19 | 0.8+£0.1
S+Au—K~ Amplitude Mean Sigma Yield
0-7% TMA | 0.85+0.02 | 1.30+0.01 | 0.56+0.02 | 1.19+0.04
7-20% TMA | 0.61+£0.02 | 1.3940.02 | 0.67£0.04 | 1.10+0.06
2040% TMA | 0.38+0.01 | 1.44+0.02 | 0.64+0.03 | 0.61+0.03
40-100% TMA | 0.07+0.001 | 1.55+0.05 | 0.69+0.05 | 0.12+0.01

Table 5.2: Parameters of kaon rapidity distributionsobtained by Gaussian fits. In Si+Al, the mean
of the Gaussian was fixed to y = 1.72, a condition of the symmetry of the system. Only statistical
errors are shown.
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CHAPTER 5. DATA PRESENTATION AND DISCUSSION

the highest rapidities for the central data. Also, for the periphera KT yields, ajumpinthe dn/dy
at high rapidity which appears to be related to the 5° data causes a fit to the whole distribution to
overestimate the integral .

Thereisatrend in the datafor the widths of the rapidity distributionsto become more narrow for

the more central cuts. Thiscan be seen graphically in Figure 5-8. The widths become more narrow
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Figure5-8: Widths of kaon rapidity distributions. Asin the plotsof yieldsversustota participants,
the horizonta bars represent the root-mean-square of the underlying distribution of participant
number. As the number of participantsincreases, the widths of the kaon rapidity distributionstend
to become narrower. Thereisabout a25% decrease in the widthsin going from the most peripheral
Si+Al to the most central Si+Au.

a the same time as the peak of the kaon distribution in Si+Au is shifting backward in rapidity.
This means that the whole kaon distribution is not shifting back uniformly, but that a peak in the

distributionisgrowingat y = 1.0-1.3.
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5.4 Scaling of Kaon Yields

Another way to characterize the kaon production is to look at the total yields as a function of the
number of participating nucleons, though exactly what is meant by a participant needs a small
amount of clarification. Here we mean to count primary nucleons struck by other primary nucleons,
and not nucleons struck by produced secondaries. These participants are essentially the subset of
all the nucleons contained in a clean-cut collision volume.

We begin by determining the number of projectile participants, V ggff , for each of the different

TMA cuts. In Section 4.11, we determined the ZCAL distribution for the TMA cuts. This can be

converted into the number of projectile participants using

part .
proj

; E
NProd _ Aproj (1 _ ZCAL) (56)

where A4,,,; is the number of nucleons in the projectile, £7¢ 47, is the energy measured in the
ZCAL, and T),,; is the total kinetic energy of the beam, 380GeV. In the case of a symmetric
system such as Si+Al, doubling N}fgff gives the total number of participants. In an asymmetric
system such as Si+Au, we have to use a model to extract the total number of participants. In his
thesis, Matt Bloomer used the nuclear geometry code taken from the model FRITIOF to determine
the numbers of projectile, target and total participants [BI090]. In Figure 5-9, taken directly from
his thesis, he shows the relationship between the number of projectile participants, N2'%/ and the

part
average number of target participants, N,;.7. Of course, the sum of Nggff and N,¢ isthe total
number of participants. Using points read off of this figure, we can determine the distribution of
total participant number for the events in each of the TMA cuts placed on the data. This was done
for both Si+Al and Si+Au, in spite of the simpler method available in the case of Si+Al, in order to
treat both systemsin thesameway. Thelargerangein Fz¢ 45, for each of the TMA cuts meansthat,
even though the average number of participantsiswell-determined for each cut, it isthe average of a
wide, asymmetric distribution. In plotting the yields versus the number of participants, a horizontal
error bar is used, not to represent the error on the average, but to show the RMS of the underlying
distribution for which the average is cal cul ated.
Next, we have to determine the total kaon yields. Again, in Si+Al, the symmetry of the system

helps. A Gaussian, with its mean fixed at yny = 1.72, isfit to the data. In Si+Au, there is more
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uncertainty when extrapolating the yields to all of phase space. In the most central collisions, the
peak of the kaon distribution has moved back to y = 1.1-1.2, so integrating a Gaussian fit to the
peak captures most of the yield before extrapolating outside the measured rapidity range. In the
peripheral cuts, the peak of the distribution moves forward to y = 1.4-1.6, so that less of the yield
isin arapidity range covered by the spectrometer. On the other hand, for the peripheral cuts, the
asymmetry of the system should play somewhat |essimportant role, and onewould be very surprised
to see theyieldsin the forward rapidity range behave wildly differently from the measured data at
backward rapidities.

Determining the yields in this way and plotting them versus the total participants cal culated
as described gives the results shown in Figure 5-10. The yields are well-described as linear in
the total number of participants for both K+ and K~ over most of the range in centralities, with
Ni+ =~ 0.082N,4,+ — 0.6 and N¢- = 0.016N,,,; — 0.09. There may be some saturation in the
yieldsin the most central collisions, but a separate fit to those data points shows only a very slight
change in the linear coefficient.

The linear behavior of these trends should not be taken as evidence that littlein the way of new
physicsisoccurring. Matt Bloomer showed in histhesis that the yields of pionsincreased linearly
with the number of binary collisions, implying that each new nucleon-nucleon interaction has a
similar probahility of creating a pion in the final state. But, the typical energies involved in these
collisions are well above the pion creation threshold, so even nucleons that have aready suffered
severd collisions may still have enough energy to create a pion in subsequent collisions. Kaons,
on the other hand, are energetically more expensive to create, so the probability of creating kaons
decreases quickly with the number of collisions suffered by a primary nucleon. Aswill be argued
in Chapter 6, the linear behavior may be something of a coincidence; as nucleon-nucleon collisions
create fewer kaons, the meson-meson and meson-baryon reactions create more, with theresult being

alinear increase with the number of participants.

5.5 Particle Ratios

Another interesting feature of the kaon data is a seeming independence of the K+/K~ ratio on

the centrality cut applied to the data. In fact, there seems to be only a weak target dependence
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Figure 5-10: Kaon yields versus total participants in Si+Al and Si+Au. Each data point is for
events in one of the TMA cuts. The total yields are determined by Gaussian fits to the rapidity
distributions, the S+Al datais reflected about yny first to take advantage of the near symmetry of
the system. The number of participants is determined from the £, 47, and FRITIOF (see text).
Because of the large range in £z 45, for each of the TMA cuts, the horizontal bars are used to
represent the RM S of the £z 41, distribution.
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to the ratio, as well. The ratio is formed from the data shown in Figures 5-4 through 5-7. For

Si+Al K'/K™ Ratio
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Figure5-11: Si+Al K*/K™ ratio of dn/dy versus rapidity

each multiplicity cut, the ratio as a function of rapidity is formed by dividing the K* dn/dy by
the K~ dn/dy bin by bin. Figure 5-11 shows theratio for Si+Al for all of the different TMA cuts
and for minimum bias events as well; Figure 5-12 show the ratio for the same selection of S+Au
events. Near mid-rapidity, the ratio is ~3.5-4.5 and it rises steadily as one goes back toward the
target rapidity. The ratio reaches a maximum of ~6 in Si+Al and ~7 in S+Au. Thereisonly a
5-10% difference as the events selection varies. This is somewhat surprising, given the different
production mechanisms and the difference in the inelastic kaon-nucleon cross section for K+ and

K~. In addition, for Si+Au the rapidity density of target protons changes by a factor of ~3 at
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Figure5-12: Si+AuK™/K™ ratio of dn/dy versus rapidity
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5.6. ESTIMATES OF SYSTEMATIC ERRORS IN THE KAON ANALY SIS

y = 1.0in going from minimum bias to central events [Par92] (also see Appendix B). Also, the
total yields of both K™ and K~ increase by afactor of ~30 in going from the most peripheral Si+Al
to the most central Si+Au (see Figure 5-10). Thisis an enormous change, but the K™/K~ ratio is
basically unaffected.

Figure 5-13 shows the ratios of yields and slopes for central events to the same quantitiesin
peripheral eventsfor both Si+Al and Si+Au. The top row of the figure showstheratio of dn/dy’s.
This emphasi zes the point that even though the peak of the dn/dy distributionisat y ~1.2 for K+
and at y ~1.3 for K~ in Si+Au, the greatest relative increase in the yield is coming from apoint in
rapidity even closer to the target, showing that the increase in both K* and K~ is influenced to a
significant degree by the target baryons. The Si+Al yields show an increase that seems somewhat
broad and flat about ynn. Recalling therapidity distribution of the A’sin p-p datashownin Figure 2-
2 and the E810 A measurement shown in Figure 2-7, it does appear that the K~ and A distributions
are similar in shape, though they differ in amplitude. The bottom row of Figure 5-13 shows similar
ratios formed from the slope parameters. In Si+Al, over much of the rapidity range covered, there
islittle or no change in the slope in going from peripheral to central, although at higher rapidities,
the slope does increase slightly. 1n going from periphera to central Si+Au events, the kaon slopes
increase by 10-15% over much of therapidity range, with slightly higher increasestoward the edges

of the coverage.

5.6 Estimatesof Systematic Errorsin the Kaon Analysis

In order to know how much significance to assign to the results just presented, it is important to
have an estimate of the systematic errors associated with the kaon measurements. There are several
places in the data where systematic errors could be introduced. Some of them have aready been

aluded toin passing. Here, these contributions are discussed in detail.

5.6.1 Overall Normalization

Theoverall scale of theyieldsis set by the number we chooseto usefor theine astic cross section of
the Au and Al targets. This number suffers from rather large uncertainties. Variationsin the bull’s-

eye can have an especially large influence on the interaction rate. Aswas shown in Section 4.8.1,
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Figure5-13: Comparison of central and peripherd yieldsand slopes. Thetop figures show theratio
of dn/dy in central eventsto the dn/dy in periphera events, as a function of laboratory rapidity.
The bottom row shows a similar ratio of slope parameters. The left column isfor Si+Al, the right
column for Si+Au.
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other sources of variation in the interaction rate can be severe enough to discard the data. The
interaction rate used in this thesis was adopted from earlier work, so it is appropriate to consider
the systematic uncertainties quoted before. In both Matt Bloomer and Charles Parsons' theses, the
interaction rate for the different targetsis cal cul ated from the target out corrected INT/BEAM rates,
just asin Section 4.8.1. Therun-to-run fluctuationsin that rate, coupled with the overall uncertainty
in the actua cut being made by the bull’s-eye, leads to a 10-15% quoted systematic uncertainty in
the overall normalization.

This uncertainty has its fullest effect in the peripheral cuts on the data. Since very few kaons
are produced in extremely peripheral collisions of two nuclei, as can be concluded by examining
the TMA distribution for events containing a kaon (see Figure 4-20), the peripheral TMA cuts are
very sensitiveto the value used for the inelastic cross section. Since all of theyieldsare normalized
to the trigger cross section, expressed as a fraction of the inelastic cross section, multiplied by the
amount of beam, a 10% change in the inelastic cross section will change the number of events we
accept by 10%, but will have essentially no effect on the number of kaons collected, leading to a
10% change in the yields. In the more central cuts on the data, changing the number of events
accepted by 10% also changes the number of kaons by ~10%, so the uncertainty in the interaction

cross section has less of an effect.

5.6.2 Relative Normalization of Different Targets

Since the data set for both Si+Al and Si+Au is made by combining data taken with targets of
two different thicknesses, there is a systematic error associated with the relative normalization of
the data. Since the choice of target was aso correlated with rapidity, there is a systematic error
introduced in the slopes and dn/dy’s due to changes in the relative cross section assigned to each
target. Thisis especidly true in S+Au where the Au3% target was not used for any of the 5°
running, and the Au 1% target was used amost exclusively for 5° (there are afew 14° runs as an
exception). The magnitude of this effect can be estimated by artificially adjusting the thickness of
the two targets, and this has been done for Si+Au inclusive K™ yields, under the assumption that
the results so obtained will be applicable to al the other systems. The Au 1% target fraction was
lowered by 5%, and the cross sections recalculated. This has the effect of raising the Kt cross

section for that target by 5%, since the same number of kaons will be produced by a target 5%

165



CHAPTER 5. DATA PRESENTATION AND DISCUSSION

thinner. This only has an effect on the results forward of y ~ 1.3, since the Au1% data were all
taken at 5°, and that spectrometer setting only contributes to the higher y slices of the data. The net
effect of the change isto lower the slopes by ~1%, but only over the rapidity range 1.3 < y < 1.7
where there is a scissoring effect between the 5° and the 14° data. At higher y, the 5° data stands
aone, and the slope is unaffected. The dn/dy, which is unaffected at lower y, is smoothly raised
until the highest y data is 5% higher after the change.

5.6.3 Uncertaintyin TMA Cutsand Event Selection

As shown in Section 4.10, the spectrometer integrated kaon counts are consistent within a given
TMA cut to no better than the 5-10%. Also, if the kaon yields change quickly as one makes
small changes to the event selection, there will be some uncertainty in the reported yields due to
uncertaintiesin event selection. On the other hand, if the yield per event changes only slowly, then
very little error in the yields will arise from this cause. To check the magnitude of this systematic
effect, the kaons yields were calculated for eventsin the top 10% of the TMA distribution, as well
as for the top 7%. The differences are of order 5%, and thus the exact TMA cuts values are not a

large source of systematic error.

5.6.4 Uncertaintiesin Slopeand dn/dy

Though the y? of the fits to the invariant yields indicate that the m form does a good job of
parameterizing the data, the degree to which the datais not exactly an exponential inm | represents
asource of systematic error. To quantify thiserror, fitsto subranges of them | coverage were made
and the change in the slope calculated. In generd, little change is seen when fitting only to portions
of thedata. Typical variationsare 5-10%. However, sincethe coverageinm ; decreases steadily as
y increases (refer to Figure 4-12), the slopes for large y, while representing good fits to the data, are
marked by larger and larger systematic uncertainty. It isnot clear how to quantify this error from
the dataitself, but later in Section 6.3, acomparison of fits to the output of RQM D with and without
the experimental acceptance imposed gives some rough idea of the effect due to the reduction in

acceptance.
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5.6.5 Total Systematic Errors

Taking dl the sources of systematic error together, we can try to assign a total uncertainty to the
data. Thiswill be a function of the rapidity to some degree, since the conditions under which the
data was collected changed for the 5° data. We estimate a systematic uncertainty of ~5% in the
determination of the slope parameter up to y = 1.6, and ~10% for the higher rapidities, due to
the decreased acceptance of the spectrometer. We also estimate a systematic uncertainty of 10—
15% in the determination of dn/dy, principally due to uncertainties in determining the interaction
cross section of the targets. For the Au target, this uncertainty increases at higher rapidities to
~15% because of the uncertainty in the relative normalization of the Au3% and the Au 1% targets.
However, inthe case of the KT/K ™ ratios, much of the systematic normalization uncertainty cancels

inthedivision.

5.7 Discussion of Data

Now that the results of the E859 kaon data have been shown, the main features of kaon production
in Si+Al and Si+Au can be summarized fairly briefly. In addition, this section will try to pull
together the disparate properties of kaons displayed in the previous sections and devel op a coherent
physics picture of the kaon production in these systems at AGS energies. There are many features
of the data which are consistent with, though not conclusive evidence for, a unified picture of these
collisionsin which the K+ are produced predominantly by associated production, whilethe K= are
produced through strangeness exchange reactions involving excited hyperonic intermediate states.
Overadl, one of the most striking features of the datais that, though there are substantial differences
in the magnitudes of the slopes and yields of K+ and K, the values for both signs seem to change
systematically in quantitatively similar ways as the centrality of the event is varied.

One of the first things shown was that the transverse distribution of the kaon invariant yields
are better described by exponentialsin m than exponentialsin p, , and that the K— may be more
nearly exponential than the K*. Before E859, the datafor heavy ion collisions at these energies did
not have the statistics to distinguish conclusively between an exponential in p, and an exponential
inm for the K~ distributions, thoughit already seemed asthough the K* followed the exponential

m parameterization more closely [Par92]. In general, the K+ slope parameters are larger than for
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the K~ by 10-20MeV/c?. Thismay reflect the differences in the underlying processes creating the
kaons. The KT are strongly created in associated production in relatively high energy collisions
among primary nucleons. This process has a fairly low threshold, leaving a lot of energy in the
center-of-mass system to push the K+ to high m ;. The K=’s which are produced in the initial
battery of nucleon collisions, are produced in kaon pair production. This has a higher threshold
than associated production, which leaves less energy |eft over to translate into 7, for the K=. In
addition, alarge fraction of the K~ are produced by lower energy interactions among secondaries.
Thistends to reduce the degree to which the K~ populate the high m . part of the distribution (this
will be an issuelater in comparing to RQMD).

The inverse slope parameters of the transverse distributions show some rapidity dependence,
rising by 10-30MeV/c? as one moves from near target rapidity toward yny. Not al of the systems
have the same degree of rapidity dependence, however. The Si+Au—K™ isflatter in rapidity than
Si+Al—KT, for instance. In the rapidity dependence of their slopes, the kaons behave somewhat
more like the protons than the pions. From E802 data, it is seen that the pion inverse slopes
(especidly for the p, parameterization) are nearly flat as a function of rapidity and that the proton
slopes show a strong rise with rapidity [AT94]. Many of the pions are presumed to be created
in the decay of A(1232), which should help even out the rapidity dependence of the slopes by
providing a source of pions throughout the rapidity range that al have similar m behavior. In
the case of the kaons, if the decay of hyperon resonances such as the A(1520) are a significant
source of K~ production, this might also erase some of the rapidity dependence of the K~ slopes.
The K*, on the other hand, do not have such a resonant interaction with the nucleons—there is
no analog of the A(1520) contributing to their yields. Therefore, the Kt slopes are a reflection
of the associated production channel which then gets slowly modified by additional collisions as
the system gets larger. Since the KT have arelatively small cross section with nucleons, even this
system dependence is muted.

In Si+Al, thereis only a very slight dependence of the slope parameter on the centrality of the
collision. Thismay indicatethat the Si+Al systemisasmall system by some measurerelated to kaon
production and so it doesn't particularly matter whether one has a peripheral or central collision.
Of course, the number of participants increases even in the Si+Al system as one selects more and

more central collisions, but the increase seen in kaon production in the central collisions may just
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be alinear compounding of processes aready available in the peripheral collisions. The fact that
the slopes change so little seems to show that the fundamental character of the kaon-producing
processes does not change much. The kaon inverse slope parametersin Si+Au show a much more
pronounced centrality dependence, with the slope parameter rising ~20 MeV/c? in going from the
most periphera to the most central collisions.

Thekaon rapidity distributionsfor the Si+Al system are well described as Gaussians, assuming
the dataisreflected about ynn. Thekaon rapidity distributionsfor Si+Au are also roughly Gaussians
centered on a point in rapidity nearer the target, and with a flattening of the distribution toward the
projectilerapidity. Asonevariesthe centrality of the event sample, the peak of thedn /dy for Si+Au
moves back toward the target rapidity, consistent with a picture of kaon production that is sensitive
to the presence of the large number of target baryons. The total K+ and K~ yields, obtained by
integrating the Gaussian fits to the dn/dy distributions, are seen to scale linearly with the total
number of participants. Thisis a bit surprising since kaons are relatively expensive to create. In
the case of Si+Au the number of participants continues to increase even for impact parameters
smaller than that needed to have the silicon nucleus completely occluded by the gold. Theincreased
total number of participants have to share the fixed energy brought into the system by the silicon
projectile. If the kaon production were to proceed only through NN callisions, more of these
collisions would be taking place at lower and lower energies. So, as more and more participants
are brought into play, one might expect the number of kaons created per participant to decrease.
The fact that the number does not decrease may signal that more kaons are being created through
processes other than NN collisions.

The widths of the rapidity distributions are seen to decrease slightly with increasing centrality,
an effect strongest in Si+Au—K™. Thisisalso seen in the pseudorapidity distributions of charged
particles in the WA80 data [A™92c]. In the paper reporting the WABSO results, they speculate that
the narrowing comes about because the particle production in the central rapidity region increases
much faster than in the fragmentation regions, leading to an narrower distribution. At AGS energies,
the fragmentation regions are not cleanly separated from the central regions, but the narrowing may
comeabout for similar reasons. If thereisasourceof kaonsnear y = 1.2— 1.3whose contributionto
theyieldsincreases more strongly with centrality than the contribution of primary nucleon-nucleon

governed kaon production, the distributions would be expected to become narrower. Thisis also
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consistent with a scenario of kaon production mediated by secondary collisions. For comparison,
the widths of Gaussian fits made to the =+ from Si+Au in the E802 data show little variation with
centrality. The peripheral = dn/dy has a rapidity width of ¢ = 0.71 4 0.06 and the central =+
dn/dy hasawidth of o = 0.75 4 0.02. It seemsthat pions are relatively easy to create, so as more
energy isdeposited in the system in central collisions, the pions can be created relatively uniformly
over the full rapidity range. On the other hand, the increased kaon production relies on processes
that only take placein alimited rapidity region—namely, interactionsinvolving produced particles,
such as meson-baryon and meson-meson collisions.

As shown in Section 2.1.2, the decay of the A(1520) leads to a K™ rapidity distribution ~0.8
unit wide. If the contribution of this channel to K~ production becomes more important in heavier
systems, it may serve to limit the degree to which the K~ rapidity distributions can narrow. In the
production of KT there is no large resonance expected to contribute to the yields, so the rapidity
distribution of the K+ from associated production just depends on the energy availablein the center
of mass system. If the trends continue, it is possible that the K~ widths in Au+Au will be wider
than the K™ widths. The formation of a QGP in some of these very heavy ion collisions should
erase some of this effect since the kaons would be produced though the direct combining of quarks
and antiquarks, and not through the decay of hadronic resonances. Asafunction of centrdity then,
one might see the width of the K™ first get narrower and then increase to become the same as the
K~ width, as one goes through the QGP.

Finaly, the insensitivity of the KT/K~ ratio to the experimental collisionsis quite an unusual
result. The ratio is constant to within ~10% independent of centrality. In addition, thereis only
aslight target dependence, with the ratio near mid-rapidity essentially the same in both Si+Al and
Si+Aua ~4 andrisingto ~6in Si+Al and ~7 in Si+Au. For asense of scale, the proton dn/dy in
Si+Auinasdlice0.2 unitswide centered at y = 1.3 increases by afactor of about 20 in going from
peripheral to central collisions (0.982 to 18.8 [A194], see Appendix B). Again, keeping associated
production in mind, this can explain a large increase in the yield of K+, but shouldn’t necessarily
do the same for the K=. It may however point to a mechanism for feeding the yield of K~ which
operatesin proportion to the abundance of K*. The obvious candidate for thisisthe hyperon which
is produced alongside the KT. Ironically, the independence of this ratio may be a consequence of

the momentum dependence of the kaon-nucleon cross section. From the p-p data, one can see that
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there is already a difference in the K™ and K~ abundance at mid-rapidity of about a factor of 4
(refer to Figure 2-2). The K™ yieldsin p-p fall off more quickly than the K+ as one moves away
from mid-rapidity. For kaons near the target rapidity, the momentum spectrum is softer, and the
bulk of the kaons have momenta below 1GeV/c. For KT at these momenta, the cross section is
nearly al elastic, with only 2-3mb being inelastic. The K~'s, on the other hand, have larger and
larger inelastic cross section as their momentum falls. Below ~1,GeV/c, the K~ inelastic cross
section with nucleons is ~40mb. One expects the A’s to have inelastic cross sections typical of
other baryons, 30-40mb. Therefore at the back rapidities, most of the K+’s make it out of the
collision unimpeded, but a stronger and stronger coupling grows between the hyperons and K~’s
viainelastic collisionswith nucleonsin strangeness exchange channels such asNA—NNK ™. Since
the A rapidity distributionsare similar to the K+ in both shape and amplitude, any mechanismwhich
converts ~10% of the hyperonsinto K~ will produce enough K~’s in the right regions of rapidity
to keep the shape and magnitude of the KT/K~ ratio relatively stable as the size of the collision
volumeincreases.

Many of the characteristics of kaon production behave as onewould expect. Theyieldsincrease
with centrality, there are more K+ than K~ a difference which becomes amplified as one goes back
toward target rapidities, and the slopes are intermedi ate between the pions and protons. On the other
hand, there are some interesting features which may provide insight into the physics. For instance,
the details of the shapes of the rapidity dependence of the slopes and yields which suggest sources
of K~ beyond pair production in primary nucleon-nucleon interactions. Given the relatively large
threshold for kaon pair production, it is interesting to see that secondary collisions, or cooperative

effects?, may play alarge rolein producing the K.

2Thesetypes of processesare often misleadingly referred to ascollective effectsin the literature. Thanksto C. Ogilvie
for clarifying this point.
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Chapter 6

Model Comparisons

In this chapter, detailed comparisons will be made between the E859 single-particle kaon data and
the output of RQMD version 1.08. The extent to which the model reproduces the data will be
guantified, and then the physical processes responsible for kaon production within RQMD will be

examined. Particular emphasiswill be placed on the rapidity dependence of kaon production.

6.1 Overview

RQMD simulations have been compared to relativistic heavy-ion data for many different observ-
ables, such as baryon and meson distributionsand two-particle correlations, and RQMD does fairly
well at reproducing what is seen in experiments [ Xu94, Cia94, Sol94]. The exception to thisseems
to beintheyields of pionswhich RQMD enthusiastically over-produces [Zac93]. Theimplications
of this pion excess for kaon production will be discussed |ater.

Sincemany of the grossfeatures of particle productionin heavy-ion collisions, such astransverse
energy spectra, can be explained largely in terms of nuclear geometry and energy and momentum
conservation [Col92], a model which properly incorporates these will go a long way toward re-
producing the proton and pion distributions. But, kaons account for only a small fraction of the
produced particles, so they have little effect on the dynamics of the collision. On the other hand,
the dynamics of the collision may have alarge effect on the production of kaons, so comparing to
the kaons provides a stringent test of a code.

There are two purposes behind making these comparisons. The first is to provide evidence
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which can be used to help validate (or invalidate) the model by seeing how well it reproduces the
data. Of course, even if the model output were to match the data down to the finest detail one could
not claim that it had the correct physical picture. However, a code that can simultaneously match
single particle spectra, multiparticle correlations and strangeness production could claim to have
embodied some of the more important features of the physics. Fortunately, we won't have to deal
with these fine shades of interpretation. We will be more concerned with discrepancies between the
model and data of order 10-30%, and whether the model reproduces the general trendsin the kaon
production data.

Theother reason for making thecomparisonisthatinamodel, onecaninvestigatetheimportance
of thedifferent mechani smswhich produce kaons. Onecan not learn about any fundamental physical
processesthisway, sincethemodel only contains processesthat were explicitly putinto beginwith.!
However, the complex dynamics of a relativistic heavy-ion collision may lead to the unexpected
importance of certain mechanisms.

As an aside, another widely used code for simulating AGS energy heavy-ion collisions, ARC,
was designed with the explicit motivation of reproducing AGS heavy-ion collisions within a very
strict hadronic cascade prescription [PSK92]. At the time of this writing, the most recently dis-
tributed version of ARC is 1.9.5, which the authors of the code have said has known weaknessesin
its parameterization of the rapidity dependence of primary kaon production [K*T93]. The param-
eterization used in the current version of ARC isflat as a function of rapidity, in marked contrast
with the experimental data, which are peaked about mid-rapidity (see Figure 6-1). Therefore,
while acknowledging that ARC simulations do seem to reproduce the general features of these
collisions, | will restrict myself to detailed comparisons between data and RQMD. It is hoped that

the comparisons can be extended in the near future to include ARC.

6.2 Synopsisof RQMD Algorithm

RQMD isin many ways similar to conventional cascade codes, though it has been described as
taking a “maximalist” approach to modelling heavy ion collisions[Zg93]. A concise exposition,

summarized here, of the main ingredientsin RQMD 1.08 may be found in Heinz Sorge’'s HIPAGS

with no slight intended against RQMD, the computer scienceterm for this is garbagein, garbageout.
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Figure 6-1: Rapidity distribution of primary K production in ARC 1.5 and ARC 2.0, showing
the difference in the parameterizations [K+93]. Output of ARC prior to version 2.0 (thisincludes
version 1.9.5) use an essentialy flat distribution, while version 2.0 corrects thiswith a distribution

peaked about mid-rapidity.
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contribution [Sor93]. The incident nuclel are initialy populated with nucleons according to a
Woods-Saxon density profile and an impact parameter for the nuclear collision is chosen from a
geometrically weighted distribution. Collisions between particles take place when they approach
within a distance determined by their interaction cross section, d = /o /7, as measured in their
mutual c.m.sframe. For interactionsbelow /s = 2.0GeV/c?, the result of a collision becomes one
of the known meson and baryon resonances. The measured branching ratios are then used to decide
how these states should decay. For interactions above /s = 2.0GeV/c?, RQMD employsastring
formaism similarto that found in other codes such asVENUS[Wer89]. For AGS energies, however,
this aspect of the model does not play nearly as large arole as it does at the 200A-GeV CERN
energies. All secondaries are alowed to reinteract with all other particles. In the initial battery
of nucleon-nucleon interactions, the collision volume becomes populated with a large number of
hadronic resonancessuchas A’s, p’s, N*’s, and w’s, produced through reactionslikerN— A (1232),
mr—p(770) and NN—NA(1232) [Sor93]. These resonances store some of theinitial energy of the
nucleon-nucleon collisionsin their rest mass, bringing more energy to subsequent collisions than
might otherwise be available.

For kaon production, especialy for K~ production, the reinteraction of these excited states is
quite important. At AGS energies, one expects the associated production channel NN—NAK+
to dominate primary strangeness production since it has a lower threshold (672MeV) than other
processes such as NN—NNK*K~ (987MeV) or NN—NNAA (2.2GeV). In RQMD, the kaon
yields can also be affected by processes suichas 7Y « Y* « KN which provides away for the s
quark, created in associated production, to shuttle back and forth between a A and aK~.

The main weakness of RQMD, as with any cascade-like code, is the reliance upon a large
number of unmeasured cross sections. As pointed out by Aichelin [Aic93], even those cross section
for which there is experimental data, such as pp—pAK™, are not always reliably measured (see
Figure6-2). Thecross sectionsfor processeswhich have not been measured, or cannot be measured,
are calculated using a Breit-Wigner resonance formula. An overall normalization factor is used to
match the cross section calculated this way with the known values for 7N interactions.

The ROMD calculations that will be shown are the result of ~20,000 Si+Au minimum bias
events, ~5,000 Si+Au centra events (b < 5fm), and ~50,000 Si+Al minimum bias events. Mean

fieldswithin the model were turned off, asthey are not expected to play alarge role at AGS energies.
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Figure6-2: Compilation of world'sdatafor several strangeness production reactionsin p-preactions
expected to be important at AGS energies [Lag9l]. As the figure shows, there are significant
experimental uncertaintiesin the determination of the cross sections.
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There are quite afew other optionswithin RQMD and Table 6.1 showswhich of these were enabled.

Switch | Value | Meaning

1 NA | Unused

2 NA | Unused

3 F Use clock time for random number seed.

4 F Pauli-blocking of collisionsis performed

5 NA | Unused

6 T Mean field is turned off.

7 NA | Unused

8 T Collisionsbetween two nucleonsin the same nucleus not permitted
if neither has previously suffered a collision.

9 F Many particles (A, p, n) are dlowed to decay.

10 F Pauli-blocking not enabled for resonance decay products.

11 F No Pauli-blocking when building the nucleus.

12 F Normal (T disables collisionsto study mean field).

13 T Ropes enabled.

14 F Turns off phase space output on logical unit 7.

15 F Normal (T performs Fritiof simulation)

16 F All unstabl e non-strange hadrons decayed at end of event.

17 F Participant and Spectator zones kept separate, but spectator zone
heated by participants.

18 F Particle/Jet system decay.

19 F Normal (T disables transverse motion).

20 F Elastic collisions not written to logical unit 9.

21 T T turns off spectator calculations. This default setting is F, but if
switch 23is T (also default) then this becomesT.

22 F Normal (T overwrites data statementswith input file).

23 T Fast cascade (sets switches 6,8,21to T).

24 F Normal (F used for pA with mean field).

Table 6.1: RQMD switches. Courtesy of R. Soltz
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6.3 Event Selection and Acceptance | ssues

In comparing the output of RQMD to the data, an effort was made to select events by the same
criteria used for real data. To do this, a definition of a minimum bias event for RQMD had to
be designed. Also, a measure of the event multiplicity as similar to the experimental measure as
possible had to be built.

In the experiment theinteraction trigger, which defines the minimum bias event sample, is based
on the signal seen in the bull’s-eye scintillator. Designing a bull’s-eye simulation for RQMD is
not particularly easy since the signal in the bull’s-eye grows like 22 of the projectile fragments
passing through it, but RQMD does not cluster itsfina state protons and neutronsinto multiparticle
fragments. Instead a different definition of a software interaction trigger was constructed using a
simulation of the ZCAL. Theinteraction trigger requirement of aloss of ~1.4 units of charge from
the beam was replaced with the requirement of aloss of at least two nucleon’s worth of energy in
the simulated ZCAL. Asone would expect, the kaon yields in the periphera cuts on the data are
very sensitive to this definition. Table 6.2 shows what happens to the integrated kaon dn /dy in the
most peripheral ROMD Si+Au events as this interaction definition is varied from no requirement
(besides RQMD’s own requirement of at least one nucleon-nucleon interaction) through the | oss of

one, two and three nucleon’s worth of energy in the ZCAL.

ZCAL | Kt | K~
0 0.43 | 0.10
1 050 | 0.11
2 0.55 | 0.12
3 0.61 | 0.14

Table 6.2: Systematic yield variation in peripheral RQMD event selection. The column labelled
“ZCAL” is the minimum required energy loss in the ZCAL divided by the beam kinetic energy,
giving the number of nucleons lost from the silicon projectile. The other two columns are the
integrated kaon dn /dy’s for KT and K—, respectively. Asthe minimum interaction requirement is
strengthened, the kaon yieldsincrease significantly.

The simulation of the TMA response was written by Ron Soltz. It countsall charged particles

above a minimum kinetic energy cut of 25MeV with 6° < 6 < 143° and 0 < ¢ < 2, except for
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two 30° gaps in ¢ and two missing panels in the forward wall of the TMA. Table 6.5 shows the

multiplicity cuts used to define various event selections. Central events are then defined by a cut on
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Figure 6-3: Simulated TMA versus impact parameter for RQMD minimum bias events. Over the
middle range of multiplicities, the two quantities are usefully correlated. At the low end of the
multiplicity distribution (peripheral events), there is some flattening of the correlation, limiting the
ability of the TMA to select events with different impact parameters. The lines show where the
TMA cuts used on the RQMD data are located.

thisdistributionrather than acut inimpact parameter, although there isa strong correlation between
the two, as can be seen in Figure 6-3. This correlation in the model confirms the expectation that
multiplicity cuts on the experimental data correspond reasonably well to impact parameter cuts. A
fairly wide range of impact parameters do contribute to each multiplicity cut, but within reason,
one is selecting large impact parameters by choosing low multiplicity events and small impact

parameters by choosing high multiplicity events. The figure also shows that the smallest impact
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parameters that can be chosen by looking for high multiplicity are not much less than 2 fm. Tighter
cuts can be made on the event multiplicity, but these events will have impact parameters ranging up
to 2fm.

For a set of RQMD events generated with b < 5fm, Figure 6-4 shows the difference in the
events selected between a hard cut on impact parameter and a multiplicity cut for ROQMD Si+Au
events. Requiring high multiplicity tends to select slightly more central eventsthan theb < 5fm
cut. Figure 6-5 shows what then happensto the K™ dn/dy for afew different definitions of central
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Figure 6-4: RQMD Si+Au impact parameter distribution for high multiplicity events. The plain
histogram isthe raw, geometrically weighted impact parameter distribution. The hatched histogram
shows what happens to the raw distribution when a simulated upper 7% TMA multiplicity cut is
imposed. The average impact parameter of the TMA selected events is 0.9fm smaller than the
average for all eventswithb < 5fm.

events. Thefilled symbols show theyield of K+ for multiplicity selected events; the open symbols
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arefor events selected on impact parameter. Asthefigure shows, the agreement isclosest for impact

parameters between 2 and 3fm.
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Figure 6-5: RQMD Si+Au K™ dn/dy for different event selections. The solid line is a Gaussian
fit to the peak of the dn/dy distribution for the high multiplicity cut. The agreement between the
two ways of selecting events is best for impact parameters between 2 and 3fm.

6.4 Kaon Yieldsand Sopes

Aswith therea data, the first resultsto examine are the invariant yields and the m | inverse slope
parameters. There are enough kaon statisticsin the minimum bias and central RQMD simulations
to treat the model output in exactly the same way as the data. Cross section histograms are filled
and the experimentally accessible region is masked off using the same acceptance histograms as

for real data. Then the same fitting routines used for the data are used to fit exponential m |
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distributions to the model output. A comparison of the slopes found in RQMD and the datafor a
dicein rapidity 0.2 units wide centered at y = 1.3 is shown in Table 6.3. The RQMD K™ slopes

System RQMD K* | DataK* | RQMD K~ | DataK™
Si+Al minimumbias | 15743 167+2 | 184+7 14742
Si+Al centrd 160+3 169+4 | 236+27 14943
S+Auminimumbias | 163+3 179+2 | 188+7 15742
Si+Au central 16543 184+3 | 226+10 162+3

Table 6.3: Comparison of RQMD and data ., inverse slope parameters. The units are MeV/c2.
While the RQMD slopes for K+ are somewhat smaller than for real data, the K~ slopes are quite a
bit larger.
are lower than the data, and the K~ slopes are significantly higher than the data. The statistics for
the K~ are fairly thin for fitting the data this way, but it does seem that RQMD is off the mark
here. Figure 6-6 shows a direct comparison between the m distributionsfor K~ in central Si+Au
for RQMD and E859 data. The first question that arises is whether the difference in the slopes
between RQMD and the datain A-A collisionsis generated during the A-A collision, or whether is
is due to a bad parameterization of the p-p data. We generated 100,000 p-p events using RQMD,
and the p+p—K~ m, slope extracted from the RQMD events is 138 + 6 MeV/c?, the p+p—K™
slopeis 145 + 2MeV/c?. For comparison, the kaon slopesin the E802 p+Be datanear y = 1.5 are
1304+ 10MeV/c? for K—, and 150+ 5MeV/c? for theK* [A1924]. So, thekaon slopesin p-p events
generated with RQMD seem to agree well with the data. Subsequent discussions with one of the
authors of RQMD may have identified an inadvertently disabled 7Y channel in the present version
of the code as the culprit [Sor]. Other meson-hyperon channels do not seem to have been affected.
Preliminary results with a patched version of RQMD that properly incorporates the 7Y channel
show an inverse m, slopefor central Si+Au—K~of 204 + 14MeV/c?. The size of the statistical
errors do not allow for a conclusive statement, but there is some indication that the modification to
the code changes the RQMD K~ m | slopesin the direction of the data.

Thefitted slopes for RQMD are not greatly affected by the experimental acceptance, as can be
seen in Figure 6-7. The figure shows the effect of fitting an exponential . distribution over the

whole range and within the acceptance to RQMD output in three different slices of rapidity. There
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significantly higher than the data
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Figure 6-7: RQMD Si+Au—K™ dlope systematics. The m distributions for low, medium and
high y dices of the minimum bias data are shown. Two exponential m, fits are made to each
distribution. One, fit over the whole distribution, is shown as a dotted line. The other, shown as a
solidline, isfit over only that part of the distribution inside the E859 acceptance, represented by the
hatched area. The two fits are only distinguishable for the most forward slice, where imposing the
acceptance reduces the slope parameter by ~2MeV/c2.
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is very little difference for any of the rapidities, the largest difference occurring for the slice with
the least acceptance.

There are two ways to obtain the dn /dy for kaonsin RQMD. One can take the fits to the m |
spectra described above and integrate them to give dn/dy as a function of rapidity. Or, one can
just histogram the yields directly as a function of rapidity. The first method is certainly the more
correct way, but as Table 6.4 and Figure 6-7 show, there is very little difference between the two
methods. Also, the relatively limited statistics of the RQMD sample makes this type of analysis

impossible for any of the more periphera cuts. If we histogram the counts directly and make the

System K+ Fit K+ Count K~ Fit K~ Count

Si+Al minimumbias | 0.2840.01 | 0.29+0.01 | 0.0744+0.003 | 0.07440.003
S+Auminimumbias | 1.00+£0.02 | 0.99+0.03 | 0.21+0.01 0.22+0.01

Table 6.4: Comparison of RQMD dn/dy from fits and counts.

event selection appropriately, the rapidity distributionsfor RQMD kaons for each of the four TMA
cuts can be plotted. Figure 6-8 and Figure 6-9 show the kaon dn /dy distributions as a function of
rapidity. The yields in each bin are obtained by simple counting, not by fitting an exponential in
m to the transverse spectra and integrating. However, thisis expected to have only a~5% effect
on the dn/dy. In genera the RQMD yields are 10-30% lower than the data at the peak, but this
difference essentially disappears near the edges of the experimenta coverage. The one exception to
this general characterization seemsto be the peripheral Si+Au yields, for which the RQMD yields
are dlightly higher than the data. However, it should be noted again that there are considerable

systemati c uncertainties associated with comparing the periphera cutson the dataand inthe model.

6.5 Scalingof Kaon Yieldsin RQMD

A further comparison between the E859 kaon dataand the output of RQM D can be made by |ooking
at the change in total yields of kaons as a function of the number of participating nucleons. Using
thesimulated ZCAL and TMA, we cal culated the number of participantsin the same way asfor real

data, and then compare average number of participants for kaon events for the different TMA cuts
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Figure 6-8: RQMD and measured Si+Al—K dn/dy versus rapidity for the most central and the
most peripheral TMA cuts.
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Figure 6-9: ROMD and measured Si+Au—K dn/dy versus rapidity for the most central and the
most central TMA cuts.
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with real data. Table 6.5 shows these values. The yields are plotted as a function of these cutsin

System | Name | Range <N§%§"D> RMSTOVP <N5§j‘> RMSDaa
Si+Al | TMA1l | 44— 20.2 29 19.3 4.3
TMA2 | 3143 16.4 3.7 16.1 5.0
TMA3 | 17-30 10.7 40 111 53
TMA4 0-16 4.0. 3.0 4.6 41
Si+Au | TMA1 | 143- 27.1 0.8 26.4 17
TMAZ2 | 108-142 255 18 24.2 31
TMA3 | 65-107 20.0 3.8 17.0 53
TMA4 0-64 6.8 5.0 7.5 4.8

Table 6.5: Comparison of ZCAL for TMA cuts between RQMD and real data. The TMA cuts for
the data are defined in Section 4.10 and the cuts on the RQMD simulated TMA response are made
inasimilar way. Thesimulated ZCAL responseis histogrammed for events containing akaoninthe
acceptance and satisfying each of the TMA cuts, and the average ZCAL energy is extracted. This
is divided by the beam kinetic energy and subtracted from 28 to give the number of participants.

Figure 6-10. Thekaon yieldsin RQMD riselinearly with the total number of participants, as do the
E859 kaon yields. The figure shows a dotted line representing the linear fit to the E859 data, and a
dashed fit to the RQMD data. For comparison, the equations of the linear parameterizations are

~NKE = 064 0.08N,.,
Mo = —0.9+0.07N,,,
Npya = —0.09+ 0.016N,,,,
N&wp = —0.15+ 0.014N,,, (6.1)

6.6 KT/K~ Ratio

Using RQMD, we can also examine the ratio of K+ and K~. Figure 6-11 shows the K*/K~ ratio
for S+Al with the E859 minimum bias Si+Al data superimposed. The RQMD results have much
poorer statisticsthan thereal data, but the peripheral RQMD ratio seemsto substantially follow the
trend of the data. There is a statistically marginal tendency for the central RQMD ratio to have
a flatter rapidity dependence than the data or the peripheral RQMD ratio. A factor of four better
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Figure 6-10: Scaling of ROMD tota kaon yields with number of total participants. Theyieldsare
obtained by directly counting all kaons produced by RQMD. Thetota yields for the K+ and K~
both rise roughly linearly with NV,,,,.. The only deviation from thistrend seemsto be for the one or
two most central TMA cuts for the Si+Au data. The dashed lines are the linear fits to the RQOMD
data; the dotted lines are the linear fits to the E859 kaon data shown in Figure 5-10.
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statisticswould probably be enough to alow oneto say conclusively whether the trends werereally
different or not.  Figure 6-12 shows the K*/K~ ratio for Si+Au with the E859 minimum bias
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Figure 6-11: RQMD Si+Al K*/K~ dn/dy ratio versus rapidity.

Si+Au data superimposed. Again, the peripheral RQMD ratio seemsto follow the trend of the data,
but the central ratio seems to differ somewhat. Part of this may be merely a statistical fluctuation,
but it may be partly due to amissing 7Y —NK~ channel (inadvertently disabled in RQMD 1.08,
see Section 6.4). Thischannel worksto increase the number of K~'s, which would send the RQMD
ratio in the direction of the data. Since this channel involves produced particles, one would expect
its effect should be concentrated in rapidity around 1-1.2 (between yyn and the target rapidity),
which iswhere the effect is actually seen.
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Figure 6-12: RQMD Si+Au K*/K~ dn/dy ratio versus rapidity
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6.7. KAON PRODUCTION MECHANISMS
6.7 Kaon Production M echanisms

Of course, theadvantage of using amodel isthat you havedirect accessto the production mechanisms
of the final state particles. We can look in the model to see the relative importance of the different
contributionsto the final K™ and K~ yields. As described above, RQMD creates many of the final

particles not directly, but via resonant or excited intermediate states. Figure 6-13 and Figure 6-14

Si+Al - K*

N | 7. K

Si+Al - K™

N | I~}

B-B M-B A M-B C M-M

Si+Al kaon production mechanisms

Figure 6-13: ROMD Si+Al—K production mechanisms. In each panel isacomparison of periph-
eral and central kaons, normalized to show the relative importance of each process. B-B means
baryon-baryon collisions, M-B A means meson-baryon annihilations, M-B C means meson-baryon
collisions, and M-M means meson-meson collisions. As a genera rule, baryon-baryon collisions
play asmaller rolein central collisions. Thisisespecially truefor K—.

show the relative importance of different mechanismsin RQMD that produce kaons for peripheral
and central collisions. RQMD produces one file containing the momentaof all produced particles

and a separate file which contains the momenta and production mechanism of the kaons. Because
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the information for the whole event is not available in the strangeness production file, it is difficult
to make the same multiplicity cuts as above using the TMA simulation. Instead, cuts on impact
parameter have been used hereto define central and peripheral. However, sincewearenot comparing
the information in this section to experimental results, it is not so important.?

There are several categories of collisionsshown in each bar chart. They are:

e BB
Baryon-Baryon collisions. Thisincludes associated production, NN—NAK™, and kaon pair
production, NN—NNK*K~, as well as more exotic channels involving baryon resonances
such as NA—N*—AKT.

e M-BA
Meson-Baryon annihilation. This includes channels such as pN— AK™*, where the meson in

theinitia state does not appear inthefina state.

e M-BC
Meson-Baryon collision. This includes channels such as pN—pNK*™K~, where the initial

meson a'so appearsin thefinal state.

e M-M
Meson-Meson collision. This includes channels such as kaon pair production via pion

annihilation, 77 —K+TK~.

In periphera collisions, baryon-baryon collisions are the main source of K* and K~ in both
systems. In central collisions, meson-baryon collision quickly become more important. Meson-
baryon interactions are the main source of K~ production in both central Si+Al and central Si+Au.
Baryon-baryon collisions are nearly always the main source of K*. However, in centra Si+Au the
total of both types of meson-baryon interactions manages to just out produce the baryon-baryon
channels.

We can also examine the production mechanisms as a function of rapidity. Figure 6-15 shows
this for Si+Au for central and peripheral collisions. In peripheral Kt production, the baryon-

baryon channel is peaked about ynn, but this peak moves back toward the target as one goes to

2We're not comparing apples to oranges, we're just having a close look at the apples.
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Figure 6-14: RQMD Si+Au—K production mechanisms. In each panel is a comparison of
peripheral and central kaons, normalized to show the relative importance of each process. B-B
means baryon-baryon collisions, M-B A means meson-baryon annihilations, M-B C means meson-
baryon collisions, and M-M means meson-meson collisions. As a general rule, baryon-baryon
collisonsplay asmaller rolein central collisions. Thisis especially truefor K—.
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Figure 6-15: RQMD Si+Au—K production mechanisms versus rapidity
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central collisions. In K~ production, the baryon-baryon channel remains strongest near ynn- These
trends are consistent with the difference in the thresholds of kaon pair production and associated
production with a A. The meson-baryon processes shows large changes in going from peripheral
to central collisions. In K™ production, it becomes as important as the baryon-baryon channels. In
K~ production, it starts out as the dominant source in periphera collisions, and grows even more
important in central collisions. Since these processes involve at least one produced particle, they

are peaked closer to the target rapidities than ynn.-

6.8 Summary of Model Comparison

In general, RQMD 1.08 does a reasonablejob of reproducing many of the observablesin the ES59
single particle kaon data. However, the agreement between model and data should not be over-sold:
there are severa places where the model isin significant disagreement with the data. On the other
hand, RQMD does reproduce the systematic trends in the data quite well, and there are many
instances where the quantitative agreement between the model and the dataiis quite good.

The total yields that RQMD predicts are 10-15% lower than the data for al but the most
periphera data. However, as explained in Section 6.3, there are large systematic uncertainties
inherent in comparing the peripheral model output to data. Most of the difference in the central
yields occurs directly under the peak of the dn /dy distribution where RQMD is quite a bit too low.
The disagreement is most serious for central Si+Au—K~, where RQMD predicts only about 70%
of the K™’s seen in the data

There are also mixed results in the agreement between the m | inverse slope parameters in
RQMD and the data. The RQMD slopes for both central and minimum bias Si+Al—K* are about
10MeV/c? smaller than the data, while the K* slopes for Si+Au are about 20MeV/c? lower than
the data. The statistical uncertainties on these numbers is about 3MeV/c?, and there are systematic
uncertainties on the experimental data of a few percent, so | would argue that thisis quite good
agreement. The K~ slopes are a different story. The central S+A—K™ slopesin RQMD are
~70MeV/c? higher than the data, and the RQMD slopes for K~ are larger than the slopes of the
K*; the opposite of what is seen in the data. The statistical uncertainties on the K~ model results

are quite large, 10 MeV/c?, but the effect is still significant.
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[ronicaly, this discrepancy might be explained by interesting physics. If RQMD too strongly
absorbs low momentum K~ the result might be consistent with the discrepancy seen in the yields
and in the slopes. In fact, one might turn this around, and argue that the experiment sees evidence
for less absorption of low momentum K~ than is predicted in a hadronic moddl. In a paper by
Koch [KD89] discussing strangeness production in 2.1 A-GeV/c nuclear collisions, he argues that,
“during the final expansion stage, the produced p’s and K~’s might not be so strongly depleted as
naively expected.” This is because the annihilation rate of K~ is a strong function of the baryon
density and falsrapidly as the system decouples.

RQMD does agood job at reproducing the widths of the dn /dy distributionsand, in particular,
reproducing the systematic decrease in thosewidths asthetotal number of participantsincreases. In
RQMD, thisisstrongly correlated with an increase in the contribution of meson-baryon interactions
totheyield of kaons, especially for K—. RQMD tracks thetrend in the data quite well and suggests
a possiblereason for thisbehavior in the widths.

Within the statistics, RQMD also seems to show a K*/K~ ratio independent of centrality and
system. The one exception to that seems to be the central Si+Au, but the dn/dy distribution for
the K~ in that RQMD data set is oddly shaped, which may be simply a question of statistics.
Since the mechanisms responsible for kaon production in RQMD vary significantly as one goes
from peripheral Si+Al to central Si+Au, the stability of the ratio appears as a sort of complicated
coincidence. In central Si+Au where one might expect the K~ production to lag behind the trend
of the K™ because of increased absorption, the contribution of meson-baryon interactions stepsin
to keep theyield ashigh asitis.

Finally, the mechanisms in RQMD responsible for kaon production vary quite strongly with
centrality. For the most peripheral collisions, baryon-baryon collisions are the main source of K+
and are also quite significant for the production of K~. For the most central collisions, especially
for S+Au, meson-baryon interactions become much more important, competing strongly with
baryon-baryon processes as the dominant source of K*'s. The meson-baryon channels are the most
important source of K~’s by far, responsiblefor nearly 75% of the K~ seen in central Si+Au.

While RQMD generally under-predicts the kaon yields, it isknown to significantly over-predict
the pion yields [Zac93]. Because of this, it may also over-rate the importance of meson-baryon

interactions. However, many of the mesons during the collision are actualy p’s and w’s which
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would end up decaying into 2 and 3 pionsif they did not interact with the hyperons and nucleonsto
produce the additional kaons seen in the central collisions. Quite a bit of the discrepancy between
the pionsyieldsof RQMD and what is seen in the data could be relieved by producing fewer heavy
mesons in the initial stages of the collisions. This would reduce the number of kaons as well,
because it would reduce the number of meson-baryon collisions. The number of pions should be
affected more strongly, since a meson-baryon interaction leads to only one kaon, but allowing the
heavy meson to decay can produce more than one pion.

From RQMD we learn a plausible reason for the trends seen in the E859 kaon data. As one
creates alarger and larger collision system, the number of meson-baryon, and in particular meson-
hyperon, collisionsincreases quickly, leading to an increase in the number of K~ which tracks the
increaseinthenumber of K+. Thenet effect isthat central Si+Au collisions, where onewoul d expect
significant K~ absorption, have very nearly the same K*/K~ ratio as peripheral Si+Al collisions.
Thisis an interesting and significant point about the dynamics of relativistic heavy-ion collision at
these energies. The large baryon number densities in these collisions allow for processes that not
only augment the creation of strangeness, through the decay of massive nucleon and hyperon states,
but provides away for the created strangeness to be redistributed from the A’s and ¥'sto the K~
which ordinarily have a small primary production cross section. Simulations of Au+Au collisions
at AGS energies have been begun, and it will be interesting to see if the RQMD modéd of these

interactionsis able to reproduce the details of strangeness production seen there.
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Chapter 7

Summary and Conclusions

Distributionsof K+ and K~ produced by a 14.6 A-GeV/c 28Si beam incident on targets of 2’Al and
197 Au have been measured over alarge rangein rapidity, 0.5 < y < 2.1, and transverse momentum,
0.1 < p, < 2.5. These measurements are the most comprehensive charged kaon measurements
made so far for heavy-ion collisions at these or any energies. The measurements have much higher
statistics than similar data sets collected as part of ES02, and the higher statistics have alowed a
detailed look into the mechanisms of strangeness production. The following conclusions may be

drawn from the data:

¢ Thenew dataset has substantially better statistics than before, but where the data sets overlap
the results are basicaly in agreement. For example, the peak of the central Si+Au—K™
dn/dy inthe EB02 datais 3.24 4+ 0.18 [A194]; in the E859 datait is 3.57 & 0.08. The result
of this difference in statistics is that within the statistical errors of the E802 data, the three
dn/dy points from y = 1.1-1.5 all show essentialy the same value, while the E859 data is
clearly able to distinguish the maximum between y = 1.1and y = 1.3.

¢ Many of the gross features of the kaon data are consistent with an orthodox picture of kaon
production. The K™ yields near ynn are about afactor of 4 larger than the K~ yields, roughly
thesameasin p-p collisionsat these energies. Thisis consistent with the expected dominance
of the associated production NN—NAK™. The peak of the KT production in Si+Au moves
toward the target rapidity as more central events are selected. Again, thisiswhat one would

expect given associated production as the primary source of K.
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e Theinverse m dopesof both K+ and K~ in Si+Al do not vary significantly with centrality,
whichisperhaps an indication that Si+Al istoo small asystemin which to see any significant
change in the kaon production mechanisms. On the other hand, the m; slopesin Si+Au
increase by 10-20MeV/c? in going from peripheral to central collisions, perhaps indicating
that the larger number of collisionsin the Si+Au system helps to popul ate the high m ; tall
of thedistribution.

e Theinverse m  dopesfor the KT are 10-20MeV/c? larger than the slopes for the K~ Part
of the reason for this may be the lower energy threshold for the process NN—NAK™ as
compared to NN—NNK*K~. Theextrakinetic energy availablein the associated production
of aK* and a A alowsthe K+ to be produced with higher | increasing the inverse m .

slope.

o Thewidths of the rapidity distributions for both K+ and K~ decrease as the total number of
participants increases. Therefore the kaon production is not increasing uniformly over the

full rapidity range (as seems to be the case for the pions), but shows a peaking behavior.

e The integrated yields of both K* and K~ increase approximately linearly with the total
number of participants. In going from peripheral Si+Al to central Si+Au the yields of both
K+ and K~ increase by afactor of ~30.

e The K*/K~ ratio demonstrates nearly unchanging behavior as a function of centrality and
collision system. For all system, theratio increasesfrom 4 near ynn to 6-7 near target rapidity.
Meanwhile, in Si+Au the rapidity density of protons near y = 1.0 increases by a factor of

nearly 20.

There are also severa conclusionsthat can be drawn from the comparison with RQMD:

¢ Thekaonyieldsin RQMD for central Si+Al and Si+Au are 10-30% too low, and most of this
difference occurs at the peak of the kaon production. In the more periphera cuts, the RQMD
yieldsfor KT and K~ agree well with the datain the case of Si+Au, but are still 20% too low

in the case of Si+Al.

e Theinverse m  dope parameters for the K+ in RQMD central Si+Au are about 10 MeV/c?
lower than the data. The slopes for the K~ in the same system are ~70MeV/c? higher than
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the data. The significant discrepancy in the case of the K~ may have been traced to the lack
of the 7Y —NK™ process, which was inadvertently disabled in the version of RQMD used
here. Preliminary indications are that enabling this process may move the RQMD m | slopes

in the direction of the data

Thetotd yields of both K+ and K~ in RQMD show show a linear increase with the number
of total participantsasin the data. The linear coefficient of thisincrease for the K+ iswithin
10-20% the samein RQMD and the data, and thisis also true for the K.

The widths of the kaon rapidity distributions in RQMD show the same narrowing with

increased centrality as seen in the data.

In going from peripheral Si+Al to central Si+Au, the relative contribution of baryon-baryon
collisions to the K+ yields decreases from 65% to 40%, while the contribution of meson-
baryon collision increases from 27% to 43%. At the same time the contribution of baryon-
baryon collisions to the K~ yields decreases from 42% to 12%, but the contribution of
meson-baryon collisionsincreases from 43% to 74%. The interactions of secondaries playsa
very largerolein the production of K—, and the importance of these processes increases with

system size.

In explaining these results, it does not appear necessary to invoke the existence of a quark-

gluon plasma. Though the one hadronic cascade code studied in detail here underpredicts the

kaon production, it does seem to scale with system size like the actual data. So the code may

have cross sections for some kaon production processes that are too small, but there seems to be

an indication that the mechanisms which increase the production are modelled redlistically. The

current measurements also have some implications for some of the early observations made by

the collaboration. In particular, the rise of the K/r ratio is almost certainly explainable without

needing the quark-gluon plasma. While the pion production per participant is basically saturated in

most collisions, the more central collisionsbringinto play processes which increase the strangeness

production above what is seen in p-p data. At the same time, there are strangeness exchange

reactions which help move some of this strangeness to the K~’s from the A’s and }’s created in

associated productionwithK+’s. Therefore, the K/x ratio, whilenot anindicator of QGPformation,

does seem to indicate the importance of interesting dynamical effects in these collisions.
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CHAPTER 7. SUMMARY AND CONCLUSIONS

Thereare several waysthe current work could be extended. The AGS isnow accel erating beams
of 1%7Au to 11.7 GeV/c per nucleon, offering the prospect of investigating strangeness production
in a much heavier system than has yet been possible at these energies. Also, the symmetry of
acollision like Aut+Au effectively doubles the rapidity coverage of the experiment, reducing the
uncertainties inherent in trying to determine the shapes of rapidity distributions or the yields of
particles extrapolated to full phase space.

Though the K+ and K~ differ in the magnitude of several measures, such as slopes and yields,
one has to be struck by the similarity demonstrated between the K+ and the K~ in the way these
measures change with system size. It would be interesting to see if this similarity persists in
the much larger Au+Au system. If strangeness exchange reactions involving the hyperons are a
significant source of the K—, the yields of K~ may increase significantly compared to the KT in
Au+Au. Preliminary indications are that the K yields continue to increase linearly with the total
number of participant nucleons [Zac93]. If the K~ increase with the number of participants faster
than the K, it may be a strong clue to the dynamics of the collision.

Finally, it would be interesting to see the behavior of the kaon rapidity distributionsin the larger
system. If RQMD is correct, meson-baryon annihilations may account for nearly al of the K~
production. The fact that this mode of production proceeds via the decay of a hyperon resonance
makes it difficult for the K~ to have a distribution in rapidity less than about 0.8 unit wide. There
are no K production channels with this kind of resonant behavior, so nothing prevents the K*
distributions from becoming even more narrow. If the trends from the Si+A data continue, it
is conceivable that the K™ distributions would become narrower than the K~ distributions. The
formation of a QGP would tend to erase this since it produces kaons without proceeding though a
resonance.

Thedataanalyzed in the thesis has provided a comprehensive view of kaon productionin heavy-
ion collisions at AGS energies. With high statistics, comparable in magnitude to the ES02 pion
data, it has been possible to make many different cuts on the kaon data for the first time and study
systematic changesin the character of the kaon production. With the advent of the much heavier Au
beams now available at the AGS, and the prospect of much higher energies which will be available
a RHIC, the strangeness production data provided in these Si+Al and Si+Au collisions will serve

as a needed benchmark for comparison. More than that, however, the present data help develop
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a picture of nuclear collisions in which dynamics plays a centra role in creating and distributing
strangeness. Large numbers of resonances, strange and nonstrange, are created in the initial stages
of the collision. These excited states interact anong themselves and with the surrounding nuclear
medium, helping produce strangeness, and then shuffling the created s and s quarks among various

strange mesons and baryons.
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Appendix A

Kaon m | Distributions

Thisappendix presentsthe plotsof m | spectraof K+ and K~ for Si+Al and Si+Au. For convenient
reference, we repeat here the functional form of thefit to each spectrum,

d?n

= AeBUmi-mo) A.l
2rmy dm dy c (A1)

The format of each data plot is basically the same, the data are plotted in bins 0.05MeV/c® widein
m, by 0.2 unit widein rapidity (the minimum bias datais plotted with rapidity bins 0.1 unit wide).
Several dlicesin rapidity are presented on each plot. The topmost slice corresponds to the lowest
rapidity, usually a bin centered on y = 0.5; the lowest slice corresponds to the highest rapidity,
usually abin centered ony = 2.1. Each spectrum except the topmost has been divided by successive
factors of 10. Thelinein each plot curving from lower left to upper right represents the GASC
threshold—all data to the lower right of this line require the GASC for particle identification. The
systematic error associated with each fit typically increases as one moves toward higher rapidity,
both because the m | coverage decreases, and because alarger fraction of the spectrum depends on
the GASC, for which there are substantial corrections due to pion contamination and kaon loss (see
Section 4.5).
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Figure A-1: Si+Al Inelastic Kt m Distributions. Data are plotted for slicesin rapidity 0.1 units
wide. Each slice after the topmost has been divided by successive factors of 10. Data to the right
of the solid linein each slice requires GASC for PID.
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Figure A-2: Si+Al Inelastic K~ m, Distributions. Data are plotted for slicesin rapidity 0.1 units
wide. Each slice after the topmost has been divided by successive factors of 10. Data to the right
of the solid linein each slice requires GASC for PID.
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0.56
0.70
0.89
1.07
1.28
1.49
1.68
1.88
2.07

(GeV/d)?

dn

2rm, dmdy

1

.

“09 I ‘ I ‘ I ‘ I ‘ I ‘ I ‘ L1 ‘ L1 ‘ | ‘ |
0 0.2 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2

m,-m, (GeV/cz)

Figure A-3: Si+Al 0-7% TMA K+ m Distributions. Data are plotted for slices in rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Si+Al - K™ 0-7% TMA
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Figure A-4: Si+Al 0-7% TMA K~ m, Distributions. Data are plotted for slicesin rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-5: Si+Al 7-20% TMA K™ m Distributions. Data are plotted for slicesin rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-6: S+Al 7-20% TMA K~ m  Distributions. Data are plotted for slicesin rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-7: Si+Al 20-40% TMA K* 1 Distributions. Data are plotted for slicesin rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-8: Si+Al 20-40% TMA K~ m Distributions. Data are plotted for slicesin rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-9: Si+Al 40-100% TMA K™ m Distributions. Data are plotted for slicesin rapidity
0.2 unitswide. Each slice after the topmost has been divided by successive factors of 10. Datato
theright of the solid line in each slice requires GASC for PID.
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Figure A-10: Si+Al 40-100% TMA K~ m, Distributions. Data are plotted for slices in rapidity
0.2 unitswide. Each slice after the topmost has been divided by successive factors of 10. Datato
theright of the solid line in each slice requires GASC for PID.
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FigureA-11: S+AulnélasticK+ m  Distributions. Dataare plotted for slicesin rapidity 0.1 units
wide. Each slice after the topmost has been divided by successive factors of 10. Data to the right
of the solid linein each slice requires GASC for PID.
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Figure A-12: S+AulneasticK~ m  Distributions. Dataare plotted for slicesin rapidity 0.1 units
wide. Each slice after the topmost has been divided by successive factors of 10. Data to the right
of the solid linein each slice requires GASC for PID.
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Figure A-13: Si+Au 0-7% TMA K* m, Distributions. Data are plotted for slices in rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-14: Si+Au 0-7% TMA K~ m Distributions. Data are plotted for slices in rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-15: Si+Au7-20% TMA K+ m, Distributions. Data are plotted for slicesin rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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FigureA-16: S+Au7-20% TMA K~ m Distributions. Data are plotted for slicesin rapidity 0.2
units wide. Each slice after the topmost has been divided by successive factors of 10. Datato the
right of the solid linein each slice requires GASC for PID.
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Figure A-17: Si+Au 20-40% TMA KT m, Distributions. Data are plotted for slices in rapidity
0.2 unitswide. Each slice after the topmost has been divided by successive factors of 10. Datato
theright of the solid line in each slice requires GASC for PID.
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Figure A-18: Si+Au 20-40% TMA K~ m  Distributions. Data are plotted for slices in rapidity
0.2 unitswide. Each slice after the topmost has been divided by successive factors of 10. Datato
theright of the solid line in each slice requires GASC for PID.
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Figure A-19: Si+Au 40-100% TMA Kt m, Distributions. Data are plotted for slicesin rapidity
0.2 unitswide. Each slice after the topmost has been divided by successive factors of 10. Datato
theright of the solid line in each slice requires GASC for PID.
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Figure A-20: Si+Au 40-100% TMA K~ m  Distributions. Data are plotted for slices in rapidity
0.2 unitswide. Each slice after the topmost has been divided by successive factors of 10. Datato
theright of the solid line in each slice requires GASC for PID.
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Appendix B

E802 Si+A Reference

For convenient reference, the E802 published dn/dy’s as afunction of rapidity for pions, kaonsand
protonsfor central and peripheral Si+Al, Si+Cu and Si+Au events are presented here. Thedefinition
of central and peripheral for this data is based on cuts on the ZCAL forward energy distribution,
and is not exactly the same as the definition used in the results presented in Chapter 5. This makes
the largest difference in the peripheral cuts, but is not a significant effect for the central data. Both

of these figures are taken unchanged from the E802 survey paper [AT94].
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Figure B-1: E802 Peripheral Si+A dn/dy.
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Appendix C

LVL2 Trigger Details

In Chapter 3.5, the hardware of the LV L2 trigger was described. However, the LVL2 trigger isalso
heavily dependent on a large body of software in order to function properly. This appendix will

describe the software associated with the LVL2 trigger.

C.1 Calibrations

The proper operation of the LVL?2 trigger is dependent on several calibrations. One of these is the
determination of allowed straight line tracks behind the magnet. This affects how well the track
finding part of the trigger works. The other is the determination of the various constants in the
FERET’s. This affects how well the particle identification part of the trigger works.

Finding the allowed set of tracksis accomplished using asimple Monte-Carlo simulation of the
experiment written by Ju Kang of the University of California, Riverside.

The determination of the FERET calibrationsis quite a bit more involved, and was written by
Ole Vossnack and Hiroyoshi Sakurai. There are two parts to the procedure: an initial calibration
which is done once or twice per running period and requires several runs' worth of data, and a
simpler calibration which is done after each run.

Theinitial calibration of the FERET timing constantsisdone offline with data taken during 6-10
runs.

One expects there to be drifts in the timing calibration of the FERET’s due to effects such as

temperature fluctuations. It is important to keep the calibrations current with these drifts, as the
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LVL2 trigger depends on them in order to work properly.

C.2 Taking DataUsingtheLVL2 Trigger

In addition to the the usual setting of scaledowns and trigger bits which must be done for any type of
data taking, there are several thingswhich must be done specifically to prepare for taking data with
the LVL2 trigger. For example, CAMAC modules need to be initialized, lookup tables need to be
downloaded to the MLU's, values need to be sent to the FERA's so that they can perform pedestal
subtraction, the PCOS |11 system need to be readied and the the whole trigger needs to be put in a
modeinwhichitiscontrolled by thetrigger supervisor rather than BNL859. It addsup to quitealist
of thingsthat need to be taken care of before thetrigger can be used. Of course, theseinitializations
have been automated, but there are complications. The LVL2 trigger can be configured only from
the VAX node BNL 859 since the CAMAC interface to the LVL2 trigger resides there. However,
the normal run initialization is performed from the node BNL 802, a different computer with which
the operator interacts directly viathe operator console. Next, | will describe what is doneto get the
LVL2 trigger ready for data taking, and how those actions are handled remotely from the main data
acquisition computer.

Normally, to start a run, one uses the DCL command procedure, BEGIN.COM. This was not
changed when the LVL 2 trigger was added. Instead, several LV L2 specific hooks have been added
to that command procedure, each of which invokes a different command procedure to handle each
of the severa initiadization tasks. Table C.1 liststhose commands procedures and the task for which

each is primarily responsible.

Function Procedure

Configuration selection LVL2 REMOTE 1
Begin run synchronization | LVL2_.REMOTE_2
Configuration recording LVL2_REMOTE_3
LVL2 verification LVL2_ REMOTE 4

Table C.1: LVL2 initialization procedures

During configuration selection, the user is presented with an ASCII menu of available LVL2
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Using LVL2
trigger?

Normal
initialization

Select LVL2
configuration

Send download
command to
BNL859

Wait for
run to start

Send record
command to
BNL859

Wait for
run to end

Send verify

command to
BNL859

Figure C-1: Flowchart of trigger initialization of LV L2 trigger for data taking
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trigger configurations. This menu shows only a handful of the dozens of configurations that are
actually stored in the LVL2 database. The selection list is stored directly in the command file
LVL2 REMOTE_1, and is edited by an expert as necessary to reflect the upcoming plans for the
trigger. One nicefeatureisthat the name of the configuration that is displayed need not be the same
asthe nearly indecipherable string used internally by the LV L 2 database to refer very specifically to
aparticular configuration. Instead, a short descriptive name may by used. For example, the menu
might show “4kG K+ /K~ trigger” instead of “B4025050N8801201NO25NEGBBT1T2" .

When the user tells BEGIN.COM that the LVL2 trigger is going to be used for the upcoming
run, aremote task is started on BNL 859 which communicates with BEGIN.COM over a DECNET
connection. Remote tasks are procedures initiated on alocal machine which actually execute on a
different machine. It was by using these that the difficulty in having the LVL2 trigger connected
only to BNL859 was handled. Thethingwhichisactualy started asaremotetask on BNL859 isthe
DCL command procedure LVL2.COM. Once the remote task has been started, it remains running
during the entire run. It reads commands sent from BNL 802, invokes INTER as needed to interact
with the LVL2 trigger and database, and sends back to BNL802 the status of each action it carries

out.

C.3 Software Control of the LVL2 Trigger

As shown in the previous section, the LVL2 trigger is made up of many pieces, most of which are
software controllable and configurable. While this allows for a great deal of flexibility in running

thetrigger, it also make for quite a headache, too.

The LVL2 Database

Once the LVL2 trigger has been properly wired together, its functioning is wholly determined
by the contents of its lookup tables. The contents of a complete set of trigger lookup tables is
said to constitute a configuration of the trigger. Thereforeit is essential to record accurately which
configurationwas used for each run during datacollection. The contentsof thesetables havethefinal

say on what the trigger was set up to do during a given run, regardless of what may or may not have

!Actual name of LVL 2 configuration used for run 10766.
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been recorded in thelog book. Since the trigger was a new addition to the experiment, procedures
for recording the configuration of the trigger were not well worked out and as a consequence, the
hand-recording of the state of the trigger varied considerably.

In addition to recording the configuration of thetrigger, these tables need to beretrievable offline
so that studies of the LVL 2 trigger performance may be made (Section 4.6).

To satisfy thisrequirement, | designed and implemented adatabase for storing constantsfor the
trigger. An overview of the functioning of the database in one of itsincarnationsis given in E859
Internal Memo 2 [Mor91]. The database had to meet severa criteria. It had to be relatively small,
robust and quick.

An early decision was made not to use the VAX/VMS native RdB database, because it was felt
that it wastoo slow to be used online. It was also felt that as more and more offline analysis moved
from the VAX/VMS systems and onto UNIX systems, it would be a good idea to have a database
that was portable. At the sametime, Brian Cole had written a subroutinelibrary of database utilities
based on ZEBRA, proving that a simple, flat database could be written in a reasonable amount of
time. For these reasons, it was decided that the LV L2 database would be based on ZEBRA.

INTER

Manipulation of the LVL2 trigger is accomplished through a program named INTER, which is an
interactive, command line program based on the KUIP user interface package from CERN. INTER
provides an environment in which one may generate new MLU tables, build new configurations for
the trigger, download them to the CAMAC hardware, run tests on the trigger, and record entriesin
the LVL2 database. In addition, all of the functionality of PAW is available inside INTER, so one
may also create histogramsand display them from the command line. 1t wasthought that thiswould
aid in developing tables for the trigger.
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Appendix D

Spectrometer Acceptance Details

Determining the geometrical acceptance of the spectrometer is essential for calculating cross sec-
tions. Itisconvenient to have an analyti c approximationto thisacceptance, both becauseit makesthe
acceptance calculation quite fast, and because it makesit alittle easier to see how the acceptance is
determined by the geometry of the spectrometer. CharlesParsons put alot of work into devisingsuch
an analytic method for describing the spectrometer acceptance, and he came up with a reasonable
way of describing the acceptance with a few parameters that were closely related to the geometry
of the spectrometer [Par92]. However, the fina values of those parameters were always adjusted
by hand. I have extended some of hiswork so that thisfinal tweaking is no longer necessary—the
parameters describing the acceptance are determined directly from the Y BOS geometry constants.
A track in the spectrometer is completely described by the following five parameters:

o p—thetrack momentum
o ¥, p—theanglesof theinitia track direction
o 10, yo—thetrack origin (z = 0 isassumed)

These five parameters can be thought of as the coordinates of a point in a 5-dimensional space.
Checking if atrack isintheacceptance isthen equivalent to determining if thispoint liesinside some
prescribed 5-dimensional region—all pointsinsidethe region represent tracksinsidethe acceptance,
all points outside the region represent tracks outside the acceptance. The width of the z¢ and yo

distributions for a single run are fairly narrow (typically 1-2mm), so we will treat the 2o and yo
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dependencein an average way and not track-by-track. First determinethe average valueof =g and yo
for arun (or ablock of runs, if the valuesremain relatively constant), then determine the acceptance
for that run as though all tracks came exactly from (z, yo). That leaves just 3 other coordinates to
check.

The checking of p, ¥ and ¢ is done in two stages. First, the projection of the track onto
the zz-plane is checked to make sure that the track remains within the horizontal confines of the
spectrometer. Then, the projection of the track onto the yz-plane is checked to see if the track
leaves the acceptance through the top or bottom of the spectrometer. This might seem like a bit of
an oversimplification, but because the aperture of the spectrometer isrectangular, the problem can
actually be treated thisway fairly well.

First consider tracks restricted to ¢ = 0 only—that is, those tracks that move only in the z z-
plane. For tracks inside the spectrometer acceptance, plot ¢ versusa = ¢ B dl/p (« isthe angle of

the bend that the track makes in the magnet); you'll get aregion like that shown in Figure D-1.
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Figure D-1: v versus ¢ B dl/p for good tracks

If you imagine atrack that just skimsinside the beam side edge of T1 (or T2—they both bound
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the acceptance at about the same place), that track will lie along the lower horizontal edge of the
polygon. It will hit the same edge of T1, independent of momentum over a quite a wide range
of momentum. Thisis easy to seeif you picture the track pinned against the edge of T1—as you
vary the momentum, the part of the track after the magnet whips around, but as long asit continues
to pass through T3 and T4 it will be inside the acceptance. The same picture holds for the upper
horizontal edge of the acceptance. Here, the non-beam side of T1 (or T2) bounds the acceptance,
independent of momentum.

So, start with a track, whose sign causes it to bend back toward the beam, and whose (¥, «)
coordinates place it along the lower edge of the acceptance boundary. If you lower the momentum,
at somepointit’ll careen into TR1. Now thereisarelation between theinitia direction of the track
in the z z-plane and the bend angle in the magnet that will keep the track skimming along theinside
edge of TR1. You can increase theinitial angle of the track, so that it points farther away from the
beam pipe, if you al so increase the bend anglein the magnet. Thisrelation determinestherightmost
diagonal edge of the acceptance.

Once the initia angle gets large enough, the track will crash into the non-beam side of T1.
Thisis the upper horizontal part of the acceptance. Now you're free to raise the momentum (and
change the sign of the track) until the part of the track behind the magnet bumps into the non-beam
side of T3 (or T4). Again, arelation between the initial angle and the bend angle holds, and this
determines the leftmost diagonal edge of the acceptance. Decreasing the initial angle brings us
counterclockwise round the acceptance to where we began.

Since the beam and non-beam edges of the acceptance are due to the vertical edges of the
chambers, the above discussion for tracks in the plane holds for tracks out of the plane, aslong as
we only consider the projection of thetrack into the 2 z-plane. Thisremainstrue aslong asthetrack
doesn't have a ¢ so large that it hits the top of the chambers. That condition will be checked for
Separately.

My contribution to the problem of calculating the acceptance is code which automatically
determines the acceptance polygon using standard geometry files as input. Figure D-2 shows the
guantities necessary to calculate the spectrometer acceptance. The horizontal axis in the diagram
represents the mid-line of the spectrometer, and the heavy lineisthe trgjectory of aparticle, with v

theinitial anglethe particle's path makeswith respect to the spectrometer axis. We can represent the
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bending of thetrajectory in the magnet as a kink at the midpoint of the magnet. Thisis equivalent
to the overall effect on the particle’s trajectory that the actual magnet has, with the exception of
vertical focussing. The trgjectory is supposed to just hit the side of one of the chambers (or TOF
wall) behind the magnet, and so thistrajectory lies aong one edge of the acceptance.

What we're looking for is the relationship between « and + that puts a track right at the edge
of the acceptance. We can then draw curves (one for each edge of each detector) in a— space
representing the locus of all pointsjust hitting the edge of the detector. Theregion around the origin
bounded by these lines represents the acceptance. For ease of calculation, it would be preferable
if the curves we draw for each detector in this space were lines, so we will linearize the equations
relating « to .

Track

e

X
v Xc
\v %
%ZMH

/.C

Figure D-2: Schematic of atrack in the spectrometer

From Figure D-2 the following rel ationships can be drawn

Xm

tand = —
Zm

(D.1)
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(D.2)
B—a—d (D3)

Equations D.2 and D.3 can be useto eliminate /3, and the result can be combined with Equation D.1

to give
_ Zmtand — Xc

tan(a — 9) = - (D4)

All of the current acceptance code requires «# as afunction of «. However, since ¥ appearsin
the argument of the tangent on both sides of the Equation D .4, itisdifficult to rearrange the equation
to givev = g(«). Instead, we settle for obtaining o = f(¢). Then thisform will be linearized and
inverted to obtain a approximation to g(«).

Equation D.4 can be rearranged to yield

(D.5)

Zmtany — X
a = f(¥) = arctan (M) + 9

Zec— Zm

which can then be expanded in a Taylor series around ¥ = vg. This is a useful place to use

Mathematica or Maple.

J(90) + (9 = Do) f'(9)] 9=04
Zmtandg — Xe
vo+1
Ze—7Zm ) Yot
Zm(Ze — Zm)?sec?dg
Ze—7Zm— Xe+ Zmtan?dy

e
4

arctan (

(4 — 9o) (D6)

Here, ¥ is some vaue for ¥} chosen through trial and error to minimize the average deviation
between the true function and the series representation in the region of interest. This equation can

be rearranged into a slightly more convenient form

Zmtandg— X Zm(Ze — Zm)? .
a:1+arctan<man° C)—I—{l— m(Ze m)sec20 }0

Zc—7Zm Ze—7Zm— Xc+ Zmtan?dg
Zm(Ze — Zm)?sec? g
Ze—7Zm— Xc+ Zmtan?dg

(D.7)
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and then inverted to give v as afunction of «

_ _ 2 2
g - la_l_arctan<zmtam90 Xc) _{1 Zm(Ze — Zm)?sec® g }1901

Zc—7Zm _Zc—Zm—Xc—l—than2190

[ Zm(Ze — Zm)?sec? i ]_l (D.8)

Ze—7Zm— Xc+ Zmtan?dg
Checking the acceptance in the vertical dimensionis done by checking they intersection of the
track withaplaneat = = 1m. Thisplaneisin front of the magnet, so the momentum plays no role
in determining the location of the intersection. It is odd that the y location in front of the magnet
suffices to determine whether a track remains inside the vertical confines of the spectrometer for
the rest of its trgjectory. For example, consider two tracks, both with the same (¥, ¢), but with
different momenta; the lower momentum track will bend more in the magnet. While the slope
along thetrgjectory, dy/ds for both tracks is unchanged by the magnet, because of the large change
in direction of the low momentum track, its slope along the beam direction, dy/dz, will be much
different after the magnet than the dy/ dz of the high momentumtrack. It turnsout that thisisasmall
effect, and to a good approximation, the y acceptance is momentum independent. The maximum
and minimum allowed values for the y height of the track are determined directly from data. For
moredetailsabout how the ¢ range accessibleto aparticleisdetermined, see Dan Zachary’s CSPAW
memo [ZP92].
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Time of Flight Wall Calibration

Having thetimeof flight properly calibrated isessential for identifying particles, and thisisespecialy
truefor kaons. Because kaonsarerare, any timing miscalibration that causes even asmall percentage
of the pions or protons to be misidentified as kaons can add up to alarge effect on the kaon yields.
This appendix discusses the procedure used to calibrate the TOF wall and shows an example of
the diagnostics used during the particle identification pass, PASS3, to verify the quality of the
calibrations.

E.1 Calibration Procedure

Thetimeof flight for aparticlehitting the TOF wall iscal cul ated from several raw inputs. TheBTOF
beam counter scintillator and each of the TOF wall dlats are instrumented with two phototubes for
whichaTDC and an ADC vauearerecorded. The TDC'srecord achannel count whichisconverted
to a time using the clock gain, which is nominally 50 ps/channel, but is treated as a calibration
parameter in the present procedure. The pedestal-subtracted ADC values represent the strength of
the signal inthe phototube, whichisused to adjust thetime calculated fromthe TDC's. Thisslewing
correction is made because alarge amplitude signal tends to exceed a given discriminator threshold
sooner than a low amplitude one. The coefficient of the slewing correction is aso a calibrated
parameter. In addition, there is a timing offset between the beam counter and TOF wall TDC's
that is meaningless and arises because of delaysin signal propagation and DAQ overhead. ThisTO

is another calibration parameter. The cdibrations were run in a separate pass over a subset of the
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E859 data before the particle identification pass, PASS3, was run.

Rough calibrationsfor the TOF wall can beobtained by histogramming the TDC valuemultiplied
by anominal clock gain for each slat. The steep leading edge of the resulting distribution for each
dlat marks the arrival time of speed-of-light velocity particles. The standard calibration procedure
used for the E802 analysis beginswith a set of reconstructed tracks with short flight times, assumes
that all the particles are pions, assigning the pion mass to each track. Using this mass hypothesis,
al of the necessary parameters can be determined. This is the basic procedure that has been
used throughout E802 [AT92a]. However, since the calibrations are based only on short flight
times, the determination of longer flight times are necessarily based on extrapolations outside of
the calibration domain. An improved procedure was developed for the E859 analysis, authored
principally by Ole Vossnack. It isa procedure that is used to refine the calibrations, as it requires
that fairly reasonable timing calibrations aready exist. Instead of assuming that all fast particles
are pions, the new procedure uses conservative mass and momentum cuts to select pions, kaons,
protons and deuterons. The addition of these more massive particles greatly extends the range of
flight timesthat are directly part of the calibration procedure. The procedureisalso animprovement
because it simultaneously fits all the parameters of of the calibration, instead of determining them
seridly, resulting in a better overall calibration solution.

Given the raw inputs above and a trid set of calibration parameters, the difference, 6 TOF,
between the expected time of flight for a particle, given its mass and momentum, and the measured

time of flight may be calculated as

L/ 2 + m2
6TOF = pcip — (t1oF — tBTOF — t0)- (E1)

A \? statistic for the distribution of § TOF is minimized using MINUIT to vary the calibration

parameters.

E.2 TOF Wall Intrinsic Timing Resolution

Thetiming calibrationswere determined in an analysis pass over aselected subset of the whole data
set. One of the most important numbers is the intrinsic timing resolution of the TOF wall, as this

determines the maximum momentum up to which pions can be separated from kaons using time
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of flight alone. Figure E-1 shows the calculated timing resolution for each of the slatsin the TOF
wall. For the purposes of the PICD code, a single timing resolution had to be chosen—there is no
provisionfor aslat by slat resolution. We settled on 120 ps as the number to use. There are certainly
severa slats with worse resolution than this, but it encompasses most of the sats, and quite a few

of them actually have resolutions closer to 100 ps.
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Figure E-1: Intrinsic TOF wall timing resolution

E.3 Monitoring of Calibrations During PASS3

During the PASS3 analysis pass several diagnostic histogramswere filled that allowed aclose check
on the quality of the timing calibrations. Since the calibrations were not actually performed on
every run, we wanted to have away to make sure that the calibrationsremained valid as the particle

identification pass proceeded. In thisthesis, of course, the qudity of the calibrationsfor the kaonsis
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very important. Sincethere arerelatively few kaonsin any run, it isdifficult to examine a histogram
filled exclusively for kaons and have enough statistics to know whether the procedure is working
properly. To circumvent this, identical histograms were simultaneously filled for pions, kaons and
protons. By observing that the pion and proton histograms look acceptable, one gains confidence
that the calibration for the kaons are in good shape. Figure E-2 shows an example of the type of
diagnostic histogram examined during the running of PASS3.
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Figure E-2: Comparison of TOF calibrations for different species. Thisis taken from the PASS3
monitor output for run 10455, a NOPID Aul% run at 14°. What is plotted is the difference
between the measured and expected 1/ 3, divided by the expected resolution in 1/3, as a function
of momentum. The error bars represent the rms width of the distribution at each momentum value.
If the calibrations are properly done, this should result in a series of points centered at zero, with
error bars reaching to +£1. The fact that the pions and protons appear to be properly distributed,
gives some confidence that the kaons are being correctly identified.
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Appendix F

Cross Section Fitting Procedure

The basis of the procedure used in fitting the E859 single particle spectrais described in a paper by
Baker and Cousins[BC84], in which they describe how to fit amodd to histogrammed data where
the uncertainty associated with each bin arises from a Poisson distribution whose mean is given by
the model. In fitting models to spectra we are essentially trying to do the same thing, but we have
the complication that we are not fitting directly to binned counts, but rather to a quantity calcul ated
from those counts, the invariant yield. | will briefly describe the method and some of the subtle

points, and then show how to apply it to the E859 data.

F.1 LogLikelihood Fitsto Histograms

Consider a histogram with n; countsin bin i and amodel depending on some set of parameters{« }
which predicts a mean of ¢; countsin bin ¢. Then, given the mean ¢;, the probability of measuring
n; 1S given by the Poisson distribution

e c

pcl(nz) = Nl C?iv (Fl)

'

where the ¢; are implicitly afunction of the parameters {«a}. The probability that the observed set
{n;} could be sampled from the set {¢; } predicted by the model is the product of the probabilities
given by Equation F.1 for each of the binsin the histogram. Thistotal probability is the likelihood
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function

Lie,n)=]] e_cli et (F2)

n;!
Maximizing this probability is the goal of the fitting procedure.
Instead of directly maximizing L(c; n), an associated function

x? = —2logA (F3)

isminimized instead. Thelikelihood ratio, A, is given by

(F4)

This normalized likelihood function asymptotically then approaches atrue 2 distribution as ¢; and
n; become large. The minimization condition of y? is

2
"y,

- (F5)

In fitting a histogram, there are two distributions to keep in mind. First is the the number of
counts in each bin predicted by the model. Second is the probability distribution of measuring a
particular number of counts given the model prediction. In the case of discrete countsin bins, this
second distribution is the Poisson distribution, and is always the Poisson distribution, regardless of
which model you use to predict the counts in each bin. The only thing that you can change is the
number of counts you predict in each bin.

We are often imprecise when we use the term log likelihood fitting. Really, there are two parts
to this method. The first is determining the probability of getting the observed result given the
model prediction, and the second is minimizing the y? statisticformed from thelikelihood function.
The first part depends on the details of what you're measuring, the second does not. If one is
accumulating counts, Poisson probability distributions are the appropriate probability distribution
to use for the first part. If, as in the case of the HBT analysis, one is measuring a ratio of two

Poi sson-di stributed numbers, some other probability distribution will be appropriate.

250



F2. LOG LIKELIHOOD FITSTO INVARIANT YIELDS

F.2 LogLikelihood Fitsto Invariant Yields

The calculated quantity being fit in the single particle analysis is the differentia yield (see Sec-
tion4.9),

d?n _ N*(y,my)
2rmy dmdy Nint
N(y,m_)accept X decay

2t Nipzmy dmy dy
= w(yv mJ_)N(yv mJ_) (F6)

where N;,,; isthe number of events, N*(y, m ) isthe corrected number of counts, N (y,m ) isthe
raw number of counts detected in the bin centered at (y, m ), accept is the geometric acceptance
correction and decay isthe decay correction for those particles which do decay. In al of this, the
variable that we expect to have Poisson fluctuationsis N (y, m ).

Thebasicideaisto make a prediction of the differential invariant yield in agiven bin, then use
the various factors in Equation F.6 to convert this to a predicted number of counts. The probability
of measuring the observed number of countsis given by the value of a Poisson distribution with a
mean equa to the predicted number of counts.

Explicitly, the functional form of them; model is

d?n

= Ae~Bmimmo), F7
2rmy dm dy ° ()

Suppose that we a so have the following

e 7, the raw number of countsin bin:

e w; the average, over al particles in bin ¢, of the coefficient in Equation F.6 which relates

countsto invariant yield.

In the case that there are no counts in bin ¢, an approximate value for w; is calculated using the
midpoint of the bininstead of an average over particles. For agivenchoiceof A and B, thepredicted
differential invariant yield in each bin: istheintegral of Equation F.7 over the width of the bin, and
for small binsthis may be approximated as the function value at the bin center multiplied by the bin
width. Thisis converted to a predicted number of counts, ¢;, by further multiplying by the weight
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w;. The contribution to the y? from each bin is calculated as in the Baker and Cousins paper

5 2¢; ifn,=0
X: = (F8)

2(62' —n; +n; |n(n2/62)) otherwise

The contribution from each bin is then summed over the whole histogram, and this is the value
which we attempt to minimize by varying the parameters of the model.

Thetask of minimizing afunction is best |eft to awell designed, robust minimizer. The CERN
Library package MINUIT is used for this job [JG92]. You need to provide a subroutine that
calculates y? and some starting values for the parameters—MINUIT does the rest. In addition to
minimizing the function, MINUIT can a so estimate the errors on the parameters and produce plots
of the confidence contours.

The y? function can be straightforwardly constructed using Equations F.8. The choice of
reasonable starting values for the parameters A and B is done using an analytic form of a linear
least squares fit to the natural log of the calculated invariant yield. The variance assigned to each
bin isjust the square root of the number of counts in that bin. Of course, this gives zero variance
to bins with zero counts. However, this procedure is meant only for determining initial values for
parameters to be used in the log-likelihood procedure. The fact that unredlistic importance will
be given to bins without any counts will be rectified by the log-likelihood minimization. Typical
starting values for a K+ spectrum near mid-rapidity for central Si+Auare A = 3.5, B = 5.0. The
final values of the parameters usually differ by no more than a few percent from the rough initial
values.

The above ideas for fitting the invariant yield using log likelihood point estimation are imple-
mented for E859 in aroutine called CSHIT. This routine supersedes the routine MTPTHIT, written
by Charles Parsons, which also uses log likelihood minimization for point estimation, but which
can occasionally under-report errors on the fitted parameters. MTPTFIT determines the parameter
errors by sampling the goodness of fit function over a grid of values in parameter space, tracing
out a contour across which the value of the goodness of fit function increases by one unit above
its minimum value. If parts of the contour lie outside the bounds of the grid that MTPTFIT has

chosen, the error is reported as equal to the size of the grid, not the size of the contour. Thisisa
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situation that should only show up in exceptional circumstances, but it is best avoided atogether.
As stated above, CSH T uses MINUIT to calculate the best parameter values and to determine the
errors on the fitted values of these parameters. MINUIT determines the parameter errors properly

when the fit actually converges, so the routine CSHT should be used instead of MTPTFIT in al

circumstances.
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Appendix G

TMA Groups

This appendix liststhe run ranges for each of the TMA groups used in the analysis. By using these

groups one should reproduce the TMA cuts.

Group Runs Group Runs Group Runs
1 0991009915 11 10170-10171 21 10736-10743
2 10108-10109 12 10174-10179 22 10744-10749
3 1011010111 | 13 | 10536-10538 | 23 | 10889-10891
4 10112-10113 14 10539-10540
5 10114-10114 15 10541-10541
6 1011910123 16 1054210547
7 10143-10143 | 17 | 10549-10550
8 10146-10152 | 18 | 10598-10604
9 10162-10163 | 19 | 10605-10611
10 | 10168-10169 | 20 | 10614-10620

Table G.1: Si+Al 3% TMA Groups
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Group Runs

10554-10558
10560-10572
11097-11098
1110411104
1110511105

a b~ W N -

Table G.2: Si+Al 6% TMA Groups

Group Runs Group Runs Group Runs
10577-10587 | 16 | 10703-10709 | 31 | 10882-10888
2 10588-10597 17 10710-10713
3 10623-10629 18 10714-10716
4 10630-10637 19 10717-10720
5 10638-10640 | 20 | 10721-10723
6 10641-10644 21 10724-10727
7 10645-10649 | 22 | 10728-10730
8 10650-10652 | 23 | 10731-10733
9 1065710660 | 24 | 10751-10755
10 | 10662-10672 | 25 | 10756-10760
11 | 10675-10680 | 26 | 10761-10764
12 | 10682-10687 | 27 | 10765-10769
13 | 10688-10691 | 28 | 10770-10772
14 10692—-10695 29 1077510777
15 | 10696-10698 | 30 | 10778-10784

Table G.3: Si+Au1% TMA Groups
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Group Runs

0988009886
09887-09908
10095-10100
1010110125
10126-10156
10159-10190
10510-10529
10563-10568
10881-10881
11092-11096
1110111109

© 00 N o ok~ W NP

[T
= O

Table G.4: Si+Au3% TMA Groups
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Appendix H

Preliminary ARC 1.9.5 Results

ARC (A Relativistic Cascade) is an event generator based on a hadronic cascade and designed
primarily for simulating nucleus-nucleus collisions at AGS energies [PSK92]. Shortly before the
time of thiswriting, version 1.9.5 of the code was made publicly available. Aswith earlier versions,
this version has a parameterization of the rapidity distribution of primary kaon production at odds
with experimental data. Perhaps because of the large number of collisions in nucleus-nucleus
collisions, this does not seem to have had disastrous effects on the rapidity distribution in Si+A
collisions. In fact, ARC reproduces many features of the experimental data quite well. Is this
appendix, we present a very brief comparison between ARC simulationsand E859 data for central
Si+Au—K.
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Figure H-1: Comparison of central Si+Au ARC and E859 kaon dn /dy
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E859 Collaboration List

E-802 Collaboration, Brookhaven National Laboratory, Upton, NY 11973 USA
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LLNL-MIT-NY U-Tokyo-Tsukuba
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4 University of California, Riverside, CA 92507

5 Columbia University, New York, NY 10027 and Nevis Laboratories, Irvington, NY 10533
6 Institute for Nuclear Study, University of Tokyo, Tokyo 188, Japan

7 Kyoto University, Sakyo-Ku, Kyoto 606, Japan
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